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Albero uscita / Output shaft / Abtriebswelle 

Arbre de sortie / Eje de salida / Eixo de saida

22
.5

°

45°
22.5°

RFV 502 H...IEC RFV 502 H...FV

502

6.03 465 834 42.70 232 1000 25.62 149 1000 16.47

180
160
132
112
100
90
80

132

7.06 397 904 39.53 198 1085 23.72 128 1085 15.25

8.24 340 1002 37.53 170 1203 22.52 109 1203 14.47

9.66 290 1148 36.69 145 1377 22.02 93 1377 14.15

11.54 243 1247 33.36 121 1496 20.01 78 1496 12.87

12.73 220 1273 30.85 110 1527 18.51 71 1527 11.90

13.55 207 1120 25.52 103 1344 15.31 66 1344 9.84

16.19 173 1330 25.35 86 1596 15.21 56 1596 9.78

17.87 157 1458 25.18 78 1750 15.11 50 1750 9.71

21.25 132 1722 25.02 66 2067 15.01 42 2067 9.65

23.45 119 1838 24.18 60 2205 14.51 38 2205 9.33

26.43 106 1842 21.51 53 2211 12.91 34 2211 8.30

29.12 96 1747 18.51 48 2096 11.11 31 2096 7.14

32.14 87 1910 18.35 44 2293 11.01 28 2293 7.08

37.14 75 1846 15.34 38 2215 9.21 24 2215 5.92 160
132
112
100
90
80

39.46 71 1706 13.34 35 2047 8.01 23 2047 5.15

43.56 64 1765 12.51 32 2118 7.51 21 2118 4.82

52.16 54 1691 10.01 27 2029 6.00 17 2029 3.86

57.57 49 1785 9.57 24 2053 5.50 16 2053 3.54

73.67 38 1564 6.55 19 1720 3.60 12 1720 2.32 112 - 100
90 - 8081.31 34 1757 6.67 17 1845 3.50 11 1845 2.25

RFV
n1= 2800 min-1 n1= 1400 min-1 n1= 900 min-1

i n2 Mn2 P1 n2 Mn2 P1 n2 Mn2 P1

min-1 Nm kW min-1 Nm kW min-1 Nm kW IEC B5 IEC B14

22
.5

°

45°
22.5°

Albero entrata / Input shaft / Antriebswelle 

Arbre d‘entrée / Eje de entrada / Eixo de entrada
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