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荣誉见证实力 实力铸造品质

Reputation prove the ability, Ability ensure the quality
专利证书通过国家知识专利局认证

The patent certificate has been issued by the National Intellectual Property Office

材质证书通过专业部门认证

Raw material certificate is issued by the professional department
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3D 智能数字化选型解决方案
3D Intelligent digital selection solution

3D 目录简介：
3D library brief introduction

●产品 3D 智能数字化选型解决方案，简称『3D 目录』；
3D Intelligent digital selection solution, we called 3D library;

●2020-2022年，利来和世界知名软件供应商合作，共同构建了我司产品 3D 只能数字化选型平台；

From 2020-2022, Lilai spend three years to cooperate with famous brand software company,
finished the 3D Intelligent digital selection solution

●为了便于理解，可以将「3D 目录」理解为“智能选型产品目录”（相较于我司的纸质版产品目

录），后续我司的新品开发以及产品工艺变更内容都能够在目录中即时 更新发布。

Later, the new products of our company will be increased in the 3D library accordingly.

●目前利来 3D 目录已上线十八大项产品品类，超过 3000 款

Now already cover 3000 products in the 3D library

3D 目录的打开方式：

Open method:

①Scanning the QR code by wechat

②电脑端输入网址链接

website: https://lilai.partcommunity.com/

③门户网站打开方式

website:
⑴浏览器窗口输入网址

use the below website first
https://www.3dndit.cn/
搜索窗口输入“利来链条”

search: "Lilai Chain"
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805 Single hinge Chains

 Main application: food and beverage industry
such as transportation of bottles, cans etc.

 Material: POM. Work temperature:-40°C to 90 °C
 Pin material: Stainless steel
 Max speed :50m/min, lubrication 30m/min dry
 Working load (25°C) 1230N,Max.length 12m

Specification

Code Width（mm） Weight（Kg/m） Backflex radius

805-K325 82.6 0.75 40
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805 Sprockets
 Material: Polyamide PA6, Machined, high precision, matching well.
 Good strength, can be used in light load transport
 Bore tolerance: D+0.08+0.02

805 Idlers
 Material: Polyamide PA6, Machined, high precision ,matching well.
 Good strength, can be used in light load transport
 Bore tolerance :D+0.08+0.02
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810 Single hinge Chains

 Main application: food and beverage industry
such as transportation of bottles, cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
 Pin material.: Stainless steel
 Max speed :50m/min lubrication 30m/min dry
 Working load (25°C) 1230N,Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius

810-K200 50 0.42 30
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810 Sprockets

 Material: Polyamide PA6, Machined, high precision ,
matching well

 Good strength, can be used in light load transport
 Bore tolerance :D+0.08+0.02

810 Idlers

 Material: Polyamide PA6, Machined, high precision, matching well
 Good strength, can be used in light load transport
 Bore tolerance :D+0.08+0.02
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820 Single hinge Chains

 Main application: food and beverage industry
such as transportation of bottles, cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
 Pin material: Stainless steel
 Max speed :50m/min lubrication 30m/min dry

 Working load (25°C) 1230N,Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius

820-K250（LL10S） 63.5 0.69 50

820-K325（LL13S） 82.6 0.82 50

820-K350（LL14S） 88.9 0.87 50

820-K400（LL16S） 101.6 0.95 50

820-K450（LL18S） 114.3 1.00 50

820-K500（LL20S） 127 1.10 50

820-K600（LL24S） 152.4 1.20 50

820-K750（LL30S） 190.5 1.44 50
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 Main application: transportation of strip,round shape etc
 Material: POM. Work temperature: -30°C to 90°C

820-DB Series with flight table top chain 

820-K400-DB

,
Color :white

 Pin material: Stainless steel
 weight:2.9 KG /M
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820 Anti-static Single hinge Chains

 Main application:anti-static production conveyor
 Mat:anti-static POM,resistivity:10^5/10^7/10^9,
 Color:black, work temperature: -30°C to 90°C
 Pin material: Stainless steel
 Max speed :50m/min lubrication 30m/min dry
 Working load (25°C) 1230N,Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius

820-K250（LL10S） 63.5 0.69 50

820-K325（LL13S） 82.6 0.82 50

820-K350（LL14S） 88.9 0.87 50

820-K400（LL16S） 101.6 0.95 50

820-K450（LL18S） 114.3 1.00 50

820-K500（LL20S） 127 1.10 50

820-K600（LL24S） 152.4 1.20 50

820-K750（LL30S） 190.5 1.44 50
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820 Single hinge Chains

 Main application: transportation of bottles, cans etc.
 Material: POM. Work temperature: -30°C to 90°,
 Color :coffee
 Pin mat.: Stainless steel
 Max speed: 50m/min lubrication 30m/min dry
 Working load (25°C) 1230N,Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius

820-K283 72 1.57 75
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820G Single hinge Chains

 Main application: food and beverage industry
such as transportation of bottles) cans etc.

 Material: POM. Color:coffee)Work
temperature:-30°C to 90 °C

 Pin mat.: Stainless steel
 Sprockets same as 880 series chain
 Max speed :50m/min lubrication 30m/min dry
 Working load (25°C) 1230N)Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius

820G-K325 82.6 1.05 75
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820 Sprockets
 Material: Polyamide PA6, Machined, high precision , matching well
 Good strength, can be used in light load transport

 Bore tolerance :D+0.08+0.02

 Material: Reinforced PA,Mould
 Bore tolerance : D-0.05-0.1

 Apply for fixed shafts , easy to install
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20 Idlers
 Polyamide PA6, Machined,high precision,matching well
 Good strength, can be used in light load transport
 Meanwhile, suit for stainless steel chains 812

 Bore tolerance : D+0.08+0.02

 Material: Reinforced PA, Plastic Injection Moulding
 Apply for normal work load transport
 Meanwhile, suitable for stainless steel chains 812
 Bore tolerance : D+0.2+0.1



SHANGHAI LILAI CHAIN CO.,LTD

24

820/812 Series idler with bearings
 Polyamide PA6, Machined,high precision,matching well

 Good strength, can be used in light load transport

 It can be used for 820/812 series ilder with bearings

 The shape and thickness should be machined by Lilai

standard

 D1 means bearing outer diameter, Tolerance from

-0.05~0, D2 means bearing inner diameter, B means
bearing thickness, Tolerance from 0~+0.1;

Remarks: the bearing in the picture only for show, the sprocket did not include the bearing
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821 Double hinge Chains

 Main application: food and beverage industry,
such as transportation of bottles,cans etc.

 Material.: POM Temperature: -30°C to 90 °C
 Pin Mat.: Stainless steel
 Max speed 50m/min lubrication 30m/min dry
 Working load (25°C) 2680N, Max length 15m

Code Width（mm） Weight（Kg/m） Backflex radius Q mm

821-K750（LL40S） 190.5 2.48 50 133.5

820-K1000（LL50S） 254 2.73 50 136.5

820-K1200（LL60S） 304.8 3.22 50 136.5
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HF821-K1800 Single hinge
Chains

 Main application: food and beverage industry
such as transportation of bottles) cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
Color:coffee

 Pin mat.: φ6.3mm Stainless steel
 Working load (25°C) 2680N)
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821 Sprockets

 Material: Polyamide PA6, Machined, high precision,
matching well

 Bore tolerance: D+0.08+0.02

 Good strength, can be used in heavy load transport
 Meanwhile, suit for stainless steel chains 802

 Material: Reinforced PA, Mould
 Meanwhile, suite for stainless steel chains 802
 Bore tolerance :D+0.2+0.1
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821 series idler
 Material.Polyamide, Machined,high precision , matching well
 Bore tolerance: D+0.08+0.02

 Good strength, can be used in heavy load transport

 Meanwhile, suit for stainless steel chains 802

821 series idler
 Polyamide PA6) Machined)high precision)- matching well
 Apply for normal work load transport
 Bore tolerance :D+0.08+0.02



SHANGHAI LILAI CHAIN CO.,LTD

29

821 Series idler with bearings
 Polyamide PA6, Machined,high precision,matching well

 Good strength, can be used in light load transport

 It can be used for 820/812 series ilder with bearings

 The shape and thickness should be machined by Lilai standard

 D1 means bearing outer diameter, Tolerance from -0.05~0, D2 means bearing inner

diameter, B means bearing thickness, Tolerance from 0~+0.1;
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880TAB Sideflex chains

transportation of bottles, cans etc.
 Material：Chain Mat：POM，Pin Mat：Stainless Steel.
 Color：Brown.
 Temperature：-40℃～+90℃.
 Maximum Speed：lubrication 80m/min；Dry 50m/min.
 Working Load：(25℃)1230N,Maximum length 12m

 Main application: food and beverage industry such as

.

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

880TAB-K325（P13S） 82.6 1.04 75 500

880TAB-K450（P18S） 114.3 1.3 75 500
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880TAB Anti-static Sideflex Chains

 Main application: Anti-static production conveyor
 Material: anti-static POM,resistivity 10^5/10^7/10^9
 color: black
 Work temperature: -30°C to 90°
 Pin: stainless steel
 Max speed 50m/min lubrication, 30m/min dry
 Working load (25°C) 2100N,Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

880TAB-K325（P13S） 82.6 1.04 75 500

880TAB-K450（P18S） 114.3 1.3 75 500
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880 Sideflex chains with flat pins

 Main application: food and beverage industry ,
such as transportation of bottles,cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed: 50m/min lubrication 30m/min dry
 Working load (25°C) 2100N,Max.length 9m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

880TAB-K325B 82.6 1.15 75 500
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880TAB Sideflex chains

 It is used for all kinds of cartons, box sideflex and straight
running conveyor

 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Color: coffee
 Weight: (POM) 1.52kg/m
 Working load (25°C) 2100
 The roller is easy to assemble and disassemble.

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

880TAB-K325-G 82.6 1.52 40 350
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880 Bevel type Sideflex chains with flat pin

 Main application: food and beverage industry,
such as transportation of bottles,cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed: 50m/min lubrication 30m/min dry
 Working load (25°C) 2100N,Max.length 9m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

880-K325（L13B） 82.6 0.89 75 500

880-K450（L18B） 114.3 1.04 75 610
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880M Magnetic sideflex chains

 Main application: food and beverage industry ,
such as transportation of bottles,cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.:Carbon steel
 Max speed 50m/min lubrication 30m/min dry
 Working load (25°C) 2100N,Max.length 9m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

880M-K325（P13L） 82.6 1.03 75 500
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880TAB-RT Sideflex chains with small radius

 Main application: transporation for light load conveyor
such as transportation of bottles,cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed:50m/min lubrication 30m/min dry
 Working load (25°C) 2100N,Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

880TAB-RT-K325 82.6 1.05 75 200

880TAB-RT-K450 114.3 1.15 75 200
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880 Sprockets
 Material.Polyamide PA6, Machined, high precision, matching well
 Bore tolerance : D+0.08+0.02

 Good strength, can be used in heavy load transportation
Code Teeth No PD（mm） OD（mm） Bore（mm）

1-880-10-20

10 123.3 122.4

20

1-880-10-25 25

1-880-10-30 30

1-880-10-35 35

1-880-10-40 40

1-880-11-20

11 135.2 134.9

20

1-880-11-25 25

1-880-11-30 30

1-880-11-35 35

1-880-11-40 40

1-880-12-20

12 147.2 147.3

20

1-880-12-25 25

1-880-12-30 30

1-880-12-35 35

1-880-12-40 40

 Material: Reinforced PA,Plastic Moulding
 Bore tolerance : D+0.2+0.1

Code Teeth No PD（mm） OD（mm） Bore（mm）

3-880-10-20

10 123.3 122.4

20

3-880-10-25 25

3-880-10-30 30

3-880-10-35 35

3-880-10-40 40

3-880-11-20

11 135.2 134.9

20

3-880-11-25 25

3-880-11-30 30

3-880-11-35 35

3-880-11-40 40

3-880-12-20

12 147.2 147.3

20

3-880-12-25 25

3-880-12-30 30

3-880-12-35 35

3-880-12-40 40
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880 Series idler with bearings
 Polyamide PA6, Machined,high precision,matching well

 Good strength, can be used in light load transport

 The shape and thickness should be machined by Lilai standar

 It can be used for 880 series ilder with bearings

d

 D1 means bearing outer diameter, Tolerance from -0.05~0,

 D2  means bearing inner diameter,   

 B means bearing thickness,Tolerance from 0~+0.1;



SHANGHAI LILAI CHAIN CO.,LTD

39

882TAB Sideflex chains

 Main application: food and beverage industry,
transportation of bottles,cans etc.

 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed 50m/min lubrication 30m/min dry
 Working load (25°C) 3830N,Max.length 15m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
882TAB-K500（P10S） 127 1.9 75 610
880TAB-K600（P20S） 152.4 2.1 75 610
880TAB-K750（P30S） 190.5 2.38 75 610
880TAB-K1000（P40S） 254 2.69 75 610
880TAB-K1200（P50S） 304.8 2.94 75 610
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882 Sprockets
 Material: Polyamide PA6, Machined,high precision, matching well
 Bore tolerance: D+0.08+0.02

 Good strength, can be used in heavy load transportation
Code Teeth No PD（mm） OD（mm） Bore（mm）

1-882-10-20

10 123.3 126

20

1-882-10-25 25

1-882-10-30 30

1-882-10-35 35

1-882-10-40 40

1-882-11-20

11 135.2 137.4

20

1-882-11-25 25

1-882-11-30 30

1-882-11-35 35

1-882-11-40 40

1-882-12-20

12 147.2 149.9

20

1-882-12-25 25

1-882-12-30 30

1-882-12-35 35

1-882-12-40 40

 Material: Reinforced PA,Plastic Moulding
 Bore tolerance: D+0.2+0.1

Code Teeth No PD（mm） OD（mm） Bore（mm）

3-882-10-20

10 123.3 126

20

3-882-10-25 25

3-882-10-30 30

3-882-10-35 35

3-882-10-40 40

3-882-11-20

11 135.2 137.4

20

3-882-11-25 25

3-882-11-30 30

3-882-11-35 35

3-882-11-40 40

3-882-12-20

12 147.2 149.9

20

3-882-12-25 25

3-882-12-30 30

3-882-12-35 35

3-882-12-40 40
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882 Series idler with bearings
 Polyamide PA6, Machined,high precision,matching well

 Good strength, can be used in light load transport

 The shape and thickness should be machined by Lilai standar

 It can be used for 882 series ichain

d

 D1 means bearing outer diameter, Tolerance from -0.05~0, D2

 D2  means bearing inner diameter,   
 B means bearing thickness,Tolerance from 0~+0.1;
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1060 Heavy Duty table top chain
 Main application: food and beverage industry, such as

transportation of bottles)cans etc
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed: 50m/min lubrication 30m/min dry
 Working load (25°C):1710N) Max.length: 12m

1060TAB Heavy Duty table top chain
 Main application: food and beverage industry, such as

transportation of bottles)cans etc
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed: 50m/min lubrication 30m/min dry
 Working load (25°C):1710N) Max.length: 12m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

83.1060TAB-K330 8 1.67 130 500

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
1060-K330 83.8 1.67 130 500
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1060 Sprocket

 Material: Reinforced PA
 Apply for normal work load transport

 Bore tolerance: D+0.08+0.02

Code Teeth No PD（mm）OD（mm） Bore（mm）

1-1060-16-25

16 131.2 130.9

25

1-1060-16-30 30

1-1060-16-35 35

1-1050-16-40 40

1-1060-18-25

18 147.4 146.8

25

1-1060-18-30 30

1-1060-18-35 35

1-1060-18-40 40

1-1060-21-25

21 171.76 170.7

25

1-1060-21-30 30

1-1060-21-35 35

1-1060-21-40 40

1-1060-31-25

31 253 252.2

25

1-1060-31-30 30

1-1060-31-35 35

1-1060-31-40 40

 Material: Reinforced PA) Plastic Injection Moulding
 Sprocket Bore tolerance: D-0.05-0.1

 Idle Bore tolerance: D+0.2+0.1

Code Teeth No PD（mm）OD（mm） Bore（mm）

3-1060-16-30
16 131.2 130.9

30

3-1050-16-40 40

3-1060-18-30
18 147.4 146.8

30

3-1060-18-40 40
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82.6-R150 Sideflex chains with small radius

 Main application: light items transportation and 360°circular
transport

 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed: 50m/min lubrication 30m/min dry
 Working load (25°C): 2100N, Max.length 12m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
82.6-R150 82.6 0.86 50 150

810TAB-K450 Side Flex Chain
 Main application: food and beverage industry, such as

transportation of bottles,cans etc.
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Max speed 50m/min lubrication 30m/min dry
 Working load (25°C): 780N, Max.length: 8M

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
810TAB-K450 114.3 0.94 30 400
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82.6-R150 Sprocket
 Material: Polyamide PA6, Machined, high precision, matching well
 Good strength, can be used in heavy load transport
 Bore tolerance:D+0.08+0.02

810TAB Sprocket
 Material: Polyamide PA6, Machined, high precision, matching well
 Good strength, can be used in heavy load transport
 Bore tolerance:D+0.08+0.02

Code Teeth No PD（mm） OD（mm） Bore（mm）

1-810TAB-10-20 10 61.65 62 20

1-810TAB-11-20
11 67.62 67.8

20

1-810TAB-11-25 25

1-810TAB-14-25

14 85.61 85.4

25

1-810TAB-14-30 30

1-810TAB-14-35 35

1-810TAB-16-25

16 97.65 97.4

25

1-810TAB-16-30 30

1-810TAB-16-35 35

Code Teeth No PD（mm） OD（mm） Bore（mm）

1-82.6-R150-10-20

10 102.75 102

20

1-82.6-R150-10-25 25

1-82.6-R150-10-30 30

1-82.6-R150-10-35 35

1-82.6-R150-12-20

12 122.67 122

20

1-82.6-R150-12-25 25

1-82.6-R150-12-30 30

1-82.6-R150-12-35 35

1-82.6-R150-13-20

13 132.67 132

20

1-82.6-R150-13-25 25

1-82.6-R150-13-30 30

1-82.6-R150-13-35 35

1-82.6-R150-15-25

15 152.71 152

25

1-82.6-R150-15-30 30

1-82.6-R150-15-35 35

1-82.6-R150-15-40 40
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Flexible chain
 Main application: light items transportation and 360°circular transport;
 Material: POM. Work temperature:-30°C to 90 °C; Pin mat.: Stainless steel ; Max speed 80m/min

lubrication, 50m/min dry
 Working load (25°C) 2100N,Max.length 12m

63 sideflex chain

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
63-C 63 0.78 120 150

Code Width（mm） Flight height mm Backflex radius Sideflex radius
63-CD-4/9/12 63 4/9/12 120 150
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Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
83-C 83 1.36 120 150

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
83-CG 83 2.42 120 160

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
103-C 103 1.54 120 250
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Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
146-C 146 1.38 150 250

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
82.6-C 82.6 1.16 120 200
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Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
82.6-CD 82.6 1.54 120 250

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
82.6-CX 82.6 1.4 120 250
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82.6 Flexible chain with bearing
 Main application : All kinds of transpotation .
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
82.6-CZ 82.6 1.4 120 200

82.6 Flexible chain with rubber and bearing
 Main application : All kinds of transpotation .
 Material: POM. Work temperature:+1°C to+80 °C
 Pin mat.: Stainless steel

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
F82.6-CZ 82.6 1.5 120 200
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Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius
103-2C 103 1.65 150 200

Code Width（mm） Flight height mm Flight distance Sideflex radius
103-2CD 103 16 35.5N 200
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63/83/103 Flexible chain with carbon steel
Main application : All kinds of transportation . High temperature and wear resistance.
Material: POM. Work temperature:-30°C to 90 °C
Material of surface : Carton steel
Pin mat.: Stainless steel

50.8-C Flexible chain
Main application:All kinds of tobacco transportation
Material: POM. Work temperature:-30°C to 90 °C; Pin mat.: Stainless steel
Working load (25°C):2670N/M

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
50.8-C 50.8 0.79 125 250
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HF50.8-C flexible chain with rubber top
 For inclined conveyor
 Material.: POM+Rubber . Work temperature:-30°C to 80 °C
 Pin mat.: Stainless steel

PLI

NG

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
HF50.8-C 50.8 0.65 110 150

CHAINS

70-C flexible
 Main application : All kinds of transportation
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel
 Working load (25°C):1000N/M

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
70-C 70 1.33 75 200
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70B flexible chain
 Main application : All kinds of transportation
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel;Working load (25°C):1000N/M
 Sprockets same as 70 flexible chain

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
70B-C 70 1.05 80 150

63WF flexible chain
 Material: POM. Work temperature:-10°C to 40 °C
 Pin mat.: Stainless steel; Speed: Max. 40m/min
 Working load (25°C):<3000N/M, Max. Length: 12M

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
63WF 63 0.75 120 150
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83WF flexible chain
 Material: POM. Work temperature:-10°C to 40 °C
 Pin mat.: Stainless steel; Speed: Max. 40m/min
 Working load (25°C):<3000N/M, Max. Length: 12M

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
83WF 83 1.25 120 160

HF83WF flexible chain
 Material: POM. With white TPE, Work temperature:-10°C to 40 °C
 Rubber distance: K=33.5*N

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
HF83WF 83 1.27 120 160
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103WF flexible chain
 Material: POM. Work temperature:-10°C to 40 °C
 Pin mat.: Stainless steel; Speed: Max. 40m/min
 Working load (25°C):<3000N/M, Max. Length: 12M

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
103WF 103 1.76 120 170

HF103WF flexible chain
Material: POM. With white TPE, Work temperature:-10°C to 40 °C

Code Width（mm） Weight(kg/m) Back curve radius Side flex radius
HF103WF 103 1.78 120 170
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63 Sprockets
Mat.: Polyamide PA6, Machined, high precision, matching well
Bore tolerance: :D+0.08+0.02

Good strength, can be used in light load transport

83 /103 Sprockets
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146 Sprocket

82.6 Sprocket
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82.6-CX Sprocket

103-2C Sprocket
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50.8 Sprockets
 Mat.: Polyamide PA6) Machined) high precision) matching well
 Good strength) can be used in heavy load transport
 Bore tolerance:D+0.08+0.02

70 Sprockets
 Mat.: Polyamide PA6) Machined) high precision) matching well
 Good strength) can be used in heavy load transport
 Bore tolerance: D+0.08+0.02
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HF820 Single hinge Chain with rubber top

 Main application: transportation of cartons) cans etc
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel

Code Width(mm) Weight(kg/m) Distance D(mm) Position A (mm)

HF820-K32

  material

5 82.6 0.96 39.5 3.5 POM+TPE

HF820-K400 101.6 1.09 39.5 13.0 POM+TPE

HF820-K450 114.3 1.14 39.5 19.4 POM+TPE

HF820-K600 152.4 1.40 39.5 18.7 POM+TPE

HF820-K750 190.5 1.64 50 27.2 POM+TPE
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HF821 Double hinge Chain with rubber
top

 Main application: transportation of cartons) cans etc
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel

Code Width(mm) Weight(kg/m) Distance D(mm) Position A (mm)

HF821-K75

  material

0 190.5 2.68 50 27.2 POM+TPE

HF821-K1000 254.0 2.93 75 34.0 POM+TPE

HF821-K1200 304.8 3.49 75 21.9 POM+TPE
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HF880TAB Side flex chain with rubber top

 Main application: transportation of cartons, cans etc
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel

Code Width(mm) Weight(kg/m) Distance D(mm) Position A
(mm)

Sideflex Radius

HF880TAB-K32

  material

5 82.6 1.18 39.5 3.5 500 POM+TPE

HF880TAB-K450 114.3 1.44 39.5 19.4 500 POM+TPE
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HF882TAB Side flex chain with rubber top

 Main application: transportation of cartons, cans etc
 Material: POM. Work temperature:-30°C to 90 °C
 Pin mat.: Stainless steel

Code Width(mm) Weight(kg/m) Distance D(mm) Position A
(mm)

Sideflex Radius

HF882TAB-K75

  material

0 190.5 2.65 50 27.2 610 POM+TPE

HF882TAB-K1000 254 2.96 75 34 610 POM+TPE

HF882TAB-K1200 304.8 3.34 75 21.9 610 POM+TPE
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Plastic snap-on chain with rubber top
 Main application: All kinds of sideflex conveyor machine.
 Material.: POM. color coffee; Work temperature:-30°C to 90 °C
 Max conveying length: 30m (mat.: CS) ; 24m (mat.:SS)
 Supply unit:1.524mtr (5ft)

Code Width(mm) Weight(kg/m) Distance
D(mm)

Position A
(mm)

Sideflex
Radius

HF1873-K32

material

5 82.6 2.24 39.5 3.5 500 POM+TPE

HF1873-K450 114.3 2.4 39.5 19.4 500 POM+TPE

HF1873-K600 152.4 2.61 39.5 18.7 500 POM+TPE

HF1873-K750 190.5 2.76 50 27.2 500 POM+TPE

HF1873-K1000 254.0 2.98 75 34 500 POM+TPE

HF1873-K1200 304.8 3.28 75 21.9 610 POM+TPE

Remarks: the base chain can choose carbon steel or stainless steel roller chain
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812 Stainless steel Single hinge chains

 Main Application: transportation for various of glass bottles, and
heavy load items

 Material:stainless steel
 Max.speed:50m/min, lubrication, 30m/min,dry.
 Working load : 2250N, Max transportation length: 15m
 Sprockets are the same with chains 820

Code Width（mm） Weight（Kg/m） Backflex radius

76.SS812-K300（C12S） 2 2.40 150

SS812-K325（C13S） 82.6 2.54 150

SS812-K350（C14S） 88.9 2.68 150

SS812-K400（C16S） 101.6 2.97 150

SS812-K450（C18S） 114.3 3.25 150

SS812-K500（C20S） 127 3.14 150

SS812-K600（C24S） 152.4 4.09 150

SS812-K750（C30S） 190.5 4.95 150



SHANGHAI LILAI CHAIN CO.,LTD

67

812 Sprockets
 Material: Polyamide PA6, Machined, high precision, matching well
 Good strength, can be used in heavy load transport
 Bore tolerance :D+0.08+0.02

Code Teeth No PD（mm） OD（mm） Bore（mm）

1-812-19-20

19 115.7 117

20

1-812-19-25 25

1-812-19-30 30

1-812-19-35 35

1-812-21-25

21 127.8 129

25

1-812-21-30 30

1-812-21-35 35

1-812-21-40 40

1-812-23-25

23 139.9 140.7

25

1-812-23-30 30

1-812-23-35 35

1-812-23-40 40

1-812-25-25

25 152 153

25

1-812-25-30 30

1-812-25-35 35

1-812-25-40 40

 Material: Reinforced PA+fiberglass, plastic injection moulding
 Apply for fixed shafts, easy to install

 Bore tolerance : D-0.05-0.1

Code Teeth No PD（mm） OD（mm） Bore（mm）

3-812-19-25

19 115.7 117

25

3-812-19-30 30

3-812-19-35 35

3-812-21-25

21 127.8 129

25

3-812-21-30 30

3-812-21-35 35

3-812-23-25

23 139.9 140.7

25

3-812-23-30 30

3-812-23-35 35

3-812-23-40 40

3-812-25-25

25 152 153

25

3-812-25-30 30

3-812-25-35 35

3-812-25-40 40
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812 Sprocket
 Material.: Carbon steel; Machined, high

precision,matching well;
 Used for normal work load transport
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802 Stainless steel double hinge chains

 Main Application: transportation for glass bottles, and
heavy load items

 Material.: Stainless steel
 Max.speed:50m/min, lubrication, 30m/min,dry.
 Working load : 3500N, Max transportation length: 15mtr 

 Sprockets same to chains 821 ,PAGE27

Code Width（mm） Weight（Kg/m） Backflex radius

SS802-K750(C30D) 190.5 5.8 150

SS802-K1000(C40D) 254.0 7.73 150

SS802-K1200(C50D) 304.8 9.28 150

SS802-K1900 485 11.96 150
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802 Idler

 Mat.: Mat.: Polyamide PA6) Machined) high precision)
 Apply for normal work load transport
 Bore tolerance :D+0.08+0.02

Code Teeth No D（mm） Bore（mm）

2-802-19-20

19 117

20

2-802-19-25 25

2-802-19-30 30

2-802-19-35 35

2-802-21-25

21 131

25

2-802-21-30 30

2-802-21-35 35

2-802-21-40 40

2-802-23-25

23 140.7

25

2-802-23-30 30

2-802-23-35 35

2-802-23-40 40

2-802-25-25

25 155

25

2-802-25-30 30

2-802-25-35 35

2-802-25-40 40

802 Idler
 Mat.: Mat.: Polyamide PA6) Machined) high precision)
 Apply for normal work load transport
 Bore tolerance :D+0.08+0.02

Code D（mm） Bore（mm）

2-802-74-25
74

25

2-802-74-30 30

2-802-84-35
84

35

2-802-84-40 40
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Stainless steel chains with rubber inserts

 Main Application: inclined transportation
 Material: Plates-stainless steel; Inserts-Natural rubber

Code Width（mm） Rubber width（mm） Rubber height（mm）

812F-K325(JC13S) 82.6 76 3

812F-K450(JC18S) 114.3 108 3
812F-K600(JC24S) 152.4 140 3

802F-K750(JC30D) 190.5 140 3
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881M Magnetic side flex chains

 Main Application: transportation for various of glass bottles, and heavy
load items

 Material: Stainless steel
 Max.speed: 50m/min, lubrication, 30m/min, dry.
 Working load: 2250N, Max transportation length: 15m

Code Width（mm） Weight（Kg/m） Backflex radius
Sideflex radius

SS881M-K325(CC13SA) 82.6 2.4 75 460

SS881M-K450(CC18SA) 114.3 3.2 75 460

SS881M-K600(CC24SA) 152.4 4.4 75 600

SS881M-K750(CC30SA) 190.5 4.9 75 600
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881 Stainless steel sideflex chains

 Main Application: transportation for various of glass bottles, and
heavy load items

 Material: Stainless steel
 Max.speed: 50m/min, lubrication, 30m/min, dry.
 Working load: 2250N, Max transportation length: 15m

Code Width（mm） Weight（Kg/m） Backflex radius Sideflex radius

SS881-K325(CC13SB) 82.6 3.0 75 460

SS881-K450(CC18SB) 114.3 3.7 75 460

SS881-K600(CC24SB) 152.4 4.4 75 610

SS881-K750(CC30SB) 190.5 5.5 75 610
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881TAB Stainless Steel sideflex chain

 Main Application: transportation for various of glass bottles, and heavy
load items

 Material: Stainless steel
 Max.speed: 50m/min, lubrication, 30m/min, dry.
 Working load: 2250N, Max transportation length: 15m

Code Width（mm） Weight（Kg/m） Backflex radius
Sideflex radius

SS881TAB-K325(CC13SC) 82.6 3.2 75 460

SS881TAB-K450(CC18SC) 114.3 3.9 75 460

SS881TAB-K600(CC24SC) 152.4 4.6 75 610

SS881TAB-K750(CC30SC) 190.5 5.7 75 610

SS881TAB-K1000(CC40SC) 254 7.5 75 610

SS881TAB-K1200(CC50SC) 304.8 8.9 75 610
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881SSTAB Stainless Steel sideflex chain with rubber top
 Main application : All kinds of transportation . transportation of

cartons.
 Rubber material: Nitrile Butadiene Rubber
 Mat.: Stainless steel

881 Sprocket
 Mat.: Polyamide PA6, Machined, high precision, matching well
 Good strength, can be used in heavy load transport
 Bore tolerance :D+0.08+0.02

Code
Width

（mm）

Weight
（Kg/m）

Backflex
radius

Sideflex
radius

881SSFTAB-K600 152.4 4.48 75 610
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T-2500 Flat Top T-2500 Flush Grid

Pitch 9mm modular belt
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T-2500PB modular belt

 Application: Pharmaceutic industry ,especially small bottles
 Mat: POM Work temp: -30°C ~ +90 °C
 Pin mat.: POM Color:coffee
 Load: POM 5250N/M Weight:6.1kg/m2

P79 P306-332 P355-359 P343-354

Standard Width：W=85*N

W（mm） 50 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2500PG modular belt

 Application: Pharmaceutic industry ,especially small
bottles;

 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin mat.: POM Color:coffee
 Load: POM 5250N/M
 Open area: 7%

P79 P306-332 P355-359 P343-354

Standard Width：W=85*N

W（mm） 50 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2500 Sprocket
Raw material: PA6

Machined sprocket

Teeth Pitch
Diamete
r (mm)

Outer
Diamete
r (mm)

Bore
size
(mm)

Sprocket model
Square bore Round bore

2

with keyway w/o keyway

0 57.53 57.8

15 1-T-2500-20-15 2-T-2500-20-15
20 1-T-2500-20-20 2-T-2500-20-20
25 1-T-2500-20-25 2-T-2500-20-25
30 1-T-2500-20-30 2-T-2500-20-30

25 71.81 72

25 1-T-2500-25-25 2-T-2500-25-25
30 1-T-2500-25-30 2-T-2500-25-30
35 1-T-2500-25-35 2-T-2500-25-35
40 1-T-2500-25-40 2-T-2500-25-40

30 86.1 86.3

25 1-T-2500-30-25 2-T-2500-30-25
30 1-T-2500-30-30 2-T-2500-30-30
35 1-T-2500-30-35 2-T-2500-30-35
40 1-T-2500-30-40X40 1-T-2500-30-40 2-T-2500-30-40

35 100.4 100.6

25 1-T-2500-35-25 2-T-2500-35-25
30 1-T-2500-35-30 2-T-2500-35-30
35 1-T-2500-35-35 2-T-2500-35-35
40 1-T-2500-35-40X40 1-T-2500-35-40 2-T-2500-35-40

39 111.85 112

25 1-T-2500-40-25 2-T-2500-40-25
30 1-T-2500-40-30 2-T-2500-40-30
35 1-T-2500-40-35 2-T-2500-40-35
40 1-T-2500-39-40X40 1-T-2500-40-40 2-T-2500-40-40
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T-1400 Flat top T-1400 Flush grid

Pitch 12mm modular belt
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T-1400PG modular belt

 Application: glass and plastic bottles, conveyor
machine

 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin: PA6
 Work load: POM,10500N/M
 Color: blue
 Open area: 14%
 Weight: 8.05kg/sq

sprocket P83 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width W=76.2*N
Non-standard Width W=76.2N+12.7*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1400PB modular belt

 Application: glass and plastic bottles, conveyor machine
 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin: PA6
 Work load: POM,10500N/M
 Color: blue
 Open area: 0%
 Weight: 8.62kg/sq

sprocket P83 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width W=76.2*N
Non-standard Width W=76.2N+12.7*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1400 Sprocket
Raw material: PA6

Teeth Pitch
diamete 

r(mm)

Outer
diamete 

r(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway

1

w/o keyway

2 46.94 47.5
20 1-T-1400-12-20 2-T-1400-12-20

25 1-T-1400-12-25 2-T-1400-12-25

15 58.44 59.17

20 1-T-1400-15-20 2-T-1400-15-20

25 1-T-1400-15-25 2-T-1400-15-25

30 1-T-1400-15-30 2-T-1400-15-30

20 77.67 78.2

25 1-T-1400-20-25 2-T-1400-20-25

25 3-T-1400-20-25 2-T-1400-20-30

30 1-T-1400-20-30 2-T-1400-20-35

35 1-T-1400-20-35 2-T-1400-24-25

24 93.08 93.5

25 1-T-1400-24-25 2-T-1400-24-30

30 1-T-1400-24-30 2-T-1400-24-35

35 1-T-1400-24-35 2-T-1400-32-25

32 123.96 124.24

25 1-T-1400-32-25 2-T-1400-32-30

30 1-T-1400-32-30 2-T-1400-32-35

35 1-T-1400-32-40*40 1-T-1400-32-35 2-T-1400-12-20
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Pitch 12.7mm modular belt

PB CG
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T-1900 Modular belt

 Application: Pharmaceutical industry, or packaging
machine conveyor

 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin: PP;
 Work load: POM,10500N/M
 Open area: 14%
 Color: blue

sprocket P86 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width W=76.2*N

Non-standard Width W=76.2N+12.7*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1900 Sprocket

Raw material: PA6

Teeth Pitch
diamete
r(mm)

Outer
diamete
r(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

1

with keyway w/o keyway

2 49.84 50.5
20 1-T-1900-12-20 2-T-1900-12-20

25 1-T-1900-12-25 2-T-1900-12-25

15 62.05 62.8

20 1-T-1900-15-20 2-T-1900-15-20
25 1-T-1900-15-25 2-T-1900-15-25
30 1-T-1900-15-30 2-T-1900-15-30

20 82.46 82.9

25 1-T-1900-20-25 2-T-1900-20-25
30 1-T-1900-20-30 2-T-1900-20-30
35 1-T-1900-20-35 2-T-1900-20-35

24 98.83 99.3

25 1-T-1900-24-25 2-T-1900-24-25
30 1-T-1900-24-30 2-T-1900-24-30
35 1-T-1900-24-35 2-1-1900-24-35

32 131.61 132

25 1-T-1900-32-25 2-T-1900-32-25
30 1-T-1900-32-30 2-T-1900-32-30
35 1-T-1900-32-40X40 1-T-1900-32-35 2-1-1900-32-35
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T-2100 Modular belt

 Application: pharmaceutical industry, packaging machines
 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin mat.: PP
 Load: POM 10500N/M
 Color:coffee
 Open area: 25%

sprocket P89 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

Nonstandard Width: 85N+9.5n

W（mm） 50 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2100 Modular belt

 Application: pharmaceutical industry, packaging machines
 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin mat.: PP
 Load: POM 525N/M
 Color:coffee
 Open area: 25%
 Weight: 0.39kg/m
 Width: 50mm (1.97 inch)

sprocket P89 parts P306-332 wear strip P355-359 chain guide P343-354
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T-2100 Sprocket

Raw material: PA6

Teeth Pitch
diameter
(mm)

Outer
diamete
r(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keway  keyway

2 49.46 49.8
20 1-T-2100B-12-20 2-T-2100B-12-20
25 1-T-2100B-12-25 2-T-2100B-12-25

15 61.56 61.8
20 1-T-2100B-15-20 2-T-2100B-15-20
25 1-T-2100B-15-25 2-T-2100B-15-25

20 81.82 81.8
25 1-T-2100B-20-25 2-T-2100B-20-25
30 1-T-2100B-20-30 2-T-2100B-20-30
35 1-T-2100B-20-35 2-T-2100B-20-35

24 98.06 97.8
25 1-T-2100B-24-25 2-T-2100B-24-25
30 1-T-2100B-24-30 2-T-2100B-24-30
40 1-T-2100B-24-40 2-T-2100B-24-40

28 114.32 114
25 1-T-2100B-28-25 2-T-2100B-28-25
30 1-T-2100B-28-30 2-T-2100B-28-30
40 1-T-2100B-28-40X40 1-T-2100B-28-40 2-T-2100B-28-40

32 130.59 130.3
25 1-T-2100B-32-25 2-T-2100B-32-25
30 1-T-2100B-32-30 2-T-2100B-32-30
40 1-T-2100B-32-40X40 1-T-2100B-32-40 2-T-2100B-32-40
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T-2200A Modular belt with rubber top

 For Food,Beverage & packaging conveyor
 Work temp: -30°C ~ +90 °C Pin mat.: PBT
 Mat: POM with silicone oil . Top Green Rubber
 Features: bottom of the belt with lubricating oil ,low voice.
 High elasticity natural rubber; Hardness of Surface:65
 Work Load:16000N/M
 Open Area:2%
 Weight:9.53kg/m2

sprocket P97-98 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2200PB Flat top Modular Belt

 For Food,Beverage & packaging machine conveyor
 Load: POM 16000N/M
 Color: blue/dark green
 Weight: 8.6kg/sq
 Belt Material: POM.
 Pin material: PBT
 Work temperature: -30°C ~ +90 °C

sprocket P97-98 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2200DT Modular belt

 Single module Dynamic Transfer System for left- or
right-hand self-clearing transfers to avoid dead plates at 90°
transfers

 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin material: PP
 Work Load: POM 16000N/M
 Color:blue

sprocket P97-98 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=109+85*N

W（mm） 109 194 279 364 449 534 619 704 789 109+85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2200C Modular belt with rubber top (Indent rubber)
 Application: For all kinds of cartons ,packages inclined conveyors . The surface rubber

increases the friction and protects products surface.
 Work Load: POM 16000N/M
 Belt Color: Dark green
 Rubber color : green
 Weight:9.53kg/m2
 Material: POM with rubber .
 Pin mat.: PBT
 Work temperature: -30°C ~ +80 °C

sprocket P97-98 parts P306-332 wear strip P355-359 chain guide P343-354

T-2200CYJ Modular belt with rubber top (Indent rubber)

Standard Width：W=255+85*N

W（mm） 255 340 425 510 595 680 765 850 935 255+85*N
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T-2200D Modular belt with gap rubber top
 Application: For all kinds of cartons ,packages inclined conveyors . The surface rubber

increases the friction and protects products surface.
 Work Load: POM 16000N/M
 Belt Color: Dark green
 Rubber color : green
 Weight:9.53kg/m2
 Material: POM with rubber . Pin material: PBT
 Work temperature: -30°C ~ +80 °C

sprocket P97-98 parts P306-332 wear strip P355-359 chain guide P343-354

T-2200DYJ Modular belt with gap rubber top

Standard Width：W=255+85*N

W（mm） 255 340 425 510 595 680 765 850 935 255+85*N
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T-2200F Modular belt with flight

 Application: for all kinds of beverage, food industry, and
packaging line conveyor machine.

 Work Load: POM 16000N/M
 Belt Color: Dark green
 Weight: 8.6kg/m2
 Material: POM; Pin material: PBT
 Work temperature: -30°C ~ +90 °C

sprocket P97-98 parts P306-332 wear strip P355-359 chain guide P343-354

T-2200FYJ Modular belt with flight

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N
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T-2200G Modular belt with roller

 Application: for heat shrink packaging machine.
 Work Load: POM 16000N/M
 Belt Color: Dark green
 Weight: 23.5kg/m2
 Material: POM; Pin material: PBT,
 roller pin material: stainless steel
 Work temperature: -30°C ~ +90 °C

sprocket P97-98 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N



SHANGHAI LILAI CHAIN CO.,LTD

97

T-2200 Sprocket

Raw material: PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

with keyway w/o keyway

6 65.1 65.3

20 1-T-2200-16-20
2

2-T-2200-16-20
5 1-T-2200-16-25 2-T-2200-16-25
30 1-T-2200-16-30 2-T-2200-16-30
35 1-T-2200-16-35 2-T-2200-16-35

20 81.18 81.4

20 1-T-2200-20-20 2-T-2200-20-20
25 1-T-2200-20-25 2-T-2200-20-25
30 1-T-2200-20-30 2-T-2200-20-30
35 1-T-2200-20-35 2-T-2200-20-35

24 97.3 97.5

25 1-T-2200-24-25 2-T-2200-24-25
30 1-T-2200-24-30 2-T-2200-24-30
35 1-T-2200-24-35 2-T-2200-24-35
40 1-T-2200-24-40 2-T-2200-24-40

28 113.4 113.6

25 1-T-2200-28-25 2-T-2200-28-25
30 1-T-2200-28-30 2-T-2200-28-30
35 1-T-2200-28-35 2-T-2200-28-35
40 1-T-2200-28-40X40 1-T-2200-28-40 2-T-2200-28-40

32 129.57 129.8

25 1-T-2200-32-25 2-T-2200-32-25
30 1-T-2200-32-30 2-T-2200-32-30
35 1-T-2200-32-35 2-T-2200-32-35
40 1-T-2200-32-40X40 1-T-2200-32-40 2-T-2200-32-40

36 145.72 145.9

25 1-T-2200-36-25 2-T-2200-36-25
30 1-T-2200-36-30 2-T-2200-36-30
35 1-T-2200-36-35 2-1-2200-36-35
40 1-T-2200-36-40X40 1-T-2200-36-40 2-T-2200-36-40
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Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

Sprocket/idler sprocket Idler

28 113.4 113.6

25 1-T-2200-28-25-HF 2-T-2200-28-25-HF
30 1-T-2200-28-30-HF 2-T-2200-28-30-HF
35 1-T-2200-28-35-HF 2-T-2200-28-35-HF
40 1-T-2200-28-40X40-HF 1-T-2200-28-40-HF 2-T-2200-28-40-HF

32 129.57 129.8

25 1-T-2200-32-25-HF 2-T-2200-32-25-HF
30 1-T-2200-32-30-HF 2-T-2200-32-30-HF
35 1-T-2200-32-35-HF 2-T-2200-32-35-HF
40 1-T-2200-32-40X40-HF 1-T-2200-32-40-HF 2-T-2200-32-40-HF

36 145.72 145.9

25 1-T-2200-36-25-HF 2-T-2200-36-25-HF
30 1-T-2200-36-30-HF 2-T-2200-36-30-HF
35 1-T-2200-36-35-HF 2-T-2200-36-35-HF
40 1-T-2200-36-40X40-HF 1-T-2200-36-40-HF 2-T-2200-36-40-HF
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T-3500C Modular belt

 Main Application : Pharmaceutical Industry
 Material：POM，

 Working Temperature:-30℃～+90℃。

 Pin Mate：Nylon PA6
 Working load (25℃)：525N/M；

 Color：Blue
 Weight：0.38 kg/m

sprocket P102 parts P306-332 wear strip P355-359 chain guide P343-354

Standard width: 50.5mm



SHANGHAI LILAI CHAIN CO.,LTD

100

T-3500 Modular belt

 Main Application : Pharmaceutical Industry
 Material：POM，

 Working Temperature:-30℃～+90℃。

 Pin Mate：Nylon PA6
 Working load (25℃)：10500N/M；

 Color：Blue
 Weight：8.3 kg/sq

sprocket P102 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width W=76.2*N
Non standard Width W=76.2*N+12.7*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 609.6 762 914.4 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-3500B Modular belt

 Main Application : Pharmaceutical Industry
 Material：POM，

 Working Temperature:-30℃～+90℃。

 Pin Mate：Nylon PA6
 Working load (25℃)：10500N/M；

 Color：Dark green
 The sprocket is same to T-3500 sprocket, the installation of

sprocket is according to needs.
 Weight：8.3 kg/sq

sprocket P102 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width W=76.2*N
Non standard Width W=76.2*N+12.7*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-3500 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

0 41.75 42.7
15 1-T-3500B-10-15 2-T-3500B-10-15
20 1-T-3500B-10-20 2-T-3500B-10-20

19 78.37 78.8
25 1-T-3500B-19-25 2-T-3500B-19-25
30 1-T-3500B-19-30 2-T-3500B-19-30
40 1-T-3500B-19-40 2-T-3500B-19-40

23 97.74 95.4
25 1-T-3500B-23-25 2-T-3500B-23-25
30 1-T-3500B-23-30 2-T-3500B-23-30
40 1-T-3500B-23-40X40 1-T-3500B-23-40 2-T-3500B-23-40

28 115.22 116
25 1-T-3500B-28-25 2-T-3500B-28-25
30 1-T-3500B-28-30 2-T-3500B-28-30
40 1-T-3500B-28-40X40 1-T-3500B-28-40 2-T-3500B-28-40

32 131.61 132.4
25 1-T-3500B-32-25 2-T-3500B-32-25
30 1-T-3500B-32-30 2-T-3500B-32-30
40 1-T-3500B-32-40X40 1-T-3500B-32-40 2-T-3500B-32-40
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T-200PB Flat top T-200PG Flush Grid

Pitch 15.2mm modular belt
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T-200PB Flat top Modular belt

 Main application: food industry, and packaging
machine conveyor;

 Mat: POM. Work temp: -30°C ~ +90 °C
 Pin Mat: PP
 Load: POM 10500N/M
 Color: blue
 Weight: 6.3kg/sq

sprocket P106 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=152.4*N

Non-standard Width：W=152.4*N+25.4*n

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-200PG Flush grid Modular belt

 Main application: food industry, and packaging
machine conveyor;

 Mat: POM. Work temp: -30°C ~ +90 °C
 Pin Mat: PP
 Load: POM 10500N/M
 Color: blue
 Weight: 5.7kg/sq
 Open area: 28%

sprocket P106 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=152.4*N

Non-standard Width：W=152.4*N+25.4*n

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-200 Sprocket

Raw material: Nylon

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

w/twith keyway  keyway

6 75.89 78.8
25 3-T-200-16-25 4-T-200-16-25
30 3-1-200-16-30 4-T-200-16-30

24 116.5 118.2
25 3-T-200-24-25 4-T-200-24-25
30 3-T-200-24-30 4-T-200-24-30
35 3-T-200-24-40X40 3-1-200-24-35 4-T-200-24-35

32 155 157.7
30 3-T-200-32-30 4-T-200-32-30
40 3-T-200-32-60X60 3-T-200-32-40 4-T-200-32-40
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T-2600

Pitch: 15.5mm modular belt
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T-2600 Modular belt

Main Application:heat shrinkable film, carton conveying
and packaging conveying.
Belt material: POM, Working Temperature:-30℃～+90℃；

Pin material.: PP
Working load: POM 11900N/M;
Open area: 12.5%。

Color:Belt/roller: Dark Green/yellow;
Weight: 7.71kg/sq

sprocket P109 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=206+77*N

W（mm） 206 283 360 437 514 591 668 206+77N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2600 Sprocket

Raw material: Nylon+stainless steel

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

6 79.4 80.7
20 1-T-2600-16-20-HF 2-T-2600-16-20-HF
25 1-T-2600-16-25-HF 2-T-2600-16-25-HF

24 118.7 120

25 1-T-2600-24-25-HF 2-T-2600-24-25-HF
30 1-T-2600-24-30-HF 2-T-2600-24-30-HF
35 1-T-2600-24-35-HF 2-T-2600-24-35-HF
40 1-T-2600-24-40X40-HF 1-T-2600-24-40-HF 2-T-2600-24-40-HF

32 158.1 159.4

25 1-T-2600-32-25-HF 2-T-2600-32-25-HF
30 1-T-2600-32-30-HF 2-T-2600-32-30-HF
35 1-T-2600-32-35-HF 2-T-2600-32-35-HF
40 1-T-2600-32-40X40-HF 1-T-2600-32-40-HF 2-T-2600-32-40-HF

HF means split sprocket
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Pitch: 18.5mm modular belt
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DJ-100 Modular belt
 Main application: light conveyor such as bottles,boxes and etc
 Material: POM. Color: coffee
 Work temperature: -40°C ~ +90 °C
 Pin material: PP
 Work load: POM,430N/M

sprocket P112 parts P306-332 wear strip P355-359 chain guide P343-354

DJ-100-DB Modular belt
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DJ-100 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

0 59.87 61.36
20 1-DJ-100-10-20 2-DJ-100-10-20
25 1-DJ-100-10-25 2-DJ-100-10-25

12 71.48 72.98
20 1-DJ-100-12-20 2-DJ-100-12-20
25 1-DJ-100-12-25 2-DJ-100-12-25
30 1-DJ-100-12-30 2-DJ-100-12-30

16 94.83 96.32

25 1-DJ-100-16-25 2-DJ-100-16-25
30 1-DJ-100-16-30 2-DJ-100-16-30
35 1-DJ-100-16-35 2-DJ-100-16-35
40 1-DJ-100-16-40X40 1-DJ-100-16-40 2-DJ-100-16-40

20 118.26 119.76

25 1-DJ-100-20-25 2-DJ-100-20-25
30 1-DJ-100-20-30 2-DJ-100-20-30
35 1-DJ-100-20-35 2-DJ-100-20-35
40 1-DJ-100-20-40X40 1-DJ-100-20-40 2-DJ-100-20-40

24 141.73 143.22

25 1-DJ-100-24-25 2-DJ-100-24-25
30 1-DJ-100-24-30 2-DJ-100-24-30
35 1-DJ-100-24-35 2-DJ-100-24-35
40 1-DJ-100-24-40X40 1-DJ-100-24-40 2-DJ-100-24-40

If the bore size below 40mm and the outer diameter above 120mm, the sprocket can be made
into split sprocket, such as 1-DJ-100-24-30-HF.
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Pitch: 19.05mm modular belt
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T-300 Modular belt

 Main application: food,beverage,pharmacy,chemical, mold
parts and packaging machine conveyor

 Material: POM/PP.
 Work temperature: -30°C ~ +90 °C
 Pin Material: PP
 Load: POM 10500N/M
 Color: coffee or blue
 Open area: 16%
 Weight: POM 5.96kg/m2

sprocket P117-119 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=76.2*N

Non-Standard Width：W=76.2*N+19*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-300 Modular belt with flight
 It is suitable for all kinds of food industry, and other packaging line conveyors.
 The flight standard height: 20, 25, 30, 35, 40, 50, 75mm

T-300 modular belt with positrack
 It is suitable for all kinds of food industry, and other packaging

line conveyors.
 Exactly position by positrack
 The positrack and belt side distance: B=38.1+9.5*n
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T-300 modular belt with flight and positrack
 It is suitable for all kinds of food industry, and other packaging line conveyors.
 The positrack and belt side distance: B=38.1+9.5*n;
 The flight standard height: 20, 25, 30, 35, 40, 50, 75mm;
 The flight and belt side distance M: 25, 30, 35, 40, 45, 50mm.
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T-300/400 single row teeth sprocket

Suitable for T-300, T-400 modular belt
Raw material: PA6 Nylon
HF means split sprocket

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

0 61.6 63.9
20 1-T-300/400-10-20 2-T-300/400-10-20
25 1-T-300/400-10-25 2-T-300/400-10-25

12 73.6 75.7
25 1-T-300/400-12-25 2-T-300/400-12-25
30 1-T-300/400-12-30 2-T-300/400-12-30
35 1-T-300/400-12-35 2-T-300/400-12-35

16 97.6 99.9
25 1-T-300/400-16-25 2-T-300/400-16-25
30 1-T-300/400-16-30 2-T-300/400-16-30
35 1-T-300/400-16-40X40 1-T-300/400-16-35 2-T-300/400-16-35

18 109.7 112
25 1-T-300/400-18-25 2-T-300/400-18-25
30 1-T-300/400-18-30 2-T-300/400-18-30
35 1-T-300/400-18-40X40 1-T-300/400-18-35 2-T-300/400-18-35

20 121.8 124.2
25 1-T-300/400-20-25 2-T-300/400-20-25
30 1-T-300/400-20-30 2-T-300/400-20-30
35 1-T-300/400-20-40X40 1-T-300/400-20-35 2-T-300/400-20-35

24 145.9 149
25 1-T-300/400-24-25 2-T-300/400-24-25
30 1-T-300/400-24-30 2-T-300/400-24-30
35 1-T-300/400-24-40X40 1-T-300/400-24-35 2-T-300/400-24-35

25 152 154.7
30 1-T-300/400-25-30 2-T-300/400-25-30
40 1-T-300/400-25-40X40 1-T-300/400-25-40 2-T-300/400-25-40

If the bore size is below 40mm, and the outer diameter above 120mm, it can be made into split
sprocket.
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T-300/400 double row teeth sprocket

Suitable for T-300, T-400 modular belt
Raw material: PA6 Nylon
HF means split sprocket

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

Sprocket/idler sprocket Idler

10 61.6 63.9
20 1-T-300/400B-10-20 2-T-300/400B-10-20
25 1-T-300/400B-10-25 2-T-300/400B-10-25

12 73.6 75.7
25 1-T-300/400B-12-25 2-T-300/400B-12-25
30 1-T-300/400B-12-30 2-T-300/400B-12-30
35 1-T-300/400B-12-35 2-T-300/400B-12-35

14 85.6 87.7
25 1-T-300/400B-14-25 2-T-300/400B-14-25
30 1-T-300/400B-14-30 2-T-300/400B-14-30
35 1-T-300/400B-14-35 2-T-300/400B-14-35

17 103.6 106
25 1-T-300/400B-17-25 2-T-300/400B-17-25
30 1-T-300/400B-17-30 2-T-300/400B-17-30
35 1-T-300/400B-17-40X40 1-T-300/400B-17-35 2-T-300/400B-17-35

20 121.8 124.2
25 1-T-300/400B-20-25 2-T-300/400B-20-25
30 1-T-300/400B-20-30 2-T-300/400B-20-30
35 1-T-300/400B-20-40X40 1-T-300/400B-20-35 2-T-300/400B-20-35

23 139.9 142.5
25 1-T-300/400B-23-25 2-T-300/400B-23-25
30 1-T-300/400B-23-30 2-T-300/400B-23-30
35 1-T-300/400B-23-40X40 1-T-300/400B-23-35 2-T-300/400B-23-35

25 152 154.7
30 1-T-300/400B-25-30 2-T-300/400B-25-30
40 1-T-300/400B-25-40X40 1-T-300/400B-25-40 2-T-300/400B-25-40

If the bore size is below 40mm, and the outer diameter above 120mm, it can be made into split
sprocket.
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T-300/400 Single row teeth idler
 Polyamide PA6, Machined,high precision,matching well
 Good strength, can be used in light load transport
 It can be used for 820/812 series ilder with bearings
 The shape and thickness should be machined by Lilai standard
 D1 means bearing outer diameter, Tolerance from -0.05~0, D2 means bearing

inner diameter, B means bearing thickness, Tolerance from 0~+0.1;

T-300/400 double row teeth idler



SHANGHAI LILAI CHAIN CO.,LTD

120

T-400PB Flat top modular belt

 Application: mainly for light conveying, plastic & glass
bottles, packaging lines conveyor.

 Material: POM.
 Pin Material: PP
 Work temperature: -30°C ~ +90 °C
 Work Load: (POM)10500N
 Weight: POM 6.66kg/m2
 Color: Coffee or Blue

sprocket P117-119 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：：W=76.2*N

Non-standard Width：W=76.2*N+19*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-400MC with friction surface modular belt

 Application: mainly used for the conveying product need
higher friction;

 Material: POM.
 Pin Material: PP
 Work temperature: -30°C ~ +90 °C
 Work Load: (POM)10500N

sprocket P117-119 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：：W=76.2*N

Non-standard Width：W=76.2*N+19*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-400TL Raised rib modular belt

 Application: mainly for light conveying, plastic & glass
bottles, packaging lines conveyor.

 Material: POM.
 Pin Material: PP
 Work temperature: -30°C ~ +90 °C
 Work Load: (POM)10500N

sprocket P117-119 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：：W=76.2*N

Non-standard Width：W=76.2*N+19*n

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-400Amodular belt with flight
 Mainly used for all kinds of food industry, and packaging line conveyor

machine.
 Flight standard height H: 10, 20, 25, 30, 40, 50, 75mm;
 The distance between flight and belt side M: 25, 30, 35, 40, 45, 50mm;

T-400B modular belt with positrack
 It is suitable for all kinds of food industry, and other packaging line

conveyors.
 Exactly position by positrack
 The positrack and belt side distance: B=38.1+9.5*n
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T-400C modular belt with flight and positrack
 It is suitable for all kinds of food industry, and other packaging line conveyors.
 The positrack and belt side distance: B=38.1+9.5*n;
 The flight standard height: 10, 20, 25, 30, 40, 50, 75mm;
 The flight and belt side distance M: 25, 30, 35, 40, 45, 50mm.

T-400D modular belt with gap flight
The flight standard height: 10, 20, 25, 30, 40, 50, 75mm
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T-400E modular belt with hole flight
 It is suitable for all kinds of food industry, and other packaging line conveyors.
 The flight standard height: 10, 20, 25, 30, 40, 50, 75mm;
 The flight and belt side distance M: 25, 30, 35, 40, 45, 50mm.

T-400F modular belt with flight
 Mainly used for cartoning machine
 Pin material: ss201
 Work load: 800N, Weight: 0.88kg/m
 W1>=152.4mm, W2<=57.15/76.2mm, H<=50mm
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T-400F modular belt with strengthen flight

Mainly used for bottle cap conveying.
Can choose ss or plastic rod to strengthen the flight hole.

T-400 molded injection sprocket

Suitable for T-300, T-400
Raw material: nylon PA6

Teeth Pitch
diameter(mm)

Outer
diameter(mm)

Bore size
(mm)

Sprocket model
hexagon

12 73.6 75.7 25.48 3-T-400-12-25.4-6
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T-700PB Flat top Modular belt

 Application: Light conveying,plastic & glass bottle,
carton, packaging machine conveyor

 Material: POM. Work temperature: -30°C ~ +90 °C
 Work Load :(POM) 10500N/M (PP)5840N/M
 Weight(Pom): 9.06kg/m2
 Color: Coffee

sprocket P129 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=304.8*N

Non-standard Width：W=304.8N+8.4*n

W（mm） 304.8 609.6 914.4 1219.2 304.8*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-700PG Flush grid Modular belt

 Application: Light conveying,plastic & glass bottle, carton,
packaging machine conveyor

 Material: POM. Work temperature: -30°C ~ +90 °C
 Work Load :(POM) 10500N/M (PP)5840N/M
 Weight(Pom): 8.78kg/m2
 Color: Coffee
 Open area: 14%

sprocket P129 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=304.8*N

Non-standard Width：W=304.8N+8.4*n

W（mm） 304.8 609.6 914.4 1219.2 304.8*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-700 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

Sprocket/idler sprocket Idler

14 85.6 88.6 30 3-T-700-14-30 4-T-700-14-30

20 121.8 122.5

25 3-T-700-20-25 4-T-700-20-25
30 3-T-700-20-30 4-T-700-20-30
35 3-T-700-20-35 4-T-700-20-35
40 1-T-700-20-40X40 1-T-700-20-40 2-T-700-20-40

22 135.1 136.1

25 1-T-700-22-25 2-T-700-22-25
30 1-T-700-22-30 2-T-700-22-30
35 1-1-700-22-35 2-T-700-22-35
40 1-T-700-22-40X40 1-T-700-22-40 2-T-700-22-40

24 147.3 148.3

25 1-T-700-24-25 2-T-700-24-25
30 1-T-700-24-30 2-T-700-24-30
35 1-T-700-24-35 2-T-700-24-35
40 1-T-700-24-40X40 1-T-700-24-40 2-T-700-24-40

If the bore size is below 40mm, and the outer diameter above 120mm, it can be made into split
sprocket.
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Pitch 25.4mm modular belt
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T-100PB Flat top modular belt

 Main application: all kinds of glass bottles and
packaging line conveyor.

 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin material.: PP
 Load: POM 17280N/M
 Color: blue, coffee
 Weight: POM: 12.50kg/m2

sprocket P135 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=76.2*N

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-100PG Flush grid modular belt

 Main application: all kinds of glass bottles and packaging
line conveyor.

 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin material.: PP
 Load: POM 17280N/M
 Color: blue, coffee
 Weight: POM: 11.9kg/m2
 Open area: 16.7%

sprocket P135 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=76.2*N

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-100DT Modular belt

 Single module Dynamic Transfer System for left- or
right-hand self-clearing transfers to avoid dead plates at
90° transfers

 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin material: PP
 Work Load: POM 2630N/M
 Weight: 1.7kg/m
 Color: coffee or blue

sprocket P135 parts P306-332 wear strip P355-359 chain guide P343-354

Standard width: 152.4mm
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T-100 perforated Modular belts with friction

 Main Application :mostly used for inclined conveyors
 Mat: POM. Work temp: -30°C ~ +90 °C
 Pin mat.: PP
 Load: POM 17280N/M
 Open area: 8%
 Color: white or coffee
 Weight:13.3kg/m2

sprocket P135 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=76.2*N

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-100 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter(mm)

Outer
diameter(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

4 114.1 114.5

25 1-1-100-14-25 2-T-100-14-25
30 1-T-100-14-30 2-T-100-14-30
35 1-T-100-14-35 2-T-100-14-35
40 1-T-100-14-40X40 1-T-100-14-40 2-T-100-14-40

16 130.2 130.6

25 1-T-100-16-25 2-T-100-16-25
30 1-T-100-16-30 2-T-100-16-30
35 1-T-100-16-35 2-T-100-16-35
40 1-T-100-16-40X40 1-T-100-16-40 2-T-100-16-40

18 146.3 146.9

25 1-T-100-18-25 2-T-100-18-25
30 1-T-100-18-30 2-T-100-18-30
35 1-T-100-18-35 2-T-100-18-35
40 1-T-100-18-40X40 1-T-100-18-40 2-T-100-18-40

21 170.4 170.7

25 1-T-100-21-25 2-T-100-21-25
30 1-T-100-21-30 2-T-100-21-30
35 1-T-100-21-35 2-T-100-21-35
40 1-T-100-20-40X40 1-T-100-21-40 2-T-100-21-40
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T-800 Modular belt
 Application: Material sideflexing converyor
 Pitch: 25.4mm ,thickness:13mm.
 The smallest Inner Radius is 2.7 times * W
 Raw material: POM belt with PP pin
 Weight: 7.6kg/sq
 Open area: 42%
 Color: white
 Standard width of belt: 228.5+/-12.7*N

sprocket P137 parts P306-332 wear strip P355-359 chain guide P343-354
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T-800 Sprocket

Suitable for T-800 Modular belt
Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

2 98.1 98.8
20 1-T-800-12-20 2-1-800-12-20
25 1-1-800-12-25 2-T-800-12-25
30 1-T-800-12-30 2-T-800-12-30

16 130.2 131.9

25 1-T-800-16-25 2-1-800-16-25
30 1-T-800-16-30 2-T-800-16-30
35 1-T-800-16-35 2-T-800-16-35
40 1-T-800-16-40X40 1-T-800-16-40 2-T-800-16-40

20 162.4 164.4

25 1-7-800-20-25 2-T-800-20-25
30 1-1-800-22-30 2-1-800-20-30
35 1-1-800-20-35 2-1-800-20-35
40 1-T-800-20-40X40 1-T-800-20-40 2-T-800-20-40

24 194.6 196.3

25 1-T-800-24-25 2-T-800-24-25
30 1-T-800-24-30 2-T-800-24-30
35 1-T-800-24-35 2-T-800-24-35
40 1-T-800-24-40X40 1-T-800-24-40 2-T-800-24-40
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T-1000A modular belt with roller

 Application: with the unique roller on the modular belt, it
can be used in all kinds of conveying.

 Modular belt and roller raw material: POM
 Work temperature: -30°C ~ +90 °C;
 Pin raw material: PP
 Work load: 17280N/M
 Belt color: dark green, roller color: yellow

sprocket P147-149 parts P306-332 wear strip P355-359 chain guide P343-354

T-1000AYJ Modular belt with positrack

Standard width: W=85+85*N

mm 170 255 340 425 510 595 680 765 850 85N
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T-1000PB Flat top modular belt

 Main Application :All kinds of glass bottles and
packaging machine

 Mat: POM. Work temp: -30°C ~ +90 °C
 Pin Mat: PP
 Work Load: 17280N/M
 Color : Dark Green, blue
 Weight: 7.57kg/sq

sprocket P147-149 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1000PBYJ Flat top modular belt

 Main Application :All kinds of glass bottles and
packaging machine

 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin Material: PP
 Work Load: 1450N/M
 Color : Dark Green
 Weight:0.63kg/M
 Width: 83.8mm

sprocket P147-149 parts P306-332 wear strip P355-359 chain guide P343-354
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T-1000PG Flush Grid modular belt

 Main Application :All kinds of glass bottles and
packaging machine

 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin Material: PP
 Work Load: 17280N/M
 Color : Dark Green
 Weight: 6.81kg/sq

sprocket P147-149 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1000TL Raised rib modular belt

 Main Application :All kinds of glass bottles and packaging
machine

 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin Material: PP
 Work Load: 17280N/M
 Color : Dark Green
 Weight: 6.81kg/sq

sprocket P147-149 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1000E Flat top Modular belt with flight
 Suitable for elevating conveying
 Width of belt: W=85*N; Flight distance K=25.4*N
 Flight height H: 10, 20, 25, 30, 40, 50, 60, 76.2mm;
 Distance between belt side to flight M: 25, 30, 35, 40 ,45, 50mm;

T-1000F Flush grid Modular belt with flight
 Suitable for elevating conveying
 Width of belt: W=85*N; Flight distance K=25.4*N
 Flight height H: 10, 20, 25, 30, 40, 50, 60, 76.2mm;
 Distance between belt side to flight M: 25, 30, 35, 40 ,45, 50mm
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T-1000PBM Flat top modular belt

 Main Application :All kinds of glass bottles and packaging
machine

 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin Material: PP
 Work Load: 17280N/M
 Color : Dark Green
 Weight: 6.8kg/sq
 Don’t need to consider the sprocket position

sprocket P150 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 765 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1000H Flat top Modular belt with flight
 Suitable for elevating conveying
 Width of belt: W=85*N; Flight distance K=25.4*N
 Flight height H: 10, 20, 25, 30, 40, 50, 60, 76.2mm;
 Distance between belt side to flight M: 25, 30, 35, 40 ,45, 50mm;

T-1000P Flat top Modular belt with flight and sidewall
 Suitable for elevating conveying
 Width of belt: W=85*N; Flight distance K=25.4*N
 Flight /sidewall height H: 50, 76.2mm;
 Distance between belt side to flight M: 24, 32.5, 41, 49.5mm
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T-1000 Sprocket

Raw material: nylon PA6
Machined processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

Sprocket/idler with keyway

1

w/o keyway

4 114.15 114.4

20 1-T-1000-14-20 2-T-1000-14-20
25 1-T-1000-14-25 2-T-1000-14-25
30 1-T-1000-14-30 2-T-1000-14-30
40 1-T-1000-14-40X40 1-T-1000-14-40 2-T-1000-14-40

16 130.2 130.1

20 1-T-1000-16-20 2-T-1000-16-20
25 1-T-1000-16-25 2-T-1000-16-25
30 1-T-1000-16-30 2-T-1000-16-30
40 1-T-1000-16-40X40 1-T-1000-16-40 2-T-1000-16-40

18 146.3 146.5

25 1-T-1000-18-25 2-T-1000-18-25
30 1-T-1000-18-30 2-T-1000-18-30
35 1-T-1000-18-35 2-T-1000-18-35
40 1-T-1000-18-40X40 1-T-1000-18-40 2-T-1000-18-40

19 154.3 154.6

25 1-T-1000-19-25 2-T-1000-19-25
30 1-T-1000-19-30 2-T-1000-19-30
35 1-T-1000-19-35 2-T-1000-19-35
40 1-T-1000-19-40X40 1-T-1000-19-40 2-T-1000-19-40

20 162.4 162.8

25 1-T-1000-20-25 2-T-1000-20-25
30 1-T-1000-20-30 2-T-1000-20-30
35 1-T-1000-20-35 2-T-1000-20-35
40 1-T-1000-20-40X40 1-T-1000-20-40 2-T-1000-20-40
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Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

Sprocket/idler with keyway

1

w/o keyway

4 114.15 114.4

20 1-T-1000-14-20HF 2-T-1000-14-20HF
25 1-T-1000-14-25HF 2-T-1000-14-25HF
30 1-T-1000-14-30HF 2-T-1000-14-30HF
40 1-T-1000-14-40X40HF 1-T-1000-14-40HF 2-T-1000-14-40HF

16 130.2 130.1

20 1-T-1000-16-20HF 2-T-1000-16-20HF
25 1-T-1000-16-25HF 2-T-1000-16-25HF
30 1-T-1000-16-30HF 2-T-1000-16-30HF
40 1-T-1000-16-40X40HF 1-T-1000-16-40HF 2-T-1000-16-40HF

18 146.3 146.5

25 1-T-1000-18-25HF 2-T-1000-18-25HF
30 1-T-1000-18-30HF 2-T-1000-18-30HF
35 1-T-1000-18-35HF 2-T-1000-18-35HF
40 1-T-1000-18-40X40HF 1-T-1000-18-40HF 2-T-1000-18-40HF

19 154.3 154.6

25 1-T-1000-19-25HF 2-T-1000-19-25HF
30 1-T-1000-19-30HF 2-T-1000-19-30HF
35 1-T-1000-19-35HF 2-T-1000-19-35HF
40 1-T-1000-19-40X40HF 1-T-1000-19-40HF 2-T-1000-19-40HF

20 162.4 162.8

25 1-T-1000-20-25HF 2-T-1000-20-25HF
30 1-T-1000-20-30HF 2-T-1000-20-30HF
35 1-T-1000-20-35HF 2-T-1000-20-35HF
40 1-T-1000-20-40X40HF 1-T-1000-20-40HF 2-T-1000-20-40HF

HF means split sprocket
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T-1000 Sprocket

Raw material: nylon
Molded injection processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Round bore

with keyway

1

w/o keyway

8 146.3 146.5 40 3-T-1000-18-40-HF 4-T-1000-18-40-HF

20 162.4 162.8 40 3-T-1000-20-40-HF 4-T-1000-20-40-HF
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T-1000B sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

4 114.15 114.4

20 2-T-1000B-14-21-T-1000B-14-20 0
25 1-T-1000B-14-25 2-T-1000B-14-25
30 1-T-1000B-14-30 2-T-1000B-14-30
40 1-T-1000B-14-40X40 1-T-1000B-14-40 2-T-1000B-14-40

16 130.2 130.1

20 1-T-1000B-16-20 2-T-1000B-16-20

25 1-T-1000B-16-25 2-T-1000B-16-25
30 1-T-1000B-16-30 2-T-1000B-16-30
40 1-T-1000B-16-40X40 1-T-1000B-16-40 2-T-1000B-16-40

18 146.3 146.5

25 1-T-1000B-18-25 2-T-1000B-18-25
30 1-T-1000B-18-30 2-T-1000B-18-30
35 1-T-1000B-18-35 2-T-1000B-18-35
40 1-T-1000B-18-40X40 1-T-1000B-18-40 2-T-1000B-18-40

19 154.3 154.6

25 1-T-1000B-19-25 2-T-1000B-19-25
30 1-T-1000B-19-30 2-T-1000B-19-30
35 1-T-1000B-19-35 2-T-1000B-19-30
40 1-T-1000B-19-40X40 1-T-1000B-19-40 2-T-1000B-19-40

20 162.4 162.8

25 1-T-1000B-20-25 2-1-1000B-20-25
30 1-T-1000B-20-30 2-T-1000B-20-30
35 1-T-1000B-20-35 2-T-1000B-20-35
40 1-T-1000B-20-40X40 1-T-1000B-20-40 2-T-1000B-20-40
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T-1200PB Flat top Modular belt

 Main Application :glass & plastic bottles conveying machine;
 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin material: PP
 Load: POM 17280N/M
 Weight: 6.35kg/sq
 Color: dark green, yellow, green

sprocket P154-156 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

Non-standard Width：W=85*N+10*n

W（mm） 85 170 255 340 425 510 595 680 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1200PG Flush grid Modular belt

 Main Application :glass & plastic bottles conveying machine;
 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin material: PP
 Load: POM 17280N/M
 Weight: 5.76kg/sq
 Color: dark green, yellow, green

sprocket P154-156 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

Non-standard Width：W=85*N+10*n

W（mm） 85 170 255 340 425 510 595 680 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1200PBYJ Flat top Modular belt

 Main Application :glass & plastic bottles conveying
machine;

 Material: POM.
 Work temperature: -30°C ~ +90 °C
 Pin material: PP
 Load: POM 17280N/M
 Weight: 6.35kg/sq
 Color: dark green, yellow, green
 Width: 83.8mm;

sprocket P154-156 parts P306-332 wear strip P355-359 chain guide P343-354
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T-1200 Sprocket

Raw material: nylon PA6
Machined processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

with keyway

1

w/o keyway 

2 98.9 99

20 1-T-1200-12-20 2-T-1200-12-20
25 1-T-1200-12-25 2-T-1200-12-25
30 1-T-1200-12-30 2-T-1200-12-30
40 1-T-1200-12-40X40 1-T-1200-12-40 2-T-1200-12-40

16 131.2 132

25 1-T-1200-16-25 2-T-1200-16-25
30 1-T-1200-16-30 2-T-1200-16-30
40 1-T-1200-16-40 2-T-1200-16-40
50 1-T-1200-16-40X40 1-T-1200-16-50 2-T-1200-16-50

18 147.4 148.2

25 1-T-1200-18-25 2-T-1200-18-25
40 1-T-1200-18-40 2-T-1200-18-40
50 1-T-1200-18-50 2-T-1200-18-50
65 1-T-1200-18-40X40 1-T-1200-18-65 2-T-1200-18-65

20 163.65 164.9

25 1-T-1200-20-25 2-T-1200-20-25
40 1-T-1200-20-40 2-T-1200-20-40
50 1-T-1200-20-50 2-T-1200-20-50
65 1-T-1200-20-40X40 1-T-1200-20-65 2-T-1200-20-65
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Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

with keyway

1

w/o keyway

6 131.2 132

25 1-T-1200-16-25HF 2-T-1200-16-25HF
30 1-T-1200-16-30HF 2-T-1200-16-30HF
40 1-T-1200-16-40HF 2-T-1200-16-40HF
50 1-T-1200-16-40X40HF 1-T-1200-16-50HF 2-T-1200-16-50HF

18 147.4 148.2

25 1-T-1200-18-25HF 2-T-1200-18-25HF
40 1-T-1200-18-40HF 2-T-1200-18-40HF
50 1-T-1200-18-50HF 2-T-1200-18-50HF
65 1-T-1200-18-40X40HF 1-T-1200-18-65HF 2-T-1200-18-65HF

20 163.65 164.9

25 1-T-1200-20-25HF 2-T-1200-20-25HF
40 1-T-1200-20-40HF 2-T-1200-20-40HF
50 1-T-1200-20-50HF 2-T-1200-20-50HF
65 1-T-1200-20-40X40HF 1-T-1200-20-65HF 2-T-1200-20-65HF

HF means split sprocket.
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T-1200 Sprocket

Raw material: nylon
Mould injection processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Round bore

with keyway

1

w/o keyway

6 130.2 130.6
30 3-T-1000-16-30-HF 4-T-1000-16-30-HF
40 3-T-1000-16-40-HF 4-T-1000-16-40-HF

18 146.3 146.5
30 3-T-1000-18-30-HF 4-T-1000-18-30-HF
40 3-T-1000-18-40-HF 4-T-1000-18-40-HF

20 162.4 162.8 40 3-T-1200-20-40-HF 4-T-1200-20-40-HF

HF means split sprocket;
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T-1500 Modular belt

 Main Application :All kinds of glass bottles and packaging machine;
 Material: POM. Work temperature: -40°C ~ +90 °C;
 Pin Material: PBT , Roller Material: Stainless Steel;
 Work Load: 28000N/M;
 Color of Belts/ roller : Dark Green;
 Weight: 30.5kg/sq;

sprocket P158 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=255 +85*N

W（mm） 255 340 425 510 595 680 765 850 255+85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1500 Sprocket

Raw material: nylon PA6
Machined processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

6 130.2 129.3

25 1-T-1500-16-25 2-T-1500-16-25
30 1-T-1500-16-30 2-T-1500-16-30
35 1-1-1500-16-35 2-1-1500-16-35
40 1-T-1500-16-40X40 1-T-1500-16-40 2-T-1500-16-40

18 146.3 145.3

25 1-T-1500-18-25 2-1-1500-18-25
30 1-T-1500-18-30 2-T-1500-18-30
35 1-1-1500-18-35 2-1-1500-18-35
40 1-T-1500-18-40X40 1-T-1500-18-40 2-T-1500-18-40

21 170.4 169.7

25 1-T-1500-21-25 2-1-1500-21-25
30 1-T-1500-21-30 2-T-1500-21-30
35 1-T-1500-21-35 2-T-1500-21-35
40 1-T-1500-21-40X40 1-T-1500-21-40 2-T-1500-21-40

Remarks: if the bore size below 40mm, and the outer diameter above 120mm, can processed
to split sprocket.
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T-1600PG Flush Grid modular belt

 Application: side flexing conveyor machine;
 Pitch: 25.4mm ,thickness:13mm.
 The smallest Inner Radius is 3 times * W
 Raw material: blue or white POM
 Lock material: yellow POM
 Pin material: PP or stainless steel
 Weight: 6.8kg/ sq
 Open area: 55%

sprocket P167-168 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=76.2*N

Non-standard Width: W=76.2±12.7*N

W（mm） 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 152.4±12.7*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1600PB Flat top modular belt

 Application: side flexing conveyor machine;
 Pitch: 25.4mm ,thickness:13mm.
 The smallest Inner Radius is 3 times * W
 Raw material: white PP
 Lock material: yellow POM
 Pin material: PP or stainless steel
 Work load: 7010N/M
 Weight: 5.4kg/ sq

sprocket P167-168 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=228.6+76.2*N

Non-standard Width: W=152.4*N+12.7*n

W（mm） 228.6 304.8 381 457.2 533.4 609.6 685.8 762 152.4±12.7*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1600G Modular belt with roller
Application:The unique roller design to reduce the friction of
itself which makes conveying more stable .
Material: POM. Work temperature: -30°C ~ +90 °C
Pin material: PP
Load: POM 15000N/M
Color: blue; roller color:white

sprocket P167-168 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1371.6 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1600TAB Modular belt with TAB

 The TAB design will enable the conveying more stable;
 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin material.: PP
 Load: POM 15000N/M
 Open area: 55%
 Color: blue or white
 weight:6.8kg/sqm

sprocket P167-168 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=19+76.2*N

Non-standard Width W=19+76.2*N+12.7*n

W（mm） 95.2 171.4 247.6 323.8 400 476.2 552.4 628.6 19+76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1600GJ modular belt with positrack

 Application: side flexing conveyor machine;
 Pitch: 25.4mm ,thickness:13mm.
 The smallest Inner Radius is 3 times * W
 Raw material: blue POM
 Lock material: yellow POM
 Pin material: PP or stainless steel
 Work load: 24000N/M
 Weight: 13kg/ sqm

sprocket P167-168 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=310+152.4*N

Non-standard Width W=310±12.7*N

W（mm） 310 386.2 462.4 538.6 614.8 691 767.2 843.4 310±12.7*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1600 Flush grid+flight modular belt
Application: for inclined conveyors;
Height of flights: H= 25, 50
The distance between belt side to flight:
M1 0 3.2 15.9 28.6 41.3 3.2+12.7N
M2 0 9.5 22.2 34.9 47.6 9.5+12.7N

T-1600 Flush grid+flight modular belt
Application: for inclined conveyors; Height of flights: H= 25, 50
The distance between belt side to flight:
M1 18.5 31.2 43.9 18.5+12.7*N
M2 12.3 25 37.7 12.3+12.7*N

Standard Width: W=310+152.4*N
Non-standard Width W=310±12.7*N
W（mm） 76.2 152.4 228.6 304.8 457.2 609.6 762 912.4 76.2*N
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T-1600 single row teeth sprocket
Suitable for T-1600 modular belt
Raw material: PA6 Nylon

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

with keyway w/o keyway

9 74.3 73.8

20 1-T-1600-9-20 2-T-1600-9-20
25 1-T-1600-9-25 2-T-1600-9-25
30 1-T-1600-9-30 2-T-1600-9-30
35 1-T-1600-9-35 2-T-1600-9-35

10 82.2 82.2

20 1-T-1600-10-20 2-T-1600-10-20
25 1-1-1600-10-25 2-T-1600-10-25
30 1-1-1600-10-30 2-T-1600-10-30
35 1-T-1600-10-35 2-T-1600-10-35

12 98.2 98.8

25 1-T-1600-12-25 2-T-1600-12-25
30 1-1-1600-12-30 2-T-1600-12-30
35 1-T-1600-12-35 2-T-1600-12-35
40 1-T-1600-12-40X40 1-T-1600-12-40 2-T-1600-12-40

15 122.2 122.9

25 1-1-1600-15-25 2-T-1600-15-25
30 1-T-1600-15-30 2-T-1600-15-30
35 1-1-1600-15-35 2-T-1600-15-35
40 1-T-1600-15-40X40 1-T-1600-15-40 2-T-1600-15-40

18 146.3 147.4

25 1-1-1600-18-25 2-T-1600-18-25
30 1-T-1600-18-30 2-T-1600-18-30
35 1-T-1600-18-35 2-T-1600-18-35
40 1-T-1600-18-40X40 1-T-1600-18-40 2-T-1600-18-40

19 154.3 155.5

25 1-1-1600-19-25 2-T-1600-19-25
30 1-T-1600-19-30 2-T-1600-19-30
35 1-T-1600-19-35 2-T-1600-19-35
40 1-T-1600-19-40X40 1-T-1600-19-40 2-T-1600-19-40
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T-1600 double row teeth sprocket

Suitable for T-1600 modular belt
Raw material: PA6 Nylon

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore size
(mm)

Sprocket model

Square bore Round bore

10 82.2 82.2

20 1-T-1600B-10-20 2-T-1600B-10-20
25 1-1-1600B-10-25 2-T-1600B-10-25
30 1-1-1600B-10-30 2-T-1600B-10-30
35 1-T-1600B-10-35 2-T-1600B-10-35

12 98.2 98.8

25 1-T-1600B-12-25 2-T-1600B-12-25
30 1-1-1600B-12-30 2-T-1600B-12-30
35 1-T-1600B-12-35 2-T-1600B-12-35
40 1-T-1600B-12-40X40 1-T-1600B-12-40 2-T-1600B-12-40

15 122.2 122.9

25 1-1-1600B-15-25 2-T-1600B-15-25
30 1-T-1600B-15-30 2-T-1600B-15-30
35 1-1-1600B-15-35 2-T-1600B-15-35
40 1-T-1600B-15-40X40 1-T-1600B-15-40 2-T-1600B-15-40

18 146.3 147.4

25 1-1-1600B-18-25 2-T-1600B-18-25
30 1-T-1600B-18-30 2-T-1600B-18-30
35 1-T-1600B-18-35 2-T-1600B-18-35
40 1-T-1600B-18-40X40 1-T-1600B-18-40 2-T-1600B-18-40

with keyway w/o keyway
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T-2300 Modular belt
Application: For small cans, cartons,bottle conveyor
Color:blue
Material: POM Work temperature: -30°C ~ +80 °C
Pin material.: PP
Sprockets are same as T-1000

sprocket P147-149 parts P306-332 wear strip P355-359 chain guide P343-354

T-2300 Modular belt
Application: For small cans, cartons,bottle conveyor
Color:blue
Material: POM Work temperature: -30°C ~ +80 °C
Pin material.: PP
Sprockets are same as T-1000

sprocket P147-149 parts P306-332 wear strip P355-359 chain guide P343-354
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T-2400 Modular belt

 The versatile roller can be turning 360 degree ,most application is for sorting packaging
conveyor

 Material: POM Work temperature: -30°C ~ +80 °C
 Pin material: PP
 Roller material: POM/SS304
 Load: POM 16000N/M
 Color:coffee/white
 Weight 9.2kg/m2 for POM Roller

sprocket P171 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=76.2*N

W（mm） 76.2 152.4 228.6 304.8 381 457.2 533.4 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2400 Sprocket

Raw material: Nylon PA6

Teeth Pitch
diamete
r(mm)

Outer
diamete
r(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway w/o keyway

8 66.9 68.4
20 1-T-2400-8-20 2-T-2400-8-20
30 1-T-2400-8-30 2-T-2400-8-30

10 82.84 84.2
25 1-T-2400-10-25 2-T-2400-10-25
40 1-T-2400-10-40 2-T-2400-10-40

12 98.81 100.1
25 1-T-2400-12-25 2-T-2400-12-25
30 1-T-2400-12-30 2-T-2400-12-30
40 1-T-2400-12-40 2-T-2400-12-40

16 131.22 132.3
30 1-T-2400-16-30 2-T-2400-16-30
40 1-T-2400-16-40X40 1-T-2400-16-40 2-T-2400-16-40
50 1-T-2400-16-50 2-T-2400-16-50

18 147.42 148.4
30 1-T-2400-18-30 2-T-2400-18-30
40 1-T-2400-18-40X40 1-T-2400-18-40 2-T-2400-18-40
50 1-T-2400-18-50 2-T-2400-18-50

20 163.65 164.6
35 1-T-2400-20-35 2-T-2400-20-35
40 1-T-2400-20-40X40 1-T-2400-20-40 2-T-2400-20-40
60 1-T-2400-20-60 2-T-2400-20-60

Remarks: if the bore size below 40mm, and the outer diameter above 120mm, can processed
to split sprocket.
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T-2900 Modular belt with rubber top

Application: For all kinds of cartons ,packages inclined
conveyors . The surface rubber increases
the friction and protects products above.
Material: POM+Rubber. Work temperature: -30°C ~ +80 °C
Pin material: PP
Load: POM 8640N/M Sprockets same as T-1500
Color:blue Weight:8.4kg/m2

sprocket P158 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-3100 Modular belt

 Suitable for potato, peanut washing machine
 Raw Material: POM. Work temperature: -30°C ~ +90 °C or
 PP. Work temperature: +1°C ~ +98 °C
 Pin material: PP
 Load: POM 28000N/M PP: 16000N/M
 Color:coffee/white
 Weight:POM 26.7kg/m2; PP 5.7kg/m2
 Brush height can made according to need.

sprocket P174 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=85*N

W（mm） 85 170 255 340 425 510 595 680 85*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-3100 Sprocket

Raw material: Nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway

1

w/o keyway

0 82.2 81
20 1-T-3100-10-20 2-T-3100-10-20
30 1-T-3100-10-30 2-T-3100-10-30

12 98.14 97
20 1-T-3100-12-20 2-T-3100-12-20
35 1-T-3100-12-35 2-T-3100-12-35

15 122.17 121
30 1-T-3100-15-30 2-T-3100-15-30
50 1-T-3100-15-40X40 1-T-3100-15-50 2-T-3100-15-50

18 146.3 145
30 1-T-3100-18-30 2-T-3100-18-30
50 1-T-3100-18-40X40 1-T-3100-18-50 2-T-3100-18-50

20 162.37 161
30 1-T-3100-20-30 2-T-3100-20-30
60 1-T-3100-20-40X40 1-T-3100-20-60 2-T-3100-20-60

Remarks: if the bore size below 40mm, and the outer diameter above 120mm, can be 
processed to split sprocket.
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T-3900 Dynamic Transfer modular belt
 Single module Dynamic Transfer System for self-clearing

transfers;
 Material: POM. Work temp: -30°C ~ +90 °C;
 Pin material: PP;
 Working Load: POM 3500N/M;
 Sprocket same toT-1500 modular belt;
 Belt Color: Dark Green;
 Weight: 1.7KG/M;

sprocket P158 parts P306-332 wear strip P355-359 chain guide P343-354
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Pitch 27.2mm modular belt
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900-Y-002 Raised Rib Modular Belt

 Application: Light duty load, water filtering, packaging
conveyor

 Material: POM. Work temperature: -30°C to 90°C
 Work Load: (POM) 17280N/M
 Open area: 38%
 Weight: (POM) 7.93kg/m2
 Color: blue

sprocket P187 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+8.45*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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900-Y-003 Flat Top Modular belts

 Application: used for Mid pitch conveying, cans, boxes,
bottles conveyors.

 Material: POM. Work temperature: -30°C to 90°C
 Work Load: (POM) 17280N/M
 Weight: (POM) 7.69kg/m2
 Color: Brown, white ,blue

sprocket P187 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+8.45*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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900-Y-004 Vacuum type Modular belts

 Application: vacuum empty cans conveying system
 Material: POM. Work temperature: -30°C to 90°C
 Work Load: (POM) 17280N/M
 Pin material: PP
 Color: coffee or blue
 Open area: 6.7%
 Weight: (POM) 7.62kg/m2

sprocket P187 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+8.45*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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900-Y-005 Flush Grid Modular belts

 Application: used for Mid pitch conveying, cans, boxes,
bottles conveyors.

 Material: POM. Work temperature: -30°C to 90°C
 Work Load: (POM) 17280N/M
 Weight: (POM) 5.79kg/m2
 Open area: 38%
 Color: coffee, white, blue

sprocket P187 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+8.45*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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900-Y-003 flat top modular belt with flight
Application: Mid pitch conveyor for boxes, bottles and cans;
Height of flights: H=25, 50

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+8.45*n
W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

900-Y-004 vacuum modular belt with flight
Application: vacuum empty cans conveying system
Height of flights: H=25, 50

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+8.45*n
W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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900-Y-005 flush gird modular belt with flight
Application: light duty elevating conveying;
Height of flights: H=25, 50

S
standard Width: W=152.4*N; Non-standard Width: W=152.4*N+8.45*
nW mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

900-Y-003 flat top modular belt with malposition flight
Application: vegetable and fruits washing elevating conveying;
Height of flights: H=20/25
The distance between belt side and flight M=8.45*N,
M≤117.45mm,
The distance between flight C=8.45*N
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900-Y-003 flat top modular belt with flight +sidewall
Application: Mid pitch conveyor for boxes, bottles and cans;
Height of flights/sidewall: H=25, 50

900-Y-004 Vacuum modular belt with flight+sidewall
Application: vacuum empty cans conveying system;
Height of flights/sidewall: H=25, 50

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+8.45*n
W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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900-Y-005 flush gird modular belt with flight+sidewall
Application: used for can manufacturing industry elevating conveying;
Flight/sidewall height: 25, 50mm

.

900-Y-003 modular belt with rubber top
 Application: Mid pitch conveyor for boxes, bottles and cans;
 raw material: PP belt with rubber top, hardness: 65±5 ℃

 Pin material: PP; Work load: PP8080N/M
 Weight: PP 7.93kg/sqm; color: blue belt with black rubber
 The distance between belt side and rubber M: 0, 25.2, 33.7, 42.1,

50.6mm;

sprocket P187 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+8.45*n
W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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900-Y-003 modular belt with rubber top
Application: Mid pitch conveyor for boxes, bottles and cans
The distance between belt side and rubber M: 0, 25.2, 33.7, 42.1,
50.6mm

900DT Dynamic transfer plate
 Application: suitable for can manufacturing conveyor.
 Raw material: POM; Work temperature: -30°C to 90°C;
 Pin material: PP; Work load: POM is 17280N/M;
 Weight: POM 5.79kg/sq; open area: 38%.

Standard Width: W=170+50.8*N;
Non-standard Width: W=170+8.466*n

W mm 170 220.8 322.4 373.2 474.8 525.6 627.2 678 779.6 830.4 170+50.8*N
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900-Y-006 raised rib modular belt

 Application: suitable for small cans, bottles, and cartons conveying;
 Belt material: POM, work temperature: -30°C to 90°C;
 Pin material: PP
 Belt color: blue;

sprocket P187 parts P306-332 wear strip P355-359 chain guide P343-354
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900 Series Sprocket

Raw material: PA6 Nylon

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Sprocket mode
  A
size
(mm)

l

Square bore Round bore

Idlesprocket r

6 54.4 53 19 3-900-6-25.4X25.4 3-900-6-25

9 79.5 81 35.3
3-900-9-25 4-900-9-25

3-900-9-40X40 3-900-9-30 4-900-9-30

12 105 107

35.3 3-900-12-25 4-900-12-25
19/35.3 3-900-12-30 4-900-12-30

35.3
3-900-12-35 4-900-12-35

3-900-12-40X40 3-900-12-40 4-900-12-40

18 156.6 160 35.3

3-900-18-25 4-900-18-25
3-900-18-30 4-900-18-30
3-900-18-35 4-900-18-35
3-900-18-43-900-18-40X40 0 4-900-18-40

3-900-18-60X60 3-900-18-60 4-900-18-60

3-900-18-38.1X38.1
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T-2000PB Flat top T-2000PG Flush Grid

Pitch 27.94mm modular belt
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T-2000PB Flat top modular belt

 Application: cans,cartoon,bottles packaging conveyor;
 Material: POM. Work temperature: -30°C ~ +90°C
 Pin material: PP
 Work Load: POM 17280N/M; PP 8080N/M
 Color: white
 Weight: POM 8.6kg/sq;

sprocket P196 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=76.2*N

Non-standard Width: W=76.2*N+13.85*n,
the requirements length of belts :L=2*P*N,note:P is pitch.

mm 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 762 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2000PG Flush grid modular belt

 Application: cans,cartoon,bottles packaging conveyor;
 Material: POM. Work temperature: -30°C ~ +90°C
 Pin material: PP
 Work Load: POM 17280N/M;
 Color: white
 Weight: 7.5kg/sq;
 Open area: 39.5%

sprocket P196 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=76.2*N

Non-standard Width: W=76.2*N+13.85*n,
the requirements length of belts :L=2*P*N,note:P is pitch.

mm 76.2 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 762 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-2000 Flat top modular belt with flight
 Application: suitable for the mid pitch cans, cartons, bottles

elevating conveying; Flight distance K=27.94*2*N
 Belt side and flight distance M= 25.4, 30, 35, 40, 45, 50;
 Flight height H=10, 20, 25, 30, 40, 50;

T-2000 Flush grid modular belt with flight

Standard Width: W=152.4+76.2*N; Non-standard Width: W=152.4+76.2*N+13.85*n,
the requirements length of belts :L=2*P*N,note:P is pitch.
mm 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 762 152.4+76.2*N
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T-2000 Flat top modular belt with Flight+Sidewall
 Suitable for all kinds of products conveying; Flight/sidewall height: 50mm
 Flight distance K=27.94*2*N
 Belt side and sidewall distance M= 24.1, 31.1, 38, 49.9;
 Flight height H=10, 20, 25, 30, 40, 50;

T-2000 Flush Grid modular belt with Flight+Sidewall

Standard Width: W=152.4+76.2*N; Non-standard Width: W=152.4+76.2*N+13.85*n,
the requirements length of belts :L=2*P*N,note:P is pitch.
mm 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 762 152.4+76.2*N
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T-2000 Flat top modular belt with Flight+gap
 Suitable for all kinds of products sorting and conveying;
 Flight distance K=27.94*2*N
 Belt side and sidewall distance M= 25.4, 30, 35, 40, 45, 50;
 Flight height H=10, 20, 25, 30, 40, 50;

Standard Width: W=152.4+76.2*N; Non-standard Width: W=152.4+76.2*N+13.85*n,
the requirements length of belts :L=2*P*N,note:P is pitch.
mm 152.4 228.6 304.8 381 457.2 533.4 609.6 685.8 762 152.4+76.2*N
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T-2000 flat top modular belt with curve flight

 Suitable for all kinds of products sorting and conveying;
 Flight distance K=27.94*2*N
 Belt side and sidewall distance M= 25.4, 30, 35, 40, 45,

50;
 Flight height: 50mm;
 Flight width: 228.6/381mm;
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T-2000 flat top modular belt with curve flight+sidewall
 Suitable for all kinds of products sorting and conveying;
 Flight distance K=27.94*2*N; Belt side and sidewall distance M= 25.4;
 Flight/sidewall height: 50mm; Flight width: 228.6mm;

T-2000 flush grid modular belt with curve flight+sidewall
 Suitable for all kinds of products sorting and conveying;
 Flight distance K=27.94*2*N; Belt side and sidewall distance M= 25.4;
 Flight/sidewall height: 50mm; Flight width: 381mm;
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T-2000 Sprocket

Raw material: Nylon PA6

Teeth Pitch
diamete
r(mm)

Outer
diamete
r(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

Sprocket/idler sprocket Idler

10 90.42 92.1
30 3-T-2000-10-30 4-T-2000-10-30

3-T-2000-10-40X40

12 107.95 109.7
30 3-T-2000-12-30 4-T-2000-12-30

3-T-2000-12-40X40

18 160.9 162.6
30 3-T-2000-18-30 4-T-2000-18-30
40 3-T-2000-18-40X40 3-T-2000-18-40 4-T-2000-18-40
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Pitch 31.75mm modular belt
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T-2700 modular belt

 Application: suitable for all kinds of heavy duty straight or
sideflex conveying, mainly used for heat shrink packaging
machine, and all kinds of cartons conveying.

 Raw material: POM, work temperature: -30°C ~ +90°C;
 Pin material: PBT;
 Color: coffee

sprocket P203-205 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=255+85*N
mm 255 340 425 510 595 680 765 850 255+85*N

Model Width mm Weight kg/m Inner radius Central radius
T-2700-255 255 2.59 510 637.5
T-2700-340 340 3.32 680 850
T-2700-425 425 4.03 850 1062.5
T-2700-510 510 4.76 1020 1275
T-2700-595 595 5.49 1190 1487.5
T-2700-680 680 6.23 1360 1700
T-2700-765 765 6.96 1530 1912.5
T-2700-850 850 7.69 1700 2125
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T-2700-SR modular belt

 Application: suitable for all kinds of heavy duty straight or
sideflex conveying, mainly used for heat shrink packaging
machine, and all kinds of cartons conveying.

 Raw material: POM, work temperature: -30°C ~ +90°C;
 Pin material: PBT;
 Color: coffee

sprocket P203-205 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=340+85*N

mm 340 425 510 595 680 765 850 340+85*N

Model Width mm Weight kg/m Inner radius Central radius
T-2700-SR340 340 3.26 365 535
T-2700-SR425 425 4.05 430 642.5
T-2700-SR510 510 4.76 600 855
T-2700-SR595 595 5.5 775 1072.5
T-2700-SR680 680 6.23 950 1290
T-2700-SR765 765 6.96 1120 1502.5
T-2700-SR850 850 7.69 1295 1720
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HF-2700 modular belt

 Application: suitable for all kinds of heavy duty straight or
sideflex conveying, mainly used for heat shrink packaging
machine, and all kinds of cartons conveying.

 Raw material: Coffee POM with orange rubber top, work
temperature: -30°C ~ +80°C;

 Hardness of rubber: 65±5℃;
 Pin material: PBT

sprocket P203-205 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=255+85*N
mm 255 340 425 510 595 680 765 850 255+85*N

Model Width mm Weight kg/m Inner radius Central radius
HF-2700-255 255 2.6 510 637.5
HF-2700-340 340 3.4 680 850
HF-2700-425 425 4.1 850 1062.5
HF-2700-510 510 4.8 1020 1275
HF-2700-595 595 5.5 1190 1487.5
HF-2700-680 680 6.3 1360 1700
HF-2700-765 765 7 1530 1912.5
HF-2700-850 850 7.8 1700 2125
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Conveying capacity Application examples

Application 1:
Width of belt: 850mm;
Straight running length 1200mm
Sideflex radius: 1600mm
Speed: 30m/min
Load: double rows 32 packages 3*21mm(SL PET)
Conveying weight: 290kgs

Application 2:
Width of belt: 850mm
Straight running length 1200mm
Sideflex radius: 1600mm
Speed: 30m/min
Load: double rows 45 packages 3*21mm(SL PET)
Conveying weight: 400kgs

Application 3:
Width of belt: 850mm
Straight running length 1200mm
Sideflex radius: 1600mm
Speed: 30m/min
Load: double rows 55 packages 3*21mm(SL PET)
Conveying weight: 330kgs
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With bearing design, it can assure the stable running

With strengthen modular design for the outer part, with
higher pressure;

Can supply the compact sideflex radius

To avoid the assemble mistake design

The guide system suitable for 44mm gap conveyor frame
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T-2700 sprocket

Raw material: nylon PA6

Teeth Pitch
diamete
r(mm)

Outer
diamete
r(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway without keyway

8 82.97 86.5
30 1-T-2700-8-30 2-1-2700-8-30
35 1-T-2700-8-35 2-T-2700-8-35

10 102.75 106.5
30 1-T-2700-10-30 2-T-2700-10-30
40 1-T-2700-10-40 2-T-2700-10-40

13 132.67 137.5
30 1-T-2700-13-30 2-T-2700-13-30
40 1-T-2700-13-40X40 1-T-2700-13-40 2-T-2700-13-40

15 152.71 158.0
30 1-T-2700-15-30 2-T-2700-15-30
40 1-T-2700-15-40X40 1-T-2700-15-40 2-T-2700-15-40

16 162.75 168.0
30 1-T-2700-16-30 2-T-2700-16-30
40 1-T-2700-16-40X40 1-T-2700-16-40 2-T-2700-16-40

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be
processed as split sprocket.
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T-2700 -SR Sprocket

Raw material: nylon PA6

Teeth Pitch
diamete
r(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

Sprocket/idler sprocket Idler

8 82.97 86.5
30 1-T-2700SR-8-30 2-1-2700SR-8-30
35 1-T-2700SR-8-35 2-T-2700SR-8-35

10 102.75 106.5
30 1-T-2700SR-10-30 2-T-2700SR-10-30
40 1-T-2700SR-10-40 2-T-2700SR-10-40

13 132.67 137.5
30 1-T-2700SR-13-30 2-T-2700SR-13-30
40 1-T-2700-SR-13-40X40 1-T-2700SR-13-40 2-T-2700SR-13-40

15 152.71 158.0
30 1-T-2700SR-15-30 2-T-2700SR-15-30
40 1-T-2700-SR-15-40X40 1-T-2700SR-15-40 2-T-2700SR-15-40

16 162.75 168.0
30 1-T-2700SR-16-30 2-T-2700SR-16-30
40 1-T-2700-SR-16-40X40 1-T-2700SR-16-40 2-T-2700SR-16-40

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be processed
as split sprocket.
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T-2700 Return Wheel

Raw material: nylon PA6

Teeth Outer
diameter
(mm)

Bore
size
(mm)

Return wheel code

Square bore Round bore

8 86.5
30 W-T-2700-8-30
35 W-T-2700-8-35

10 106.5
30 W-T-2700-10-30
40 W-T-2700-10-40

13 137.5
30 W-T-2700-13-30
40 W-T-2700-13-40X40 W-T-2700-13-40

15 158.0
30 W-T-2700-15-30
40 W-T-2700-15-40X40 W-T-2700-15-40

16 168.0
30 W-T-2700-16-30
40 W-T-2700-16-40X40 W-T-2700-16-40

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be processed
 to split sprocket.
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Drive installation suggestions

SPROCKET POSITION SUGGESTION
Ameans T-2700 sprocket
B means T-2700-SR sprocket when install the sprocket, please insure 

the teeth is in push direction ,not pulling 
the belt.

Correct Wrong

Belt
width

Sprocket quantity
T-2700 T-2700-SR

MM A A B Return
wheel

255 2
340 3 1 1 1
425 4 2 1 1
510 5 3 1 1
595 6 4 1 1
680 7 5 1 1
765 8 6 1 1
850 9 7 1 1
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Raw material: UHWMPE, Color: Black or purple
Angle of curve track: 90 degrees
The curve track one set is consisted of one top and
two bottom pieces;

Top curve track specifications:

T-2700 T-2700-SR
Width
of belt

Track
width

Central
radius

Track code
Central
radius

Track code

255 283 640 T-2700-255-R640-283-1

340 368 850 T-2700-340-R850-368-1 535 T-2700-SR-340-R535-368-1
425 453 1065 T-2700-425-R1065-453-1 645 T-2700-SR-425-R645-453-1
510 538 1275 T-2700-510-R1275-538-1 855 T-2700-SR-510-R855-538-1
595 623 1490 T-2700-595-R1490-623-1 1075 T-2700-SR-595-R1075-623-1
680 708 1700 T-2700-680-R1700-708-1 1290 T-2700-SR-680-R1290-708-1
765 793 1920 T-2700-765-R1920-793-1 1505 T-2700-SR-765-R1505-793-1
850 878 2125 T-2700-850-R2125-878-1 1720 T-2700-SR-850-R1720-878-1
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Bottom track #1

Raw material: UHWMPE, Color: Black or purple
Angle of curve track: 90 degrees
The curve track one set is consisted of one top and two
bottom pieces;
Bottom #1 curve track specifications:

T-2700 T-2700-SR

Widt
h of
belt

W T Rm
Track
qty

Track code Rm
Track
qty

Track code

255 70 171 640 2 T-2700-255-R640-70-1

340 70 257 850 2 T-2700-340-R850-70-1 535 2 T-2700-SR-340-R535-70-1

425 70 191.5 1065 3 T-2700-425-R1065-70-1 645 3 T-2700-SR-425-R645-70-1

510 70 234 1275 3 T-2700-510-R1275-70-1 855 3 T-2700-SR-510-R855-70-1

595 70 276.5 1490 3 T-2700-595-R1490-70-1 1075 3 T-2700-SR-595-R1075-70-1

680 70 212.7 1700 4 T-2700-680-R1700-70-1 1290 4 T-2700-SR-680-R1290-70-1

765 70 241 1920 4 T-2700-765-R1920-71-1 1505 4 T-2700-SR-765-R1505-70-1

850 70 269.3 2125 4 T-2700-850-R2125-70-1 1720 4 T-2700-SR-850-R1720-70-1

Bottom track #2
Raw material: UHWMPE, Color: Black or purple
Angle of curve track: 90 degrees
The curve track one set is consisted of one top and two
bottom pieces;

Bottom #2 curve track specifications:

T-2700 T-2700-SR

Width
of belt

Track
width

Central
radius

Track code
Central
radius

Track code

255 110 640 T-2700-255-R640-110-1

340 110 850 T-2700-340-R850-110-1 535 T-2700-SR-340-R535-110-1
425 110 1065 T-2700-425-R1065-110-1 645 T-2700-SR-425-R645-110-1
510 110 1275 T-2700-510-R1275-110-1 855 T-2700-SR-510-R855-110-1
595 110 1490 T-2700-595-R1490-110-1 1075 T-2700-SR-595-R1075-110-1
680 110 1700 T-2700-680-R1700-110-1 1290 T-2700-SR-680-R1290-110-1
765 110 1920 T-2700-765-R1920-110-1 1505 T-2700-SR-765-R1505-110-1
850 110 2125 T-2700-850-R2125-110-1 1720 T-2700-SR-850-R1720-110-1
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Wear strip installation suggestion
Straight running section

Sideflex running section

Return section
Straight running section

Sideflex running section
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T-2700 modular belt

Left turn sprocket installation

Right turn sprocket installation
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T-2700-SR modular belt

Left turn sprocket installation

Right turn sprocket installation

return
wheel

Return
wheel
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T-2800 Fixed Radius Modular belt
 Main application :Turning and conveying heavy-duty

packaging items, applied to various types of paper box,
bag, film packaging;

 Belt material:POM.Working Temperature:-30℃～

+100℃；

 Pin material: φ4 Stainless steel
 Belt Color: Grey
 Working load：POM 11900N/M;
 Max Speed:40 meters /min

sprocket P213 parts P306-332 wear strip P355-359 chain guide P343-354
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T-2800 sprocket

Raw material: nylon PA6
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T-1300PB Flat top T-1300ZK Vacuum type

Pitch 38.1mm modular belt
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T-1300PB flat top modular belt

 Application: glass or plastic bottles conveyor machine;
 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin material: PP, stainless steel
 Work load: POM,17000N/M
 Color: coffee
 Weight: 10.55kg/sq

sprocket P217 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=152.4*N

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1300ZK Vacuum type modular belt

 Application: glass or plastic bottles conveyor machine;
 Material: POM. Work temperature: -30°C ~ +90 °C
 Pin material: PP, stainless steel
 Work load: POM,17000N/M
 Color: coffee
 Weight: 10.55kg/sq

sprocket P217 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width：W=152.4*N

W（mm） 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1300 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

1

w/owith keyway  keyway

7 103.7 104.7
20 1-T-1300-17-20 2-T-1300-17-20
25 1-T-1300-17-25 2-T-1300-17-25

19 115.7 117
25 1-T-1300-19-25 2-T-1300-19-25
30 1-T-1300-19-30 2-T-1300-19-30
35 1-T-1300-19-40X40 1-T-1300-19-35 2-T-1300-19-35

21 127.8 129
25 1-T-1300-21-25 2-T-1300-21-25
30 1-T-1300-21-30 2-T-1300-21-30
40 1-T-1300-21-40X40 1-T-1300-21-40 2-T-1300-21-40

23 139.9 140.7

25 1-1-1300-23-25 2-T-1300-23-25
30 1-T-1300-23-30 2-T-1300-23-30
35 1-T-1300-23-35 2-T-1300-23-35
40 1-T-1300-23-40X40 1-T-1300-23-40 2-T-1300-23-40

25 152.0 153

25 1-T-1300-25-25 2-T-1300-25-25
30 1-T-1300-25-30 2-T-1300-25-30
35 1-T-1300-25-35 2-T-1300-25-35
40 1-T-1300-25-40X40 1-T-1300-25-40 2-T-1300-25-40

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be processed
as split sprocket.
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T-1700 T-1700 With stopper

Pitch 46mm modular belt
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T-1700 Modular Belt

 Main application: for cartons conveying;
 Material: POM，Working Temperature: -30℃～+90℃;
 Pin Material: PP;
 Opening area: 52%;
 Color: Dark Green;
 Weight: 8.5㎏/㎡;
 Min.Radius =2.5 * belt width

sprocket P221 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=330+24.2*N

W（mm） 330 354.2 402.6 451 499.4 547.8 596.2 644.6 330+24.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1700 Modular Belt with stopper
 Main application: for cartons conveying;
 Material: POM，Working Temperature: -30℃～+90℃;
 Pin Material: PP;
 Work load: 27000N/M;
 Opening area: 52%;
 Color: Dark Green;
 Weight: 8.5㎏/㎡;
 Min.Radius =2.5 * belt width

sprocket P221 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=330+24.2*N

W（mm） 330 354.2 402.6 451 499.4 547.8 596.2 644.6 330+24.2*N

Distance between belt side and stopper B=68.2+24.2*n
Stopper distance K=46*N
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T-1700 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway w/o keyway

8 120.2 123.7

25 1-T-1700-8-25 2-T-1700-8-25
30 1-T-1700-8-30 2-T-1700-8-30
35 1-T-1700-8-35 2-T-1700-8-35
40 1-T-1700-8-40X40 1-T-1700-8-40 2-T-1700-8-40

10 148.86 154.4

30 1-T-1700-10-30 2-T-1700-10-30
35 1-T-1700-10-35 2-T-1700-10-35
40 1-T-1700-10-40 2-T-1700-10-40
50 1-T-1700-10-40X40 1-T-1700-10-50 2-T-1700-10-50

12 177.73 183.3

30 1-T-1700-12-30 2-T-1700-12-30
35 1-T-1700-12-35 2-T-1700-12-35
40 1-T-1700-12-40 2-T-1700-12-40
50 1-T-1700-12-40X40 1-T-1700-12-50 2-T-1700-12-50
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Pitch 50mm modular belt
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T-1100 Modular belt

 Application: suitable for the sideflex conveying machine
 Pitch: 50mm;
 Thickness: 15mm;
 Inner radius: 2.2 times of the belt width;
 Raw material: PP belt with stainless steel pin
 Work load: 14000N/M;
 Weight: 8.84kg/sq
 Open area: 43%;
 Color: White.
 Standard width: W=200+100*N
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T-1100 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway w/o keyway

8 131.31 135.3

25 1-T-1100-8-25 2-T-1100-8-25
30 1-T-1100-8-30 2-T-1100-8-30
35 1-T-1100-8-35 2-T-1100-8-35
40 1-T-1100-8-40X40 1-T-1100-8-40 2-T-1100-8-40

10 162.61 166.6

25 1-T-1100-10-25 2-T-1100-10-25
30 1-T-1100-10-30 2-T-1100-10-30
35 1-T-1100-10-35 2-T-1100-10-35
40 1-T-1100-10-40X40 1-T-1100-10-40 2-T-1100-10-40

12 194.15 198.1

25 1-T-1100-12-25 2-T-1100-12-25
30 1-T-1100-12-30 2-T-1100-12-30
35 1-T-1100-12-35 2-T-1100-12-35
40 1-T-1100-12-40X40 1-T-1100-12-40 2-T-1100-12-40

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be processed as split
sprocket.



SHANGHAI LILAI CHAIN CO.,LTD

225

Pitch 50.8mm modular belt
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T-1800 Modular belt

 Application: used for food, Tyre,and packaging line conveyor;
 Material: Grey PP; Work temperature: +1°C ~ +98 °C
 Roller: White POM; Roller angle: 0 °/90 °
 Pin Material: Nylon PA6 & SS
 Word Load: 26160N/M .Open Area:18%;
 Weight: 7.5kg/sq

sprocket P227 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=258.2+50.8*N

W（mm） 258.2 309 359.8 410.6 461.4 512.2 563 258.3+50.8*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-1800 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

w/o with keyway keyway

8 132.75 126.6

25 1-T-1800-8-25
3

2-1-1800-8-25
0 1-T-1800-8-30 2-T-1800-8-30
35 1-T-1800-8-35 2-T-1800-8-35
40 1-T-1800-8-40X40 1-T-1800-8-40 2-T-1800-8-40

10 164.39 160

25 1-T-1800-10-25 2-T-1800-10-25
30 1-T-1800-10-30 2-T-1800-10-30
35 1-T-1800-10-35 2-T-1800-10-35
40 1-T-1800-10-40X40 1-T-1800-10-40 2-T-1800-10-40

12 196.28 193.2

25 1-T-1800-12-25 2-T-1800-12-25
30 1-T-1800-12-30 2-T-1800-12-30
35 1-T-1800-12-35 2-T-1800-12-35
40 1-T-1800-12-40X40 1-T-1800-12-40 2-T-1800-12-40

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be processed
as split sprocket.
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T-3300A/B modular belt
 Main application : logistics sorting , it can change by the

bottom conveyor, different roller angles can be chosen;
 Material: PP, Working Temperature:+1℃～+98℃;
 Roller Material: PP+TPE/POM;
 Pin Material: PP; Roller Pin: Ф4mm SS304;
 Working load (25℃): 26160N/M;
 Opening area: 18%;
 Weight for rubber cover type: 11.5㎏/㎡;
 Roller Angle γ=0°, 30°, 60°, 90°, 120°, 150°;

sprocket P229 parts P306-332 wear strip P355-359 chain guide P343-354

T-3300C Modular belt
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T-3300 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

w/o with keyway keyway

8 133 126.6

25 1-T-3300-8-25 2-T-3300-8-25
30 1-T-3300-8-30 2-T-3300-8-30
35 1-T-3300-8-35
4

2-T-3300-8-35
0 1-T-3300-8-40X40 1-T-3300-8-40 2-T-3300-8-40

10 164.72 160

30 1-T-3300-10-30 2-T-3300-10-30
35 1-T-3300-10-35 2-T-3300-10-35
40 1-T-3300-10-40 2-T-3300-10-40
50 1-T-3300-10-40X40 1-T-3300-10-50 2-T-3300-10-50

12 196.66 193.7

30 1-T-3300-12-30 2-T-3300-12-30
40 1-T-3300-12-40 2-T-3300-12-40
50 1-T-3300-12-50 2-T-3300-12-50
60 1-T-3300-12-40X40 1-T-3300-12-60 2-T-3300-12-60
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T-3800 Modular belt

 Main application: large sterilization machines, and
accumulative table for bottles;

 Material: PP. Work temperature: +1°C ~ +105°C, acid proof;
 Work Load: PP 23600N/M;
 Open area: 27%;
 Color: Grey;
 Weight:PP 11.2kg/m2;

sprocket P231 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=76.2*N

Wmm 76.2 152.4 228.6 304.8 457.2 533.4 609.6 685.8 762 76.2*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact
the sales first to confirm the actual width.
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T-3800 Sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway 

1

w/o keyway

3 212.3 212

40 1-T-3800-13-41-T-3800-13-40X40 0
4

2-T-3800-13-40
5 1-T-3800-13-45 2-T-3800-13-45
50 1-T-3800-13-50 2-T-3800-13-50
60 1-T-3800-13-60 2-T-3800-13-60
65 1-T-3800-13-65 2-T-3800-13-65

16 260.4 261.4

40 1-T-3800-16-40X40 1-T-3800-16-40 2-T-3800-16-40
45 1-T-3800-16-45 2-T-3800-16-45
50 1-T-3800-16-50 2-T-3800-16-50
60 1-T-3800-16-60 2-T-3800-16-60
65 1-T-3800-16-65 2-T-3800-16-65
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A-1 modular belt

 Application: mainly used for meat processing line, and other
food conveying and packing line;

 Material: PP. Work temperature: +1°C to 98°C, can be used in
acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Open area: 23%;
 Weight: (PP) 6.89kgs/m2.

sprocket P242-243 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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A-2 modular belt

 Application: mainly used for meat processing line, and other
food conveying and packing line;

 Material: PP. Work temperature: +1°C to 98°C, can be used
in acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Weight: (PP) 7.29kgs/m2.

sprocket P242-243 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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A-3 modular belt

 Application: mainly used for meat processing line, and other
food conveying and packing line;

 Material: PP. Work temperature: +1°C to 98°C, can be used in
acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Open area: 18%;
 Weight: (PP) 6.9kgs/m2.

sprocket P242-243 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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(A-1)+(A-3) Modular belt

Flight height H=32, 50, 76, 102;
Distance between belt side and flight M: 30, 35, 40, 45, 50;

(A-2)+(A-3) Modular belt

Flight height H=32, 50, 76, 102;
Distance between belt side and flight M: 30, 35, 40, 45, 50;

Standard Width: W=152.4*N
Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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(A-1-X)+(A-3) Modular belt
Flight height H=32, 50, 76, 102;
Distance between belt side and flight M: 30, 35, 40, 45, 50;

(A-2)+(A-3)+gap Modular belt
Suitable for all kinds of fruit sorting conveyor machine.

Standard Width: W=152.4*N
Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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(A-1)+(A-3)+sidewall Modular belt
Flight height H=32, 50, 76, 102;
Distance between belt side and sidewall M: 16.5, 25.4, 33.4, 42.3, 50.4,
59.3;

(A-2)+(A-3)+sidewall Modular belt

Flight height H=32, 50, 76, 102;
Distance between belt side and sidewall M: 16.5, 25.4, 33.4, 42.3,
50.4, 59.3;

Standard Width: W=152.4*N
Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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(A-1)+(A-3 curve) Modular belt
Flight height H=100;
Distance between belt side and flight M: 30, 35, 40, 45, 50;

(A-2)+(A-3 curve) Modular belt
Flight height H=100;
Distance between belt side and flight M: 30, 35, 40, 45, 50;

Standard Width: W=152.4*N
Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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(A-1)+(A-3 curve)+sidewall Modular belt
Flight height H=100;
Distance between belt side and sidewall M: 16.5, 25.4, 33.4, 42.3, 50.4, 59.3;

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

(A-2)+(A-3 curve)+sidewall Modular belt
Flight height H=100;
Distance between belt side and sidewall M: 16.5, 25.4, 33.4, 42.3, 50.4, 59.3;

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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A-4 Modular belt with rubber

 Main application: Food, Beverage & packaging conveyor line;
 Material: PP+rubber. Work temp: +1°C ~ +98 °C
 Pin material: PP;
 Work Load: PP 8800N/M;
 Weight: PP 7.9kg/m2
 Color: white
 Backflex radius: 75mm

sprocket P242-243 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N;

Non-standard Width: W=152.4*N+16.9*n

Wmm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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A series Sprocket

Raw material: nylon PA6
Machined processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway w/o keyway

8 132.7 130

25 1-A-8-25 2-A-8-25
30 1-A-8-30 2-A-8-30
35 1-A-8-35 2-A-8-35
40 1-A-8-40X40 1-A-8-40 2-A-8-40

10 164.4 161.7

25 1-A-10-25 2-A-10-25
30 1-A-10-30 2-A-10-30
35 1-A-10-35 2-A-10-35
40 1-A-10-40X40 1-A-10-40 2-A-10-40

12 196.3 193.6

25 1-A-12-25 2-A-12-25
30 1-A-12-30 2-A-12-30
35 1-A-12-35 2-A-12-35
40 1-A-12-40X40 1-A-12-40 2-A-12-40

14 228.3 225.9

30 1-A-14-30 2-A-14-30
35 1-A-14-35 2-A-14-35
40 1-A-14-40 2-A-14-40
45 1-A-14-40X40 1-A-14-45 2-A-14-45

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be processed
as split sprocket.
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A series Sprocket

Raw material: nylon
Molded injection processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

with keyway  w/o keyway

8 132.7 130

25 3-A-8-25 4-A-8-25
30 3-A-8-30 4-A-8-30
35 3-A-8-35 4-A-8-35
40 3-A-8-40X40 3-A-8-40 4-A-8-40

10 164.4 161.7

25 3-A-10-25 4-A-10-25
30 3-A-10-30 4-A-10-30
35 3-A-10-35 4-A-10-35
40 3-A-10-40X40 3-A-10-40 4-A-10-40
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B-1 modular belt

 Application: mainly used for meat processing line, and other
food conveying and packing line;

 Material: PP. Work temperature: +1°C to 98°C, can be used in
acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Weight: (PP) 8.69kgs/m2.

sprocket P250 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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B-2 modular belt

 Application: mainly used for meat processing line, and other
food conveying and packing line;

 Material: PP. Work temperature: +1°C to 98°C, can be used
in acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Weight: (PP) 8.13kgs/m2;
 Open area: 18%.

sprocket P250 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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B-4 modular belt

 Application: mainly used for meat processing line, and other
food conveying and packing line;

 Material: PP. Work temperature: +1°C to 98°C, can be used in
acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Weight: (PP) 7.84kgs/m2;
 Open area: 20%.

sprocket P250 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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B-5 modular belt

 Surface with raised point design, can be used for elevating
conveyor.

 Material: PP. Work temperature: +1°C to 98°C, can be used
in acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Weight: (PP) 9.1kgs/m2;

sprocket P250 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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(B-1)+(B-3) modular belt
Flight height H: 25.4, 32, 50, 76, 102;
Belt side and flight distance M: 16.9, 33.8, 50.7, 16.9*N;

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

(B-2)+(B-3) modular belt
Flight height H: 25.4, 32, 50, 76, 102;
Belt side and flight distance M: 16.9, 33.8, 50.7, 16.9*N;

Standard Width: W=152.4*N; Non-standard Width: W=152.4*N+16.9*n

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N
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B-1 modular belt with roller

 With roller design, can decrease self weight, so it can load
heavier weight products, and conveying stably.

 Material: PP. Work temperature: +1°C to 98°C, can be used in
acid proof area;

 Color: White, blue;
 Work load: (PP) 8800N/M;
 Weight: (PP) 9.1kgs/m2;

sprocket P250 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

W mm 152.4 304.8 457.2 609.6 762 914.4 1066.8 1219.2 1371.6 1524 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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B series sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

w/o with keyway keyway

6 101.6 88.4

25 1-B-6-25 2-B-6-25
30 1-B-6-30
3

2-B-6-30
5 1-B-6-35 2-B-6-35
40 1-B-6-40 2-B-6-40

8 132.8 123.4

25 1-B-8-25 2-B-8-25
30 1-B-8-30 2-B-8-30
35 1-B-8-35 2-B-8-35
40 1-B-8-40X40 1-B-8-40 2-B-8-40

10 164.4 157

25 1-B-10-25 2-B-10-25
30 1-B-10-30 2-B-10-30
35 1-B-10-35 2-B-10-35
40 1-B-10-40X40 1-B-10-40 2-B-10-40

Remarks: if the bore size below 40mm, the outer diameter above 120mm, it can be processed
as split sprocket.
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Pitch 57.15mm modular belt
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T-500TL Raised rib modular belt

 Main application: large sterilization machines and
accumulative table for bottles;

 Material: PP. Work temperature: +1°C ~ +98 °C; acidproof
 Load: 23400N/M;
 Open area: 34%
 Color: gray
 Weight: PP 12.50kg/m2

sprocket P254-255 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

W（mm） 152.4 304.8 609.6 914.4 1219.2 1524 1828.8 2133.6 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-500JQ Raised rib modular belt

 Main application: large sterilization machines and
accumulative table for bottles;

 Belt Material: PP. Work temperature: +1°C ~ +98 °C;
acidproof

 Pin and lock material: stainless steel
 Load: 23400N/M;

sprocket P254-255 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N+22

W（mm） 1241.2 1546 1850.8 2140.2 2460.4 2612.8 152.4*N+22

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-500/T-600 Sprocket

Raw material: nylon PA6
Machined processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

w/o swith keyway keyway

7 133.58 131.6
30 1-T-500/600-7-30 2-T-500/600-7-30
35 1-T-500/600-7-40X40 1-T-500/600-7-35 2-1-500/600-7-35

9 167.46 163
30 1-T-500/600-9-30 2-T-500/600-9-30
35 1-1-500/600-9-35 2-T-500/600-9-35
40 1-T-500/600-9-40X40 1-T-500/600-9-40 2-T-500/600-9-40

12 223.94 222
30 1-T-500/600-12-30 2-T-500/600-12-30
40 1-T-500/600-12-40X40 1-T-500/600-12-40 2-T-500/600-12-40

14 260.47 258.5
40 1-T-500/600-14-40 2-T-500/600-14-40
50 1-T-500/600-14-40X40 1-T-500/600-14-50 2-T-500/600-14-50
60 1-T-500/600-14-50X50 1-T-500/600-14-60 2-T-500/600-14-60
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T-500/T-600 Sprocket

Raw material: nylon
Molded injection processed

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

w/o with keyway keyway

9 167.46 163
30 3-T-500/600-9-30 4-T-500/600-9-30
35 3-1-500/600-9-35 4-T-500/600-9-35
40 3-T-500/600-9-40X40 3-T-500/600-9-40 4-T-500/600-9-40

14 260.47 258.5
40 3-T-500/600-14-40 4-T-500/600-14-40
50 3-T-500/600-14-50 4-T-500/600-14-50
60 3-T-500/600-14-80X80 3-T-500/600-14-60 4-T-500/600-14-60
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T-600TL raised rib modular belt

 Main application: large sterilization machines and
accumulative table for bottles;

 Material: PP. Work temperature: +1°C ~ +98 °C; acidproof
 Load: 23400N/M;
 Open area: 38%
 Color: gray
 Weight: PP 9.78kg/m2

sprocket P254-255 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=152.4*N

W（mm） 152.4 304.8 609.6 914.4 1219.2 1524 1828.8 2133.6 152.4*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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T-500JQ Raised rib modular belt

 Main application: large sterilization machines and accumulative table for bottles;
 Belt Material: PP. Work temperature: +1°C ~ +98 °C; acidproof
 Pin and lock material: stainless steel;
 Load: 23400N/M;

sprocket P254-255 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=304.8+152.4*N+22

W（mm） 1241.2 1546 1850.8 2140.2 2460.4 2612.8 304.8+152.4*N+22

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.
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Pitch 80.7mm modular belt
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T-3200 Modular belt

 Main applications: conveying boxes, Tyre and etc;
 Belt Material: POM , roller material :

PP+TPE(rubber ) .
 Working Temperature: +1℃～+80℃;
 Pin of belt: 5mm PBT . Pin of roller: 4mm SS304;
 Working load (25℃)：27450N/M;
 Open area: 3%;
 Weight：19.86㎏/㎡

sprocket P260 parts P306-332 wear strip P355-359 chain guide P343-354

Standard Width: W=104*N

W（mm） 104 208 312 416 520 624 728 832 104*N

Remarks: N, n is the multiples of integers, when design or purchase the belt, please contact the
sales first to confirm the actual width.



SHANGHAI LILAI CHAIN CO.,LTD

260

T-3200 sprocket

Raw material: nylon PA6

Teeth Pitch
diameter
(mm)

Outer
diameter
(mm)

Bore
size
(mm)

Sprocket model

Square bore Round bore

w/o with keyway keyway

8 210.9 198.5

30 1-T-3200-8-30 2-T-3200-8-30
35 1-T-3200-8-35 2-1-3200-8-35
40 1-T-3200-8-40X40 1-T-3200-8-40 2-T-3200-8-40
50 1-T-3200-8-50 2-1-3200-8-50

10 261.2 252.1

30 1-T-3200-10-30 2-T-3200-10-30
35 1-T-3200-10-35 2-1-3200-10-35
40 1-T-3200-10-40X40 1-T-3200-10-40 2-T-3200-10-40
50 1-T-3200-10-50 2-T-3200-10-50
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Modular belt idler with bearings

 Polyamide PA6, Machined,high precision,matching well
 Good strength, can be used in light load transport
 It can be used for 820/812 series ilder with bearings
 The shape and thickness should be machined by Lilai standard
 D1 means bearing outer diameter, Tolerance from -0.05~0, D2

means bearing inner diameter, B means bearing thickness,
Tolerance from 0~+0.1;



SHANGHAI LILAI CHAIN CO.,LTD

262

1873 Plastic Snap-on Sideflex Chains
 Main application is for kinds of sideflex conveyor;
 Work Temperature: -30C°~90C°;
 Chain Plates material: POM;
 Color: coffee;
 Roller base chain: standard 12A roller chain
 Roller chain Material: carbon steel(CS) or stainless

steel(SS)
 Max speed: 50m/min lubrication; 30m/min dry
 Working load: 3200N (material: CS), 1600N (material: SS)
 Max conveying length: 30m (material: CS), 24m (material: SS)
 Supply unit:1.524mtr (5ft)

sprocket P401 parts P306-332 wear strip P355-359 guide P343-354
guide341

Code
Plates width
（mm）

Weight（Kg/m） Backflex R（mm）
Min.Radius
（mm）Carbon steel Stainless steel

1873-K325 1873SS-K325 82.6 2.10 150 500

1873-K450 1873SS-K450 114.3 2.26 150 500

1873-K600 1873SS-K600 152.4 2.41 150 500

1873-K750 1873SS-K750 190.5 2.56 150 500

1873-K1000 1873SS-K1000 254 2.78 150 500

1873-K1200 1873SS-K1200 304.8 3.01 150 500
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Plastic snap-on sideflex chains

 Main application: for vertical conveying of cans, glass
bottles, etc.

 Molded rubber material: polyether block amide;
 Plates material: stainless steel or carbon steel ;
 Roller base chains: standard 12A roller chains,
 Material: stainless steel or carbon steel;
 Max speed: 50m/min lubrication, 30m/min dry ;
 Working load: 3200N (mat.: CS), 1600N (mat.: SS);
 Max conveying length: 30m (mat.: CS), 24m (mat.: SS);
 Supply unit:1.524mtr (5ft);

sprocket P401 part P306-332 guide P342 P355-359 guide P343-354
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Plastic snap-on sideflex chain 1873-D
 Main application is for vertical conveying of bottles, cans

elevating or turning etc.
 Plates material: POM,
 Rubber material: Natural rubber
 Roller plates chains: standard 12A roller chains,
 Material: carbon steel or stainless steel
 Max speed: 50m/min lubrication; 30m/min dry
 Working load: 3200N (mat.: CS), 1600N (mat.: SS)
 Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
 Supply unit:1.524mtr (5ft)

sprocket P401 part P306-332 guide P341 P355-359 guide P343-354
Code

Plate width
（mm）

Rubber
width

（mm）

Weight
（Kg/m）

Backflex R（mm）
Min.Radius
（mm）CS SS

1873-D-K325 1873SS-D-K325 82.6 80 2.9 150 500

1873-D-K600 1873SS-D-K600 152.4 152 4.1 150 500
1873-D-K750 1873SS-D-K750 190.5 186 4.5 150 500
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Plastic snap-on sideflex chain 1873-G4
 Main application is for vertical conveying of bottles, cans

elevating or turning etc.
 Plates material: POM, Rubber material: Natural rubber
 Roller base chains: standard 12A roller chains,
 Material: carbon steel or stainless steel
 Max speed: 50m/min lubrication, 30m/min dry
 Working load: 3200N (mat.: CS), 1600N (mat.: SS)
 Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
 Supply unit:1.524mtr (5ft)

sprocket P401 part P306-332 guide P341 P355-359 guide P343-354

Code Plates width
（mm）

Rubber
width（mm）

Weight
kg/m

Backflex.
Radius
（mm）

Min.Radius
（mm）CS SS

1873-G4-K375 1873SS-G4-K375 93.2 84 4.475 150 500
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1873-G4-K450

 Main application is for vertical conveying of bottles, cans elevating or turning etc;
 Plates material: POM,Rubber material: Natural rubber;
 Roller base chains: standard 12A roller chains;
 Material: carbon steel or stainless steel;
 Max speed: 50m/min lubrication, 30m/min dry;
 Max conveying length: 30m (mat.: CS), 24m (mat.:SS);
 Supply unit:1.524mtr (5ft) (mat.:SS);
 Working load: 3200N (mat.: CS), 1600N (mat.: SS);

sprocket P401 part P306-332 guide P341 P355-359 guide P343-354

Code Plates width
（mm）

Rubber
width（mm）

Weight
kg/m

Backflex.
Radius
（mm）

Min.Radius
（mm）CS SS

1873-G4-K450 1873SS-G4-K450 114.3 104 3.4 150 500
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Plastic Snap-on Sideflex Chains 1873
 Application: all kinds of sideflex conveyors.
 Temperature range: -30°~90° ;
 Plates material: POM,
 Color: coffee;
 Roller base chain: standard 12A roller chain;
 Material: carbon steel(CS) or stainless steel(SS)
 Max speed: 50m/min lubrication; 30m/min dry;
 Working load: 3200N (mat.: CS), 1600N (mat.: SS);
 Max conveying length: 30m (mat.: CS), 24m (mat.: SS) ;
 Supply unit:1.524mtr (5ft);

sprocket P401 part P306-332 guide P341 P355-359 guide P343-354
Code

Plates width
（mm）

Weight（Kg/m） Backflex R（mm）
Min.Radius
（mm）CS SS

1873-K1600 1873SS-K1600 406 4.8 150 610

1873-K2000 1873SS-K2000 508 5.38 150 610
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1873 Plastic snap-on sideflex chain with bearings
 Main application in spiral conveyors.
 Plates material: POM; color: coffee;
 Base chain: 12A roller chains, Material: Carbon steel

or Stainless Steel;
 Max speed: 80m/min lubrication, 50m/min dry;
 Working load: 3200N (mat.: CS), 1600N (mat.: SS);
 Max conveying length: 30m (mat.: CS), 24m (mat.:SS);
 Supply unit:1.524mtr (5ft);

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354

Code
Plates width
（mm）

Weight（Kg/m） Backflex R（mm）
Min.Radius
（mm）CS SS

1873-K1600-Z 1873SS-K1600-Z 406 6.36 150 610

1873-K2000-Z 1873SS-K2000-Z 508 6.94 150 610
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Plastic Snap-on Chains with rubber top and bearings
1873 series

 Main application in spiral conveyors.
 Plates material: POM; color coffee
 Base chain: 12A roller chains, Material: CS or SS
 Max speed: 50m/min lubrication, 30m/min dry
 Working load: 3200N (mat.: CS), 1600N (mat.: SS)
 Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
 Supply unit: 1.524mtr(5ft)
 Rubber material: TPE, TPE hardness: 65±5;

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354
Code

W width
（mm）

W1
width

A width
Weight

（Kg/m）

Backflex R
（mm）

Min.Radius
（mm）CS SS

HF1873-K1200-Z HF1873SS-K1200-Z 304.8 114.2 26.1 5.5 150 610

HF1873-K1600-Z HF1873SS-K1600-Z 406 114.2 51.9 6 150 610

HF1873-K2000-Z HF1873SS-K2000-Z 508 164.2 52.7 6.5 150 610



SHANGHAI LILAI CHAIN CO.,LTD

270

Plastic snap-on sideflexing chain
 Main application is for vertical conveying of bottles, cans elevating or turning etc.
 Plates material: POM-Blue,Rubber material:

EPDM(Ethylene Propylene Diene Monomer)
 Roller base chains: standard 12A roller chains;
 Material: carbon steel or stainless steel;
 Max speed: 50m/min lubrication, 30m/min dry;
 Max conveying length: 30m (mat.: CS), 24m

(mat.:SS);
 Supply unit:1.524mtr (5ft) (mat.:SS);
 Working load: 3200N (mat.: CS), 1600N (mat.: SS).

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354
Code

Plate width
（mm）

Rubber
width

（mm）

Weight
（Kg/m）

Backflex R（mm）
Min.Radius
（mm）CS SS

1873-D-K325 1873SS-D-K325 82.6 80 2.9 150 500

1873-D-K600 1873SS-D-K600 152.4 152 4.1 150 500
1873-D-K750 1873SS-D-K750 190.5 186 4.5 150 500
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1873 Plastic snap-on sideflex chain with rubber and bearings

 Main application: spiral conveyors, Sideflex Conveyor;
 Plates material :PP (Black) ,Rubber material:

Natural Rubber (Green);
 Bearing material:POM(Yellow), 6200Z(Steel);
 Roller base chains: standard 12A roller chains;
 Material: carbon steel or stainless steel;
 Max speed: 50m/min lubrication, 30m/min dry;
 Max conveying length: 30m (mat.: CS), 24m (mat.:SS);
 Supply unit:1.524mtr (5ft) (mat.:SS);
 Working load: 3200N (mat.: CS), 1600N (mat.: SS).

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354

Code
Plate width
（mm）

Weight
（Kg/m）

Backflex R（mm）
Min.Radius
（mm）CS SS

HF1873-K550-ZZ HF1873SS-K550-ZZ 139.7 3.66 150 500
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1875 Plastic snap-on sideflex chain

 Application: used on logistic industry for sorting;
 Suitable for heavy duty, long distance conveying, the

chain plate is assembled on the roller chain, easy to
replace;

 Plate raw material: black reinforced nylon(GF+PA6),
work temperature: -30°C~+90°C;

 Base chai: 12A roller chain, raw material: carbon
steel (CS)or stainless steel(SS);

 Work load: 3200N(CS); 1600N(SS);
 Max. Conveying length: 30m(CS); 24m(SS);
 Supply unit:1.524mtr (5ft) (mat.:SS);
 Speed: 60m/min.

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354

Code
Plates width
（mm）

Weight（Kg/m） Backflex R（mm）
Min.Radius
（mm）CS SS

1875-K1200-Z 1875SS-K1200-Z 304.8 28 250 700

1875-K1600-Z 1875SS-K1600-Z 406 30 250 750

1875-K2400-Z 1875SS-K2400-Z 609.6 31.5 250 800
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1875 Plastic snap-on sideflex chain with rubber top
 Application: used on logistic industry for sorting;
 Suitable for heavy duty, long distance conveying, the chain plate is assembled on the roller

chain, easy to replace;
 Plate raw material: black reinforced nylon(GF+PA6), work temperature: -20°C~+80°C;
 Base chai: 12A roller chain, raw material: carbon

steel (CS)or stainless steel(SS);
 Work load: 3200N(CS); 1600N(SS);
 Max. Conveying length: 30m(CS); 24m(SS);
 Supply unit:1.524mtr (5ft) (mat.:SS);
 Speed: 60m/min. Rubber hardness: 65±5;

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354
Code Plates width

（mm）

Weight
（Kg/m）

Backflex R
（mm）

Min.Radius
（mm）CS SS

HF1875-K1600-Z HF1875SS-K1600-Z 406 30 250 750

HF1875-K2400-Z HF1875SS-K2400-Z 609.6 31.5 250 800

Rubber distance K=38.1*N
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1875 series parts

PU rod
It will be installed in the frame, easy to assemble.
Use wear resistant raw material, and also can decrease the noise.

Frame profile
The frame can be shaped to sideflex frame, easy to process;
It can use screw to fix the frame on the bottom.

code Color/material Length M Weight kg/m

PU-D20 Black PU 100 0.38

LL-6-D Silver A6063 3 1.1
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3873 Seamless Snap on Sideflex Chains with rollers

 Main application in catering industry sideflex conveyors;
 Plates material: POM; color coffee,temperature range:

-30C°~90C°
 Roller base chains: standard 12A roller chains,
 Material: carbon steel or stainless steel
 Max speed: 50m/min with lubrication; 30m/min dry
 Working load: 1600N (mat.: CS), 1200N (mat.: SS)
 Max conveying length: 24m (mat.: CS), 18m (mat.:SS)
 Supply unit:1.524mtr (5ft)

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354
Code Plates width

（mm）

Weight
（Kg/m）

Backflex R
（mm）

Min.Radius
（mm）CS SS

3873-K1200-G 3873SS-K1200-G 304.8 4.1 150 457
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3873 Seamless Snap on Sideflex Chains with bearings
 Main application spiral conveyors;
 Plates material: POM; color blue/ coffee,temperature

range: -30C°~90C°
 Roller base chains: standard 12A roller chains,
 Material: carbon steel or stainless steel
 Max speed: 50m/min with lubrication; 30m/min dry
 Working load: 1600N (mat.: CS), 1200N (mat.: SS)
 Max conveying length: 24m (mat.: CS), 18m (mat.:SS)
 Supply unit:1.524mtr (5ft)
 The bearing on the chain can choose right or left side.

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354

Code Plates width
（mm）

Weight（Kg/m）
Backflex R
（mm）

Min.Radius
（mm）CS SS

3873-K1200-Z-Z 3873SS-K1200-Z-Z 304.8 5.66 150 500

3873-K1200-Z-Y 3873SS-K1200-Z-Y 304.8 5.66 150 500

3873-K1200-Z-Z/Y 3873SS-K1200-Z-Z/Y 304.8 5.66 150 500
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3873 Seamless Snap on sideflex Chains with rubber top

 Main application in catering industry sideflex conveyors;
 Plates material: POM; color blue, rubber: orange;

temperature range: -30C°~80C°
 Rubber hardness: 65±5; rubber distance K=38.1*N;
 Roller base chains: standard 12A roller chains,
 Material: carbon steel or stainless steel
 Max speed: 50m/min with lubrication; 30m/min dry
 Working load: 1600N (mat.: CS), 1200N (mat.: SS)
 Max conveying length: 24m (mat.: CS), 18m (mat.:SS)
 Supply unit:1.524mtr (5ft)

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354

Code Plates width
（mm）

Weight（Kg/m）
Backflex R
（mm）

Min.Radius
（mm）CS SS

3873-K1200-G 3873SS-K1200-G 304.8 4.1 150 500
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843 Plastic snap-on sideflex chain

 Main application is for high speed straight running conveyor;
 Plates material: POM; color coffee, temperature: -30°C~+90°C
 Roller base chains: standard 12A roller chains,
 Material: carbon steel or stainless steel
 Max speed: 80m/min with lubrication; 50m/min dry
 Working load: 1600N (mat.: CS), 1200N (mat.: SS)
 Max conveying length: 24m (mat.: CS), 18m (mat.:SS)
 Supply unit:1.524mtr (5ft)

sprocket P401 parts P306-332 wear strip P355-359 chain guide P343-354

Code Plates
width

（mm）

Weight
（Kg/m）

Backflex R（mm）
CS SS

843-K137 843SS-K137 34.9 0.83 100

843-K200 843SS-K200 50.8 0.89 100

843-K325 843SS-K325 82.6 1.03 100
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845G Series
 Plates material :POM (coffee); Work temp: -30°C ~

+90 °C;
 Roller base chains: standard 08A roller chains;
 Material: carbon steel or stainless steel;
 Max speed: 50m/min lubrication, 30m/min dry;
 Max conveying length: 24m (mat.: CS), 18m (mat.:SS);
 Supply unit:1.524mtr (5ft) (mat.:SS);
 Working load: 1600N (mat.: CS), 1200N (mat.: SS).

sprocket P397 parts P306-332 wear strip P355-359 guide P343-354 P324
Code Width mm Weight kg/m Backflex radius

845G SS-K200 50.8 1.06 100

845G SS-K325 82.6 2.71 100



SHANGHAI LILAI CHAIN CO.,LTD

280

1843 TAB Series

 Plates material :POM (coffee), Work temperature: -30°C ~
+90 °C;

 Roller base chains: standard 08A roller chains;
 Material: stainless steel;
 Max speed: 50m/min lubrication, 30m/min dry;
 Working load: 1200N (mat.: SS);
 Max conveying length: 24m (mat.: CS), 18m (mat.:SS);
 Supply unit:1.524mtr (5ft) (mat.:SS);

sprocket P397 parts P306-332 track P340 strip P355-359 guide P343-354

Code Width mm Weight kg/m Backflex radius mm
Min. Central Curve

radius mm

1843TAB SS-K125 31.8 0.74 100 320
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40P/60P Plastic chain
 Main application is for low noise, lightweight, non-magnetic, anti-static conveyors, used in

chemical and medicine industries.
 Chain material: POM, Temperature.: -30C° ~90C°;
 color: white;
 Pin material: stainless steel or PP(for 60P);
 Working load: 440N (40P plastic chain), 880N (60P

plastic chain)
 Supply unit:1.524mtr (5ft)
 40P match to 08A roller chain sprocket, 60P with PP Pin

60Pmatch to 60P sprocket;
 Weight: 40P 0.57KG/PC; 60P 1.14KG/PC;

sprocket P397/284 parts P306-332 wear strip P355-359 chain guide P343-354
Code W(mm) W1(mm) P(mm) E(mm) H(mm) L(mm) d(mm)
40P 20 7.8 12.7 4 13.2 6.4 7.94
60P 30 13.6 19.05 6 17 9 11.9

40P/60P-B Plastic chain
 Main application is for low noise, lightweight, non-magnetic, anti-static conveyors, used in

chemical and medicine industries.
 Chain material: POM, Temperature.: -30C° ~90C°; color: white;
 Pin material: 304stainless steel; Supply unit:1.524mtr (5ft);
 Working load: 390N (40P-B), 880N (60P-B)
 Weight: 40P-B 0.52KG/PC; 60P-B 1.09KG/PC

sprocket P397/401 parts P306-332 wear strip P355-359 chain guide P343-354
Code W(mm) W1(mm) P(mm) E(mm) H(mm) L(mm) d(mm)

40P-B 20 8 12.7 3.9 12.7 6.7 7.94

60P-B 30 12.7 19.05 6 17.3 8.8 11.9
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40P Double Row Plastic chain
 Main application is for low noise, lightweight,non-magnetic,

anti-static conveyors, used in chemical and medicine industries;
 Material: POM (white）, Work temperature: -30°C ~ +90 °C;
 Pin material: stainless steel;
 Working load: 1760N.
 Supply unit:1.524mtr (5ft);

40P With flight
 Main application is for low noise, lightweight,non-magnetic, anti-static conveyors, used in

chemical and medicine industries;
 Material: POM (white）, Work temperature: -30°C ~ +90 °C;
 Pin material: stainless steel;
 Working load: 1760N.
 Supply unit:1.524mtr (5ft);
 40P match to 08A roller chain sprocket.

Flight distance K=12.7*N
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60P with rubber top plastic chain
 Main application is for low noise, lightweight,non-magnetic,

anti-static conveyors, used in chemical and medicine industries;
 Material: PP (Blue）, Work temperature: +1°C ~ +98 °C; also

suitable for acid proof area;
 Pin material: stainless steel or PP;
 Supply unit:1.524mtr (5ft);

sprocket P284 parts P306-332 wear strip P355-359 chain guide P343-354

60P high temperature resistant plastic chain
 Suitable for high temperature conveying line;
 Material: POM (black), Max Work temperature: +150 °C;
 Pin material: stainless steel;
 Work load: 880N(POM);
 Supply unit:1.524mtr (5ft); Weight: 1.13KG/PC.

sprocket P284 parts P306-332 wear strip P355-359 chain guide P343-354
Code W(mm) W1(mm) P(mm) E(mm) H(mm) L(mm) d(mm)

60P 30 13.6 19.05 6 17 9 11
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60P plastic chain sprocket
Raw material: PA6

Code Teeth PD OD Bore
size

1-60P-12-20
12 73.02 82.8

20
1-60P-12-25 25
1-60P-12-30 30
1-60P-15-20

15 90.9 100.4
20

1-60P-15-25 25
1-60P-15-30 30
1-60P-17-25

17 102.86 112.4
25

1-60P-17-30 30
1-60P-17-35 35
1-60P-20-25

20 120.82 131.2
25

1-60P-20-30 30
1-60P-20-35 35
1-60P-22-25

22 132.8 142.9
25

1-60P-22-30 30
1-60P-22-35 35
1-60P-25-25

25 150.8 160.9
25

1-60P-25-30 30
1-60P-25-35 35

Plastic roller chain
 Advantages: short pitch, low noise, light weight, corrosion resistance, diamagnetic.
 widely used in electronic, food, medicine, chemical industries;
 Supply unit:1.524mtr (5ft);

Code
P d1 w d2 L Lc H T2 h T1 max
mm mm mm mm mm mm mm m

m
mm mm N

PC35 9.525 4.67 5.55 3.6 14.1 16.2 9 2.2 7.8 1.2 1175 06C-1
PC40 12.7 7.85 7.94 3.98 16.6 18.8 12 1.5 10.4 1.5 4320 08B-1
PC50 15.875 9.4 10.16 5.09 20.8 23.0 15 2.0 13.0 2.0 6720 10B-1
PC60 19.05 12.6 11.91 5.96 26.2 28.5 18.1 2.4 15.6 2.5 8640 12A-1
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821 PRR Straight running chains

 Main application is for straight conveying of various kinds of
Aluminium foil and paper packed beverage.

 Plates material: POM, color: Dark Green;
 roller Material.: POM, Work temperature: -30°C~90°C;
 Pin material: stainless steel;
 Working load: 2400N, max. conveying length: 12m;
 Sprockets are the same with chains 821. 

sprocket P27-29 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width(mm）
Roller

Width(mm)
Weight(Kg/m) Backflex radius

821-PRRSS-K750 190.5 174.5 5.3 255

821-PRRSS-K1000 254 238 6.6 255

821-PRRSS-K1200 304.8 288.8 7.9 255
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LBP882TAB Sideflex chains

 Main application is for side-flex conveying of various kinds
of Aluminium foil and paper packed beverage.

 Plates material: POM, color: Dark Green,
 Roller Material.: POM, Work temperature: -30°C~90°C

color: dark green;
 Pin material: stainless steel;
 Working load: 3200N, max. conveying length: 12m
 Sprockets are the same with chains 882TAB
 26pcs per meter;TIC ROLLER CHAINS

sprocket P40-41 parts P306-332 wear strip P355-359 chain guide P343-354

Code
Width

（mm）

Roller width
（mm)

Weight
（Kg/m）

Backflex
radius(mm）

Sideflex radius
（mm)

LBP882-TAB-K375 95.2 79 3.7 101 610
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882PRR-TAB Sideflex chains
 Main application is for side-flex conveying of various kinds

of Aluminium foil and paper packed beverage.
 Plates material: POM, color: Dark Green,
 Roller Material.: POM, Work temperature: -30°C~90°C

color: dark green;
 Pin material: stainless steel;
 Working load: 3200N, max. conveying length: 12m
 Sprockets are the same with chains 882TAB
 26pcs per meter.

IC

sprocket P40-41 parts P306-332 wear strip P355-359 chain guide P343-354

Code
Width

（mm）

Roller width
（mm)

Weight
（Kg/m）

Backflex
radius（mm)

Sideflex radius
(mm)

882-PRR-TABSS-K750 190.5 174 5.1 101 610

882-PRR-TABSS-K1000 254 238 5.6 101 610

882-PRR-TABSS-K1200 304.8 289 6.5 101 610
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822 series straight running chain

 For shrinkage packaging straight running conveyor;
 Material: POM (purple), Work temperature: -30°C ~ +90 °C;
 Pin mat:φ8mm stainless steel.

sprocket P40-41 parts P306-332

wear strip P355-359

chain guide P343-354

Code
Width

（mm）

Weight
（Kg/m）

Backflex radius
（mm)

Work load N

822-K750 190.5 5.09 101 3830

822-K1000 254 6.41 101 3830

822-K1200 304.8 7.53 101 3830

823 series sideflex running chain
 For shrinkage packaging sidefelx running conveyor;
 Material: POM (purple), Work temperature: -30°C ~ +90 °C;
 Pin mat:φ8mm stainless steel.

sprocket P40-41 parts P306-332

wear strip P355-359

chain guide P343-354

Code
Width

（mm）

Weight
（Kg/m）

Backflex radius
（mm)

Work load N
Sideflex radius

(mm)

823-K750 190.5 4.63 200 3830 610

823-K1000 254 5.47 200 3830 610

823-K1200 304.8 6.25 200 3830 680
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883 series tobacco chain
 For all kinds of tobacco transportation
 Material:POM (coffee), Work temperature: -30°C ~ +90 °C
 Pin material: stainless steel
 Working load: 2670N

sprocket P290 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width（mm） Weight（Kg/m） Backflex radius（mm) Sideflex radius (mm)

883-K286 72.7 1.45 90 1450

883 series tobacco chain
 For all kinds of tobacco transportation
 Material:POM (coffee), Work temperature: -30°C ~ +90 °C
 Pin material: stainless steel
 Working load: 2670N

sprocket P290 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width（mm） Weight（Kg/m） Backflex radius（mm) Sideflex radius (mm)

883-K280 71.5 1.4 240 1450
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883 Series sprocket

Raw material: nylon PA6

Code
Teeth
No

PD（mm） OD（mm） Bore（mm）

1-883-10-25
10 131.27 135.3

25

1-883-10-50 50

1-883-11-25
11 139.27 143.3

25

1-883-11-50 50

1-883-12-25
12 148.27 152.3

25

1-883-12-50 50
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L-1 series case conveyor chain
 Main application is for transportation of plastic bottles, cans and

cartons in dairy industry;
 Material: POM, color: white;
 Pin material: stainless steel;
 Working load: 3330N; 20 pcs per meter;
 Max conveying speed: 40m/min lubrication ; 20m/min dry

RT1400 Case conveyor chain
 Main application is for transportation of plastic bottles, cans

and cartons in dairy industry;
 Material: POM, color: white;
 Pin material: stainless steel;
 Working load: 3330N; 26 pcs per meter;
 Max conveying speed: 50m/min lubrication ; 30m/min dry
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1701 Case chains
 Main application is for transportation of plastic bottles, cans and

cartons in dairy industries. Material: POM, color: white;
 Pin material:stainless steel;
 Working load: 3330N;
 Max speed: 40m/min with lubrication; 20m/min dry;
 Supply unit: 20 pcs per meter.

1701-TAB Case chains
 Main application is for transportation of plastic bottles, cans and

cartons in dairy industries. Material: POM, color: white;
 Pin material:stainless steel;
 Working load: 3330N;
 Max speed: 40m/min with lubrication; 20m/min dry;
 Supply unit: 20 pcs per meter.
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1701 with Steel surface
 High temperature resistance, wear resistance;
 Pin material: stainless steel
 Supply unit: 20pc/m
 Surface material: SS304
 Material: POM (white), Work temperature: -30°C ~ +90 °C

sprocket P304 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Backflex radius Sideflex radius
1701Y 53.3 1.16 75 150

1701TAB rotate plate

Raw material: black color UHMWPE
Min. Raduis: 150mm
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1702/1702M Case Chains
 Application: mainly for transportation of plastic bottles, cans

and cartons in dairy industry;
 Material: POM, color: white;
 Pin material: stainless steel;
 Working load: 3330N;
 Max speed: 40m/min with lubrication;20m/min dry;
 Supply unit: 20pcs per meter;

sprocket P304 parts P306-332 wear strip P355-359 chain guide P343-354
Code Width mm Weight kg/m Backflex radius Sideflex radius
1702 53.3 1.45 75 150
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 With safety cover on the chain.
 Material: POM, color: white; Supply unit: 20pcs per meter;
 Pin material: stainless steel; Working load: 3330N;
 The sprocket is same to 1701 case chain

1703 series case conveyor chain

.

sprocket P304 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Backflex radius Sideflex radius
1703 54.5 1.4 75 150

 Application: used for light duty conveying;
 Material: POM, color: white; Supply unit: 16pcs per meter;
 Pin material: stainless steel; Working load: 4800N

2600 Case conveyor chain with platform

;

sprocket P303 parts P306-332

wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Backflex radius Sideflex radius
2600PT 42 1.1 75 600
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1704 Case conveyor chain with platform
 Application: for all kinds of cartons, bags spiral conveying, with special

guide rail and sprocket, the chain with rollers in both side, the plate can
disassemble, very easy to install.

 Plate raw material: POM, work temperature:-30°C ~ +90 °C
 Plate raw material: reinforced nylon, work temperature:-40°C ~

+120 °C;
 Pin material: stainless steel;

Code Width Weight kg/m Work load Backflex radius Rs Rr

1704 114.3 2.6 4000 390 365 710

1704 platform models:

W110 wear strips for 1704 case chain
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1705 seamless case conveyor chain

 No gap on the surface of the chain, it will ensure the
conveying more stable.

 Raw material: POM, Grey, work temperature:-30°C ~
+90 °C

 Pin material: stainless steel;
 Work load: POM is 2670N/M;
 Sprocket is same to 1701 case chain.

sprocket P304 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Backflex radius Sideflex radius

1705 55 1.46 63.5 125



SHANGHAI LILAI CHAIN CO.,LTD

298

1400/1400TAB Series case conveyor chain
 Main application is for transportation of heavy cartons etc.
 Material: POM, color: white
 Pin material:stainless steel
 Working load: 6400N
 Max speed: 30m/min with lubrication; 20m/min dry
 package: 12 pcs per meter.

sprocket P304 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Backflex radius Sideflex radius

1400 50 1.75 75 450

1400tab 50 2.02 75 450
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2600/2600TAB Series case conveyor chain
 Main application is for transportation of heavy cartons etc.
 Material: POM, color: white . Temp : -30 - 90 degree
      nylon, color: black. Temp: 90 - 180 degree
 Pin material:stainless steel
 Working load:4800N
 Max speed: 30m/min with lubrication; 20m/min dry
 package: 1 meter /pc , 10 ft /pc.

sprocket P303 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Backflex radius Sideflex radius

2600 42 1.26 75 600

2600tab 42 1.42 75 600
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Sushi chain
 Main application is for food processing, assembly line and for

transportation of 360° conveying;
 Material: POM, color:white, temperature range: -30°C~90°C;
 pin material: stainless steel;
 Working load(25°): 4800N, max conveying length: 15m
 Max speed: 30m/min with lubrication; 20m/min dry
 S-76-k450: 13 pcs per meter, S-63-K325: 16 pcs per meter.

sprocket P303/304 parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Sideflex radius

S-63-k325 82.6 1.65 200

S-76-k450 114.3 1.65 250
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Sushi chain with wheel

 Main application is for food processing, assembly line and for
transportation of 360° conveying;

 Material: POM, color:white, temperature range: -30°C~90°C;
 pin material: stainless steel;
 Working load(25°): 3000N, max conveying length: 15m
 Max speed: 30m/min with lubrication; 20m/min dry
 13 pcs per meter;

sprocket parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Sideflex radius

SB-76-k450 114.3 1.35 250
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Stainless steel sushi chain
 Main application is for food processing, assembly line and for

transportation of 360° conveying;
 Material: ss304;
 Working load(25°): 3000N, max conveying length: 15m
 Max speed: 30m/min with lubrication; 20m/min dry
 10 pcs per meter;

sprocket parts P306-332 wear strip P355-359 chain guide P343-354

Code Width mm Weight kg/m Sideflex radius

SB-100-k550 140 4.37 250
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RT1400 Sprocket

1400/1400TAB Sprocket

2600/2600TAB Sprocket
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1701 sprocket

Raw material: nylon PA6
Bore tolerance: D+0.08/+0.02
Available for  :  1701 ,1701TAB,1702,1702M,1703, AND 1705

S-76-K450 sprocket
Raw material: nylon PA6
Bore tolerance: D+0.08/+0.02
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SS Straight Running roller chain

 Main application :High Speed of conveyor line;
 Material: SS 304 Roller chain; POM roller
 Pin Material: SS301;
 Max Load: 160KG per sq meter
 matched with 08A-1 sprockets
 Supply unit: 1.524M /meter



SHANGHAI LILAI CHAIN CO.,LTD

306

Code Item Material Color weight
801 Small bracket Reinforced PA+copper+cs Black 0.065kg

Code Item Material Color weight
802 Fixed bracket Reinforced PA+copper+cs Black 0.214kg

Code Item Material Color weight
803 Adjust bracket Reinforced PA+copper+cs Black 0.414kg



SHANGHAI LILAI CHAIN CO.,LTD

307

Code Item Material Color weight
804 Large bracket Reinforced PA+copper+cs Black 0.21kg

Code Item Material Color weight
804-B Super Large bracket Reinforced PA+copper+cs Black 0.33kg

Code Item Material Color weight
800 Medium bracket Reinforced PA+copper+cs Black 0.21kg
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Code Item Material Color weight Code Item Material Color weight
806 Cross clamp Nylon Black 0.02kg 809 Clamp C nylon black 0.06kg

Code Item Material Color weight Code Item Material Color weight
807 Cross clamp A Nylon Black 0.027kg 808-B Clamp D nylon black 0.066kg

Code Item Material Color weight Code Item Material Color weight
808 Cross clamp B Nylon Black 0.035kg 810 Connector nylon black 0.01kg
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Code Item Material Color weight Code Item Material Color weight
806B Cross clamp SS304 877-0.105kg A Support-95 blacSS304 k 0.170kg

Code Item Material Color weight Code Item Material Color weight
807B Cross clamp A SS304 nature 877-0.12kg B Support 130 SS304 nature 0.235kg

Code Item Material Color weight Code Item Material Color weight
808E Cross clamp E Nylon nature 890.145kg 3 support Ss304/202 nature 0.18kg

nature
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Code Item Material Color weight
894 support naturSS304/202 e 0.19kg

Code Item Material Color weight
895 support naturSS304/202 e 0.12kg
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Code Item Material Color weight Code Item Material Color weight
890 handle Nylon black 24g 896 connector SS304/202 nature 0.18kg

Code Item Material Color weight Code Item Material Color weight
891 knob Nylon black 40g 897 connector SS304/202 nature 0.35kg

Code Item Material Color weight Code Item Material diameter weight
892 knob Nylon black 860.068kg 5 Ring/knob nylon 12 0.075kg

code D d L L1 weight
849A 24.8 M6 39 16 18g
849B 24.8 M6 43 20 19g
849C 30.1 M8 47 20 32g
849D 30.1 M8 57 30 36g

Code Item Material Color weight
811 Clamp A nylon black 0.053kg



SHANGHAI LILAI CHAIN CO.,LTD

312

Code Item Material Color weight Code Item Material Color weight
812 Clamp B Nylon black 810.055kg 5 clamp nylon black 0.16kg

Code Item Material Color weight Code Item Material Color weight
813 Single clamp Nylon black 810.122kg 6 Double clamp nylon black 0.185kg

Code Item Material Color weight Code Item Material Color weight
814 Single clamp Nylon black 810.125kg 7 Double clamp nylon black 0.18kg
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Code Item Material Color weight Code Item Material dia Color weight
815D Clamp D Nylon black 810.155kg 9 Wheel PP 20 white 0.05kg

Code Item Material Color weight Code Item Material dia Color weight
818A Clamp E SS304 nature 820.22kg 0 B-2 nylon 20 black

820-
0.018kg

2 B-2/B nylon 16 black 0.02kg

Code Item Material Length qty Code Item Material Color weight
Clamp rod 201/304 821 B-3 nylon black

821-
0.03kg

2 B-3/B nylon black 0.038kg
Nonstandard length MOQ: 100PCS

816SD
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Code Item Material Color weight Code Item Material Color weight
822 Wheel B-4 Nylon black 840.088kg 0 wheel Nylon+TPE Grey
822-

0.078kg
2 Wheel B-4/B Nylon black 0.098kg

Code Item Material Color weight Code Item Material L mm d mm weight
822-3 Wheel PP blue 840-0.049kg B wheel PP+TPE 82 20

840-
64g

C wheel PP+TPE 84.5 20
840-

66g
D wheel PP+TPE 84.5 18 69g

Code Item Material dia Color weight Code Item Material Color weight
827 Wheel Nylon 20 black 36g 863 wheel Nylon+TPE black 100g
827-2 Wheel/B Nylon 16 black 42g 863-B wheel Nylon+TPE black 110g
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Code Item Material Color weight Code Item Material Color weight
864 60P Wheel PP white 17g 823 hinge Nylon Black 110g

Code Item Material Color weight Code Item Material Color weight
818 Support PP green 105g 824 hinge Nylon Black 50g

Code D d Material Color weight Code Item Material Color weight
883A 70 20 nylon black 8.3g 824-C hinge Nylon Black 33g
883B 70 16 nylon black 8g
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Code Item Material Color Code Item Material Color
825 Level feet Nylon+SS black 880 Level feet Nylon+SS Black

Code Item Material Color Code Item D d L L1 Material
826 Level feet Nylon+SS black 825A Level feet 60 M20 190 144 SS

825B Level feet 80 M16 140 98 SS
825C Level feet M1100 6 190 146 SS

Code Item Material Color Code Item D d L L1 Material
829 Level feet Nylon+SS black 829A Level feet 60 M20 150 117 SS

829B Level feet 80 M20 150 114 SS
829C Level feet 100 M20 150 114 SS
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Code Item D Material Color weight

829D Level feet 60 CS+TPE SS304+TPE Yellow/black 416g

829E Level feet 80 CS+TPE SS304+TPE Yellow/black 520g

829F Level feet 100 CS+TPE SS304+TPE Yellow/black 715g

Code Item Material weight

830 D120 level feet with TPE M16*100 SS+TPE 1.35

Code Item Material weight

831 D120 level feet with TPE M20*100 SS+TPE 2.17
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Code Item Material color diameter weight

834 Support base Bipod nylon black 50.8 1.46kg

Standard feet  code 826 : D60 M16 ;L75 ; rod material : SS202

Code Item Material color diameter weight

835 Support base Bipod nylon black 50.8 1.66kg

Standard feet  code 826 : D60 M16 ;L75 ; rod material : SS202

Code Item Material color diameter weight

836 Support base tripod nylon black 50.8 1.91kg

Standard feet  code 826 : D60 M16 ;L75 ; rod material : SS202
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Code Item Material Color dia weight Code Item Material dia weight
833 Connector Nylon black 50.8 430g 832 Support Nylon 50.8 450g

Code Item Material Color dia weight Code Item Material color weight
838 Support A Nylon black 50.8 330g 841 Screw plug Nylon+copper black 450g

Code Item Material Color dia weight Code Item Material color weight
839 Support B Nylon black 50.8 420g 842 connector Nylon black 220g
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Code Item Material color weight

842-A Connector A nylon black 260g

Code Item Material color weight

842-B Connector B nylon black 300g

Code Item Material color weight

842-C Connector C nylon black 260g
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Code Item Material Color weight Code Item Material color weight
843 Handle Nylon black 45g 847 Lock Nylon black 20g

Code Item Material Color weight Code Item Material Length L weight
845 Handle Nylon black 28g 848A Tray support Nylon+SS 200 80g

848B Tray support Nylon+SS 250 85g
848C Tray support Nylon+SS 200 82g

Code Item Material color weight

846 Joint nylon black 20g

The joint used together with 914A, 916A, 920 chain guide
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Code Item Material Color weight Code Item Material color weight
860 Clip board A Nylon black 38g 851 connector Nylon black 8g

Code Item Material Color weight Code Item Material color weight
861 Clip board B Nylon black 61g P852 Screw plug Nylon black 100g

Code Item Material Color weight Code Item Mat W L H A
862 Clip board C Nylon black 39g 853A T-500 Transfer plate PC 151 147 9.3 19.5

853B T-500 Transfer plate PC 150 220 9 47.5
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Code Item Mat color W L A Code Item Mat color weight
854A T-600 Transfer plate PC grey 150 146 20 855A 28 transfer plate PC Blue 37g
854B T-600 Transfer plate PC grey 150 220 50 Remarks: It is for 900-Y-006-28 

Code Item Mat color W L A Code Item Mat color weight
855 900 Transfer plate PC blue 150 165 51 855B 37 transfer plate PC Blue 32g

Code Item Mat color weight Code Item Mat color weight
871 T-2300 transfer plate PC Blue 28.5g 855C 46 transfer plate PC Blue 39g



SHANGHAI LILAI CHAIN CO.,LTD

324

Code Item Mat color weight Code Item Mat color weight
850 T-1000 transfer plate PC Dark green 104g 852A roller transfer plate nylon black 77g

Code Item Mat color weight Code Item Mat color weight
871-B T-2300 transfer plate Pom blue 72g 852B roller transfer plate nylon black 67g

Remarks: it is used together with T-2300-83.8

Code Item Mat color weight Code Item Mat color weight
876 845G transfer plate Pom coffee 61g 852C roller transfer plate nylon black 50g
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Code Item Material color weight Code Item Mat color weight

844-A Transfer plate A Nylon/UPE Black+white 200g 844-C transfer plate UPE Purple 1.2kg

note: for picth ≤ 12.7mm belt

Code Item Material color weight Code Item Mat color weight

844-B Transfer plate B Nylon/UPE Black+white 100g 844-E transfer plate UPE Purple 1.75kg

note: for picth ≤ 12.7mm belt

Code Item Material color weight Code Item Mat color weight

844-D Transfer plate UPE Green 140g 844-F T-2600transfer plate UPE Purple 1.1kg

Length should be made according to needs
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Code Item Material color weight Code Item Material color weight

879A Side plate nylon black 13.5g 879C Middle plate nylon black 17g

Code Item Material color weight

879B Side plate nylon black 13.5g

Code Item Material color weight Code Item Material color weight

856 connector nylon black 125g 857 Connector nylon black 150g
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Code Item Material color weight Code Item Material weight

857B connector nylon black 130g 872 Connector SS304 400g

Code Item Material weight

873 Support SS304 330g

Code Item Material weight Code Item Material weight

874 connector SS304 66g 875 Connector SS304 160g
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Code Item Material weight

813B SS clamp SS304 120g

Code Item Material weight

886A bracket SS304 288g

Code Item Material weight

886B bracket SS304 288g
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Code Item Material weight

887A Fixed base SS304 450g

Code Item Material weight

887B Fixed base SS304 450g
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code name material ID OD color weight code name L material color weight
858A Shaft bush nylon 20 44 black 22g 867 roller 26 POM white 4g
858B Shaft bush nylon 25 51 black 27g 870 roller 19 POM white 4g
858C Shaft bush nylon 30 56 black 30g
858D Shaft bush nylon 35 61 black 35g
858E Shaft bush nylon 40 66 black 37g

code name material OF OD color weight code name material color weight
859A Shaft bush nylon 25 51 black 23g rolle878 r POM White/green 3g
859B Shaft bush nylon 30 56 black 26g
859C Shaft bush nylon 40 75 black 47g
859D Shaft bush nylon 50 95 black 68g
859E Shaft bush nylon 60 110 black 84g
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Name material
Wrench A

Zinc alloy
Wrench B

code name D d L material color weight code name material color weight
878A cover 14 12 12 rubber Red/black 1.4 884 follower Cs+pu yellow 24g
878B cover 18.6 16 21 rubber Red/black 3
878C cover 20.6 18 30 rubber Red/black 3.2
878D cover 23.6 20 31 rubber Red/black 3.4
878E cover 33 30 39 rubber Red/black 8.9
878F cover 43 40 48 rubber Red/black 14
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Curved Track for 880TAB/881TAB

 Material: UHMW-PE, color: black ;
 Work temperature: -30°C~+90°C;
 Radian: 15°~90 °;
 Straight track and curved track are suitable for both
 SS881TAB-K325/450 and 880TAB-K325/K450;

Code Identification：Chain Code+Center Radius+Width+ Number of rows
Item Code Min Radius Width T

880TAB-K325 single- row 880TAB-K325-R500-100-1 500 100

880TAB-K325 double-row 880TAB-K325-R500-185-2 500 185 85

880TAB-K325 three- row 880TAB-K325-R500-270-3 500 270 85

880TAB-K325 four- row 880TAB-K325-R500-355-4 500 355 85

880TAB-K450 single- row 880TAB-K450-R500-130-1 500 130

880TAB-K450 double-row 880TAB-K450-R500-250-2 500 250 120

880TAB-K450 three- row 880TAB-K450-R500-370-3 500 370 120

880TAB-K450 four- row 880TAB-K450-R500-490-4 500 490 120

SS881TAB-K600 single- row SS881TAB-K600-R610-160-1 610 160

SS881TAB-K600 double-row SS881TAB-K600-R610-320-2 610 320 160

SS881TAB-K750 single- row SS881TAB-K750-R610-200-1 610 200

SS881TAB-K750 double- row SS881TAB-K750-R610-400-2 610 400 200
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Curved Track for 882TAB

 Material: UHMW-PE, color: black ;
 Work temperature: -30°C~+90°C;
 Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows

Item Code Min Radius Width T

882TAB-K500 single- row 882TAB-K500-R610-135-1 610 135

882TAB-K500 double-row 882TAB-K500-R610-270-2 610 270 130

882TAB-K600 single- row 882TAB-K600-R610-160-1 610 160

882TAB-K600 double-row 882TAB-K600-R610-320-2 610 320 160

882TAB-K750 single- row 882TAB-K750-R610-200-1 610 200

882TAB-K750 double-row 882TAB-K750-R610-400-2 610 400 200

882TAB-K1000 single- row 882TAB-K1000-R610-260-1 610 260

882TAB-K1000 double-row 882TAB-K1000-R610-520-2 610 520 260

882TAB-K1200 single- row 882TAB-K1200-R610-320-1 610 320

882TAB-K1200 double-row 882TAB-K1200-R610-630-2 610 630 310



SHANGHAI LILAI CHAIN CO.,LTD

335

Curved Track for 880 Bevel Series

 Material: UHMW-PE, color: black ;
 Work temperature: -30°C~+90°C;
 Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows

Item Code Min Radius Width T

880K325 single- row 50880-K325-R500-100-1 0 100

880-K325 double-row 50880-K325-R500-185-2 0 185 85

880K325 three- row 50880-K325-R500-270-3 0 270 85

880-K325 four- row 50880-K325-R500-355-4 0 355 85

880-K450 single- row 61880K450-R610-130-1 0 130

880K450 double-row 61880-K450-R610-250-2 0 250 120

880-K450 three- row 61880-K450-R610-370-3 0 370 120

880-K450 four- row 61880-K450-R610-490-4 0 490 120
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Curved Track for 880M Series
 Material: UHMW-PE+Magnet, color: black or

purple;
 Work temperature: -30°C~+90°C;
 Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows
Item Code Min Radius Width T

880M-K325 single-row 880M-K325-R500-100-1 500 100

880M-K325 double-row 880M-K325-R500-185-2 500 185 85

880M-K325 three-row 880M-K325-R500-270-3 500 270 85

880M-K325 four-row 880M-K325-R500-355-4 500 355 85

880M-K450 single-row 880M-K450-R610-130-1 610 129

880M-K450 double-row 880M-K450-R610-250-2 610 249 120

880M-K450 three-row 880M-K450-R610-370-3 610 369 120

880M-K450 four-row 880M-K450-R610-490-4 610 489 120

880M-K750 single-row 880M-K750-R610-214-1 610 214

880M-K750 double-row 880M-K750-R610-410-2 610 410 196
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 Material: UHMW-PE, color: black or purple;
 Work temperature: -30°C~+90°C;
 Radian: 15°~90 °

Curved Track for 880TAB-RT Series

;

Code Identification：Chain Code+Center Radius+Width+ Number of rows

Item Code Min Radius Width T

880TAB-RT-K325 single-row 880TAB-RT-K325-R200-100-1 200 100

880TAB-RT-K325 double-row 880TAB-RT-K325-R200-185-2 200 185 85

880TAB-RT-K325 three-row 880TAB-RT-K325-R200-270-3 200 270 85

880TAB-RT-K450 single-row 880TAB-RT-K450-R200-130-1 200 130

880TAB-RT-K450 double-row 880TAB-RT-K450-R200-250-2 200 250 120

880TAB-RT-K450 three-row 880TAB-RT-K450-R200-370-3 200 370 120
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Curved Track for 1060 Series

 Material: UHMW-PE, color: black or purple;
 Work temperature: -30°C~+90°C;
 Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows
Item Code Min Radius Width T

1060-K325 single-row 1060-K325-R500-100-1 500 100
1060-K325 double-row 1060-K325-R500-185-2 500 185 85
1060-K325 three-row 1060-K325-R500-270-3 500 270 85
1060-K325 four-row 1060-K325-R500-355-4 500 355 85
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Curved Track for sideflex chain
Material: UHMW-PE, color: black or purple;
Work temperature: -30°C~+90°C;
Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows
Item Code Min Radius Width T

63 single row 63-R150-80-1 150 80
63 double row 63-R150-185-2 150 185 65
83 single row 83-R150-100-1 150 100
83 double row 83-R150-185-2 150 185 85
103 single row 103-R250-110-1 250 110
103 double row 103-R250-215-2 250 215 105
146 single row 146-R250-150-1 250 150
146 double row 146-R250-300-2 250 300 150
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Curved Track for sideflex chain
Material: UHMW-PE, color: black or purple;
Work temperature: -30°C~+90°C;
Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows
Item Code Min Radius Width T

82.6-C single row 82.6-C-R200-100-1 200 100
82.6-C double row 82.6-C-R200-185-2 200 185 85
103-2C single row 103-2C-R200-130-1 200 130
103-2C double row 103-2C-R200-235-2 200 235 105

Curved Track for 1843 Series
Material: UHMW-PE, color: black;
Work temperature: -30°C~+90°C;
Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number
of rows

Item Code Min Radius Width T
1843TAB-K125 single row 1843TAB-K125-R320-48-1 320 48
1843TAB-K125 double row 1843TAB-K125-R325-48-1 350 48
1843TAB-K125 single row 1843TAB-K125-R400-48-1 400 48
1843TAB-K125 double row 1843TAB-K125-R350-88-2 350 88 41
1843TAB-K125 double row 1843TAB-K125-R400-88-2 400 88 41
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Curved Track for 1873 Series
Material: UHMW-PE, color: black;
Work temperature: -30°C~+90°C;
Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows

Item Code Min Radius Width T

1873-K325 single-row 1873-K325-R400-100-1 400 100

1873-K325 double-row 1873-K325-R400-185-2 400 185 85

1873-K450 single-row 1873-K450-R400-130-1 400 130

1873-K450 double-row 1873-K450-R400-250-2 400 250 120

1873-K600 single-row 1873-K600-R500-160-1 500 160

1873-K600 double-row 1873-K600-R500-320-2 500 320 160

1873-K750 single-row 1873-K750-R500-200-1 500 200

1873-K750 double-row 1873-K750-R500-400-2 500 400 200

1873-K1000 single-row 1873-K1000-R500-260-1 500 260

1873-K1000 double-row 1873-K1000-R500-520-2 500 520 260

1873-K1200 single-row 1873-K1200-R500-310-1 500 310

1873-K1200 double-row 1873-K1200-R500-620-2 500 620 310

1873-K2000 single-row 1873-K2000-R610-520-1 610 520
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Track for Vertical chain

Material: UHMW-PE, color: black/purple;
Work temperature: -30°C~+90°C;
Radian: 15°~90 °;

Code Identification：Chain Code+Center Radius+Width+ Number of rows

Item Code Min Radius Width T

single-row track R500-88-1 500 88

enter side track L418-88-1 418 88

out side track L418-88-1 418 88
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Code Item Material color Length Code Item Material color length

914A Chain guide SS+PE green 3M/PC 916A Chain guide SS+PE green 3M/PC

914B Chain guide AA+PE green 3M/PC 916B Chain guide AA+PE green 3M/PC

914A 914B 916A 916B

Code Item Material color Length Code Item Material color length

914C Chain guide SS+PE green 3M/PC 916D Chain guide SS+PE green 3M/PC

Code Item Material color weight Code Item Material color weight

915 Guide shoe nylon black 55g 917 Guide shoe nylon black 60g



SHANGHAI LILAI CHAIN CO.,LTD

344

Code Item Material color Length Code Item Material color length

918 Chain guide AA+PE green 3M/PC 920B Chain guide AA+PE green 3M/PC

Code Item Material color Length Code Item Material color length

919 Chain guide SS+PE white 3M/PC 921 Chain guide AA+PE green 3M/PC

Code Item Material color Length Code Item Material color length

920A Chain guide SS+PE green 3M/PC 922 Chain guide AA+PE green 3M/PC
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Code Item Material color Length Code Item Material color length

924 Chain guide AA+PE green 3M/PC 929 Chain guide AA+UPE Blue 3M/PC

Code Item Material color Length Code Item Material color length

923 Chain guide AA+PE green 3M/PC 930 Chain guide AA+UPE BLUE 3M/PC

Code Item Material color Length Code Item Material color length

925 Chain guide AA+UPE blue 3M/PC 931 Chain guide AA+UPE blue 3M/PC
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Code Item Material color Length Code Item Material color length

932 Chain guide AA+UPE blue 3M/PC 933 Chain guide AA+PE white 3M/PC

Code Item Material color Length Code Item Material color weight

934 Chain guide AA+UPE white 3M/PC 933 Guide shoe nylon black 53g

Code Item Material color Length Code Item Material color length

935 Chain guide AA+UPE white 3M/PC 936 Chain guide AA+UPE blue 3M/PC
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Code Item Material color Length Code Item Material color length

937 Chain guide AA+UPE blue 3M/PC 940 Chain guide AA+PE white 3M/PC

Code Item Material color Length Code Item Material color length
919B Chain guide AA+UPE green 3M/PC 928A Chain guide PE black 3M/PC

928B Chain guide PE black 3M/PC

928C Chain guide PE black 3M/PC

Code Item Material color weight Code Item Material color width
938A Guide shoe nylon black 190g 912 T type 20 SS+PE white 20
It is used for 921 chain guide. 912A T type 25 SS+PE white 25

912B T type 32 SS+PE white 32
912C T type 40 SS+PE white 40
912D T type 50 SS+PE white 50
912E T type L 32 SS+PE white 32
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Code Item Material weight code name material L mm roller cover
90926 Guide rods SS 0.1 1 Chain guide Nylon+SS 1036 white black

code name material L mm roller cover
902 Chain guide Nylon+SS 1036 white black

Code Item Material weight code name material L mm roller cover
927 Guide connector SS black 903 Chain guide Nylon+SS 1036 white black

Code Item Material  L

926B Guide rods SS

MOQ: 100 pcs

Code Item Material  L

926C Guide rods SS

MOQ: 100 pcs
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code name material L mm roller cover code name material L mm weight
904 Chain guide Nylon+SS 1036 white black 906 frame SS 3000 1.4kg

906-B frame Alu alloy 3000 1.68kg

code name material L mm roller cover code name material L mm weight
905 Chain guide Nylon+SS 3000 white black 907 Chain guide SS+POM 1024 3.36kg

code name material L mm roller cover
905 Chain guide Nylon+SS 3000 white black
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code name material weight roller code name material weight
909 Chain guide POM+nylon 5.87kg White/green 910C Chain guide Nylon+TPE 1.62kg

code name material weight roller code name material weight
910 Chain guide POM+nylon 3.29kg White/blue 911 Chain guide Nylon+POM 5kg

code name material weight
911C Chain guide Nylon+TPE 1.32kg
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code name material weight roller
913A Chain guide POM+nylon 4.05kg White

code name material weight roller
913B Chain guide POM+nylon 3.95kg Green

code name material weight roller
913C Chain guide POM+nylon 3.57kg Black/green
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914AG roller chain guide

Remarks: the frame can choose aluminium alloy or stainless steel, the roller can choose POM or
POM+rubber cover;
Roller color: POM have white and green to choose

POM+rubber cover have black and green to choose
Length: 3 meter per piece

914BG roller chain guide

Remarks: the frame can choose aluminium alloy or stainless steel, the roller can choose POM or
POM+rubber cover;
Roller color: POM have white and green to choose

POM+rubber cover have black and green to choose
Length: 3 meter per piece
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914CG roller chain guide

Remarks: the frame can choose aluminium alloy or stainless steel, the roller can choose POM or
POM+rubber cover;
Roller color: POM have white and green to choose

POM+rubber cover have black and green to choose
Length: 3 meter per piece

914DG roller chain guide

Remarks: the frame can choose aluminium alloy or stainless steel, the roller can choose POM or
POM+rubber cover;
Roller color: POM have white and green to choose

POM+rubber cover have black and green to choose
Length: 3 meter per piece
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code name material color weight code name material color weight
914XJT-A Guide shoe POM+SS white 49g 914XJT-C Guide shoe UPE+SS white 115g

Molded injection processed machined processed

code name material color weight code name material color weight
914XJT-B Guide shoe POM+SS white 53g 914XJT-D Guide shoe UPE+SS white 143g

Molded injection processed machined processed
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-42
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Tensioner type A

Tensioner type B

Tensioner type C
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	882TAB  series
	1060 series
	Flexible chain 
	Table top chain with rubber

	Metal table top chain 
	SS812 
	SS802
	SS CHAIN WITH RUBBER
	SS881 M
	SS881
	SS881TAB

	Modular belt 
	P=9 (T-2500)
	P=12.7
	T-1900
	T-2100
	T-2200
	T-3500

	P=15.2 (T-200)
	P=15.5 (T-2600)
	P=18.5(DJ-100)
	P=19.05
	T-300
	T-400
	T-700

	P=25.4
	T-100
	T-800 (Side flexing)
	T-1000
	T-1200
	T-1500
	T-1600 (Side flexing)
	T-2300
	T-2400
	T-2900
	T-3100
	T-3900

	P=27.2 (900 SERIES)
	P=27.94 (T-2000)
	P=31.75
	T-2700 ( Side flexing small radius)
	T-2800 ( Fixed Radius )

	P=38.1 (T-1300)
	P=46 (T-1700 side flexing)
	P=50 ( T-1100 side flexing )
	P=50.8 
	T-1800
	T-3300
	T-3800
	A series
	B series

	P=57.15
	T-500
	T-600
	T-500 (SS pin)

	P=80.7(T-3200)

	Snap -on Chains
	1873 series
	1873-D
	1873-G4
	1873-K1600(K2000)
	HF1873
	1873 series
	3873 series
	843 series
	845G
	1843TAB

	Plastic roller chain
	40P & 60P
	Roller chain

	LBP CHAIN
	Case Chain 
	L-1 & RT1400
	1701
	1702
	1703 
	2600PT
	1704
	1705
	1400
	2600
	sushi chain
	Sprocket for case chain

	Conveyor components
	Brackets
	Cross clamp
	Rail clamp
	Return wheel & hinge
	level feet
	Conveyor frame supports
	other components
	finger plate
	SS parts
	shaft bush
	bearing

	Corner track
	880TAB/881TAB
	882TAB
	880 BEVEL
	880M
	880TAB-RT
	1060
	1873 series

	Chain Guide & profile 
	Roller guide

	Wear Strips 
	Chain tensiner 

