
Main application: food and beverage industry
such as transportation of bottles, cans etc.

Mat: POM. Work temp:-40°C to 90 °C
Pin mat.: Stainless steel

Max speed :50m/min, lubrication 30m/min dry
Working load (25°C) 1230N,Max.length 12m

805 Single hinge Chains

Code Width/mm Weight/(kg/m) Backflex radius

Travel

PLASTIC STRAIGHT RUNNING CHAINS

Ref.
P2

1

P191-215
Ref.  

P238-241
Ref.

P226-237
Ref.



Mat.: Polyamide PA6, Machined, high precision, matching well.

Good strength, can be used in heavy load transport

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision ,matching well.
Good strength, can be used in heavy load transport

Bore tolerance :

CodeCode

Code Teeth No.  PD  OD Bore/mm

Teeth No. D A Bore/mm

805 Sprockets

805 Idlers

 PD 
 OD

PLASTIC STRAIGHT RUNNING CHAINS

2



Max speed :50m/min lubrication 30m/min dry
Pin mat.: Stainless steel
Mat: POM. Work temp:-30°C to 90 °C

Main application: food and beverage industry
such as transportation of bottles, cans etc.

Working load (25°C) 1230N,Max.length 12m

Travel

Code Weight/(kg/m)Width/mm Backflex radius

810 Single hinge Chains

PLASTIC STRAIGHT RUNNING CHAINS

3

P4
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



Mat.: Polyamide PA6, Machined, high precision , matching well

Good  strength, can be used in heavy load transport

Bore tolerance :

Code Teeth No.  PD OD Bore/mm

Mat.: Polyamide PA6, Machined, high precision, matching well

Good  strength, can be used in heavy load transport

Bore tolerance :

Code Teeth No. D  Bore/mm

810 Sprockets 

810 Idlers

 PD 

OD 

PLASTIC STRAIGHT RUNNING CHAINS
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820 Single hinge Chains

Max speed :50m/min lubrication 30m/min dry

Pin mat.: Stainless steel

Mat: POM. Work temp:-30°C to 90 °C

 Main application: food and beverage industry
such as transportation of bottles, cans etc.

Working load (25°C) 1230N,Max.length 12m

Travel

Code Width/mm Weight/(kg/m) Backflex radius

PLASTIC STRAIGHT RUNNING CHAINS

5

P10-11
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



PLASTIC STRAIGHT RUNNING CHAINS

Main application: transportation of strip,round shape etc

Series with cleats/flights

Mat: POM. Work temp: -30°C to 90°,Color :white
Pin mat.: Stainless steel
weight:2.9 KG /M

direcion

Main application: transportation of round shape etc

Mat: POM. Work temp: -30°C to 90°,Color :white
Material of cleats : SS 304 
Pin Materail : Stainless Steel
Weight:1.1 kg/m ,weight of cleats:46 g/pc

6



Main application:anti-static production conveyor

Mat:anti-static POM,resistivity:

Color:black, work temp:
Pin mat.: Stainless steel 

Max speed :50m/min lubrication  30m/min dry

Working load (25°C) 1230N,Max.length 12m

Travel

Width/mmCode Weight/(kg/m) Backflex radius

820 Anti-static Single hinge Chains

-30°C to 90 °C

PLASTIC STRAIGHT RUNNING CHAINS

7

P10-11
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



820 Single hinge Chains

Main application: transportation of bottles, cans etc.

Color :coffeeMat: POM. Work temp: -30°C to 90°,

Pin mat.: Stainless steel

Max speed: 50m/min lubrication 30m/min dry

Working load (25°C) 1230N,Max.length 12m

Travel

Code Width/mm Weight/(kg/m) Backflex radius

PLASTIC STRAIGHT RUNNING CHAINS

8

P10-11
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



820G Single hinge Chains
Main application: food and beverage industry
such as transportation of bottles, cans etc.

Mat: POM. Color:coffee,Work temp:-30°C to 90 °C

Pin mat.: Stainless steel
Sprockets same as 880 series chain 
Max speed :50m/min lubrication 30m/min dry
Working load (25°C) 1230N,Max.length 12m

PLASTIC STRAIGHT RUNNING CHAINS

Travel

Ref. P36

Code Width/mm Weight/(kg/m) Backflex radius

Ref. 
P191~215

Ref. 
P238~241

Ref. 
P226~237

9



Good strength, can be used in heavy load transport
Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision ,
matching well

820 Sprockets

Code Teeth No. PD OD Bore/mm

Mat.: Reinforced PA,Mould

Bore tolerance :

Apply for fixed shafts , easy to install

Code Teeth No. PD OD Bore/mm

PLASTIC STRAIGHT RUNNING CHAINS

PD

OD

OD

PD

10



Polyamide PA6, Machined,high precision,matching well 

Good strength, can be used in heavy load transport

Meanwhile, suit for stainless steel chains 812

Bore tolerance :

Code Teeth No. Bore/mm

Mat.: Reinforced PA, Plastic Injection Moulding

Apply for normal work load transport

Meanwhile, suitable for stainless steel chains 812

Bore tolerance : 

Code Teeth No. Bore/mm

820 Idlers

PD OD

PD OD

PLASTIC STRAIGHT RUNNING CHAINS
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Main application: food and beverage industry,

such as transportation of bottles,cans etc.

Mat.: POM  Temp: -30°C to 90 °C

Pin Mat.: Stainless steel

Max speed 50m/min lubrication 30m/min dry

Working load (25°C) 2680N, Max length 15m

821 Double hinge Chains

Travel

Code Width/mm Weight/(kg/m) Backflex radius

PLASTIC STRAIGHT RUNNING CHAINS

12

P14-15
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



HF821-K1800Single hinge Chains

Main application: food and beverage industry
such as transportation of bottles, cans etc.

Mat: POM. Color:coffee,Work temp:-30°C to 90 °C

Pin mat.: φ6.3mm Stainless steel

Working load (25°C) 1230N,Max.length 12m

PLASTIC STRAIGHT RUNNING CHAINS PLASTIC STRAIGHT RUNNING CHAINS

Ref.  
P14~15

Ref. 
P191~215

Ref. 
P238~241

Ref. 
P226~237

Code Width/mm Q/mmWeight/(kg/m) Backflex radius

13



821 Sprockets
Mat.: Polyamide PA6, Machined, high precision, matching well
Bore tolerance:
Good strength, can be used in heavy load transport

Meanwhile, suit for stainless steel chains 802

Code Teeth No PD OD Bore/mm

Mat.: Reinforced PA, Mould

Bore tolerance :

Meanwhile, suite for stainless steel chains 802

Mat.Polyamide, Machined,high precision , matching well
Bore tolerance:
Good strength, can be used in heavy load transport
Meanwhile, suit for stainless steel chains 802

Code Teeth No. OD Bore/mm

Code Teeth No. PD OD Bore/mm

PLASTIC SIDEFLEX CHAINS

PD

OD

PD

OD

14



821 Idlers
Polyamide PA6, Machined,high precision,-
matching well
Bore tolerance :
Also for SS802 

821 Idlers (small one)
Polyamide PA6, Machined,high precision,-
matching well

Apply for normal work load transport

Bore tolerance :

PLASTIC STRAIGHT RUNNING CHAINS

Code Teeth No PD Bore/mm

Code PD Bore/mm

15



880TAB Sideflex chains

Max speed 50m/min lubrication, 30m/min dry

Pin Mat.: Stainless steel

Main application: food and beverage industry ,
such as transportation of bottles, cans etc.
Mat: POM
Work temp:-30°C to 90 °C

Working load (25°C) 2100N,Max.length 12m

Travel

Code Width/mm Weight/(kg/m) Backflex radius Sideflex radius

PLASTIC SIDEFLEX CHAINS

16

P36
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



Main application: Anti-static production conveyor

Mat: anti-static POM,resistivity color: black
Work temp:  -30°C to 90°

Pin: stainless steel
Max speed 50m/min lubrication,  30m/min dry

Working load (25°C) 2100N,Max.length 12m

Travel

Code Width/mm Weight/(kg/m) Backflex radius Sideflex radius

880 Anti-static Sideflex chains880TAB Anti-static Sideflex Chains 

PLASTIC SIDEFLEX CHAINS

17

P36
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



880 Sideflex chains with flat pins

Main application: food and beverage industry ,
such as transportation of bottles,cans etc.

Mat: POM Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Max speed: 50m/min lubrication 30m/min dry

Working load (25°C) 2100N,Max.length 9m

Code Width/mm Weight/(kg/m) Backflex radiusSideflex radius

PLASTIC SIDEFLEX CHAINS

18

P36
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



PLASTIC STRAIGHT RUNNING CHAINS PLASTIC STRAIGHT RUNNING CHAINS

880TAB Sideflex chains

Mat: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Color: coffee

Weight: (POM) 1.52kg/m

Working load (25°C) 2100N,Max.length 12m

Ref. P36
Ref. 
P191~215

Ref. P216 Ref. 
P238~241

Ref. 
P226~237

Code Width/mm Weight/(kg/m) Min sideflex radius Backflex radius

19



882TAB Sideflex chains

Max speed 50m/min lubrication 30m/min dry

Pin mat.: Stainless steel

Main application: food and beverage industry ,
transportation of bottles,cans etc.

Travel

Mat: POM Work temp:-30°C to 90 °C

Working load (25°C) 3830N,Max.length 15m

Code Width/mm Weight/(kg/m) Sideflex radiusBackflex radius

PLASTIC SIDEFLEX CHAINS

20

P37
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



880 Sideflex chains

Main application: food and beverage industry ,
such as transportation of bottles,cans etc.

Mat: POM

Work temp:-30°C to 90 °C

Pin mat.: Stainless steel
Max speed: 50m/min lubrication 30m/min dry
Working load (25°C) 2100N,Max.length 9m

Code Width/mm Weight/(kg/m) Backflex radius Sideflex radius

Travel

PLASTIC SIDEFLEX CHAINS

21

P36
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



880M Magnetic sideflex chains

Main application: food and beverage industry ,
such as transportation of bottles,cans etc.

Mat: POM

Work temp:-30°C to 90 °C

Pin mat.:Carbon steel

Max speed 50m/min lubrication 30m/min dry

Working load (25°C) 2100N,Max.length 9m

Width/mmCode Sideflex radiusBackflex radiusWeight/(kg/m)

Travel

PLASTIC SIDEFLEX CHAINS

22

P36
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



880TAB-RT Sideflex chains
with small radius

such as transportation of bottles,cans etc.
Mat: POM. Work Temp:-30°C to 90 °C
Pin mat.: Stainless steel
Max speed:50m/min lubrication 30m/min dry
Working load (25°C) 2100N,Max.length 12m

Main application:  transporation for light load conveyor

Code Width mm Weight Kg/M Backflex Radius Sideflex Radius

Main application: Sterilizing machine through which water and air can pass

Code Width mm Weight Kg/M Backflex Radius Sideflex Radius

Plastic side flex chain

23

P36
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



PLASTIC STRAIGHT RUNNING CHAINS

1060 Heavy Load chain
Main application: food and beverage industry ,
such as transportation of bottles,cans etc

Mat.: POM. Work temp:-30°C to 90 °C
Pin mat.: Stainless steel
Max speed 50m/min lubrication 30m/min dry
Working load (25°C):1710N, Max.length: 12m

1060TAB Heavy Load 
Main application: food and beverage industry ,
such as transportation of bottles,cans etc

Mat.: POM. Work temp:-30°C to 90 °C
Pin mat.: Stainless steel
Max speed 50m/min lubrication 30m/min dry
Working load (25°C):1710N, Max.length: 12m

Ref. P25 Ref. 
P191~215

Ref. P221 Ref. 
P238~241

Ref. 
P226~237

Ref. P25 Ref. 
P191~215

Ref. P226 Ref. 
P238~241

Ref. 
P226~237

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

PLASTIC STRAIGHT RUNNING CHAINS

24



1060 Sprocket Machined type 
Mat.: Reinforced PA 
Apply for normal work load transport

Bore tolerance:

Code Teeth No PD OD S Bore/mm

1060 Sprocket  Molded type
Mat.: Reinforced PA, Plastic Injection Moulding

Sprocket Bore tolerance:

Idle Bore tolerance:

Code Teeth No PD OD S Bore/mm

PLASTIC STRAIGHT RUNNING CHAINS

25



Plastic side flex chain

Code Width mm Weight Kg/M Backflex R Sideflex R

82.6-R150 Sideflex chains
with small radius

Main application: light items transportation
and 360°circular transport
Mat: POM. Work temp:-30°C to 90 °C
Pin mat.: Stainless steel
Max speed: 50m/min lubrication 30m/min dry
Working load (25°C): 2100N, Max.length 12m

Code Width mm Weight Kg/M Backflex R Sideflex R

Main application: food and beverage industry ,
such as transportation of bottles,cans etc.
Mat.: POM. Work temp:-40°C to 90 °C
Pin mat.: Stainless steel
Max speed 50m/min lubrication 30m/min dry
Working load (25°C): 4200N, Max.length: 12m

Side Flex Chain 

26

P38
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.

P37
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



CODE 63-C

Flexible chain

Main application: light items transportation
and 360°circular transport
Mat: POM. Work temp:-30°C to 90 °C
Pin mat.: Stainless steel
Max speed 80m/min lubrication, 50m/min dry
Working load (25°C) 2100N,Max.length 12m

Code Width mm Weight Kg/M Backflex R Sideflex R

CODE 63 -CD

Code Width mm Height mm Backflex R Distance K

Direction

Direction

Plastic side flex chain

27

P39
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.

P39
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



Code 83-C

Code 83--CG with roller 

Code 103-C

Ref. P39 Ref. 
P191~215

Ref. P222 Ref. 
P238~241

Ref. 
P226~237

Ref. P40
Ref. 
P191~215

Ref. 
P238~241

Ref. 
P226~237

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

Ref. P39
Ref. 
P191~215 Ref. P222

Ref. 
P238~241

Ref. 
P226~237

PLASTIC STRAIGHT RUNNING CHAINS PLASTIC STRAIGHT RUNNING CHAINS

28



Flexible Chain

Code Width mm Weight Kg/M Backflex R Sideflex R

Code Width mm Weight Kg/M Backflex R Sideflex R

Direction

Direction

 Code 146-C

Code 82.6-C

Ref. Ref.

29

P40
Ref. 

P191-215
Ref.

P238-241 P226-237

P40
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



Code 82.6-CD

Code 82.6-CX

Code Width mm Weight Kg/M Backflex R Sideflex R

Direction

Direction

Code Width mm Backflex R Sideflex RWeight Kg/M

Flexible Chain

Ref. Ref.

30

P40
Ref. 

P191-215
Ref.

P238-241 P226-237

P41
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



82.6 Flexible chain with bearing

Main application :  All kinds of transpotation . 
Mat.: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

PLASTIC STRAIGHT RUNNING CHAINS

Ref. P40 Ref. 
P191~215

Ref. P223
Ref. 
P238~241

Ref. 
P226~237

Ref. P40 Ref. 
P191~215

Ref. P223
Ref. 
P238~241

Ref. 
P226~237

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

82.6 Flexible chain with rubber and bearing
Main application :  All kinds of transpotation . 

Mat.: POM. Work temp:+1°C to+80 °C

Pin mat.: Stainless steel

31



CODE 103-2C

Code Width mm Weight Kg/M Backflex R Sideflex R

CODE 103-2CD

Code Width mm Height of Cleats Sideflex R Distance k

Ref.
P121-139

Ref.
P156-158

Ref.
P149-155

Direction

Direction

32

Flexible Chain

P41
Ref. 

P41
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



63/83/103 Flexible chain with carbon steel 
Main application :  All kinds of transportation .  High 
temperature and wear resistance.
Mat.: POM. Work temp:-30°C to 90 °C

Material of surface : Carton steel 

Pin mat.: Stainless steel

PLASTIC STRAIGHT RUNNING CHAINS

Ref. P39
Ref. 
P191~215Ref. P40 Ref. P41

Ref. 
P238~241

Ref. 
P226~237

Ref. P42 Ref. 
P191~215

Ref. P41

Ref. 
P238~241

Ref. 
P226~237

Code

Code

Width/mm

Width/mm

Pitch/mm Pin/mmWeight/(kg/m)

Weight/(kg/m)

sideflex radius

sideflex radius

Backflex radius

Backflex radius

Working load/N

50.8-C Flexible chain 
Main application:All kinds of tobacoo transportation

Mat.: POM. Work temp:-30°C to 90 °C

Working load (25°C):2670N/M

Pin mat.: Stainless steel

33



HF50.8-C flexible chain with 
For inclined conveyor 

Mat.: POM+Rubber . Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

PLASTIC STRAIGHT RUNNING CHAINS

Ref. P42
Ref. 
P191~215 Ref. P222

Ref. 
P238~241

Ref. 
P226~237

Ref. P42 Ref. 
P191~215

Ref. 
P238~241

Ref. 
P226~237

Code

Code

Width/mm

Width/mm

Weight/(kg/m)

Weight/(kg/m)

sideflex radius

sideflex radius

Backflex radius

Backflex radius

Working load (25°C):2100N/M

70-C flexible 
Main application :  All kinds of transportation

Mat.: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Working load (25°C):1000N/M

34



PLASTIC STRAIGHT RUNNING CHAINS

70B flexible chain
Main application :  All kinds of transportation

Mat.: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Working load (25°C):1000N/M

Sprockets same as 70 flixiblechain 

Ref. P42
Ref. 
P191~215

Ref. 
P238~241

Ref. 
P226~237

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

35



Mat.Polyamide PA6, Machined, high precision, matching well
Bore tolerance :
Good strength, can be used in heavy load transportation

880 Sprockets

Mat.: Reinforced PA,Plastic Moulding
Bore tolerance :

Code Teeth No. PD OD Bore/mm

Code Teeth No. PD OD Bore/mm

PLASTIC SIDEFLEX CHAINS

PD

OD

PD

OD

36



882 Sprockets

Mat.: Polyamide PA6, Machined,high precision, matching well
Bore tolerance:
Good strength, can be used in heavy load transportation

Bore tolerance:

Code Teeth No PD OD Bore/mm

PLASTIC SIDEFLEX CHAINS

Code Teeth No. PD OD Bore/mm

PD
OD

OD

PD

Mat.: Reinforced PA,Plastic Moulding

37



Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength, can be used in heavy load transport

Bore tolerance

Code Teeth No PD OD Bore/mm

PLASTIC SIDEFLEX CHAINS

82.6-R150 Sprocket

OD

PD

38



Sprockets for flexible chains 83/103
Mat.: Nylon PA6, Machined,high precision, matching well

Bore tolerance :

Code Teeth No Bore/mmPD OD

Code 63  Sprockets

Mat.: Polyamide PA6, Machined, high precision, matching well
Bore tolerance:
Good strength, can be used in heavy load transport

Code Teeth No PD OD Bore/mm

PLASTIC SIDEFLEX CHAINS

PD

OD

Code 83/103 Sprockets

PD

OD

39



Code 146 Sprocket
Mat.Polyamide PA6, Machined, high precision, matching well
Bore tolerance :
Good strength, can be used in heavy load transportation

Code 82.6 Sprocket
Mat.Polyamide PA6, Machined, high precision, matching well
Bore tolerance :
Good strength, can be used in heavy load transportation

Code Teeth No. PD OD Bore/mm

PLASTIC SIDEFLEX CHAINS

Code Teeth No. OD Bore/mmPD

PD

PD

OD

OD

40



Mat.Polyamide PA6, Machined, high precision, matching well

Bore tolerance :
Good strength, can be used in heavy load transportation

Mat.Polyamide PA6, Machined, high precision, matching well

Bore tolerance :
Good strength, can be used in heavy load transportation

Flexible chain

82.6-CX with rubber nails sprockets

103-2C Sprockets

PD 

OD

PD 

OD

Code Teeth No. Bore/mmPD OD

Code OD Bore/mmPDTeeth No

41



PLASTIC STRAIGHT RUNNING CHAINS

Code 50.8  Sprockets

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength, can be used in heavy load transport

Bore tolerance:

Code Teeth No PD OD Bore/mm

Code Teeth No PD OD S Bore/mm

Code 70  Sprockets

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength, can be used in heavy load transport

Bore tolerance:

42



PLASTIC STRAIGHT RUNNING CHAINS

HF820 Single hinge Chain with top rubber 
Main application: transportation of cartons, cans etc

Mat.: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Ref. 
P10~11

Ref. 
P238~241

Ref. 
P191~215

Ref. 
P226~237

Code
Width

Weight
MatWorking load

43



PLASTIC STRAIGHT RUNNING CHAINS

HF821 Double hinge Chain with top rubber 

Main application: transportation of cartons, cans etc

Mat.: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Ref. 
P14~15

Ref. 
P238~241

Ref. 
P191~215

Ref. 
P226~237

Code
Width

Weight Mat

Working load

44



HF880TAB Sideflex chain with top rubber 
Main application: transportation of cartons, cans etc

Mat.: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Ref. P216Ref. 
P238~241

Ref. 
P191~215

Ref. 
P226~237

Code
Width

Weight Mat
Working load

PLASTIC STRAIGHT RUNNING CHAINS

Ref. P36

45



HF882TAB Sideflex chain with top rubber 

Main application: transportation of cartons, cans etc

Mat.: POM. Work temp:-30°C to 90 °C

Pin mat.: Stainless steel

Code
Width

Weight Mat
Working load

PLASTIC STRAIGHT RUNNING CHAINS

Ref. P217
Ref. 
P238~241

Ref. 
P191~215

Ref. 
P226~237Ref. P37

46



Plastic snap-on chain with top rubber 
Main application :  All kinds of transportation . 

Mat.: POM. color coffee Work temp:-30°C to 90 °C

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)

Supply unit:1.524mtr (5ft)

Code
Width

Weight MatPin Mat

Working load

Ref. P224
Ref. 
P238~241

Ref. 
P191~215

Ref. 
P226~237Ref. P270

SS

CS

PLASTIC STRAIGHT RUNNING CHAINS
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812 Stainless steel Single hinge chains

Main Appication: transportation for various of glass bottles,
and heavy load items
Mat:stainless steel
Max.speed:50m/min, lubrication, 30m/min,dry.
lubrication suggested

Working load : 2250N, Max transportation length: 15m

Sprockets are the same with chains 820

Travel

Code Width/mm Weight/(kg/m) Backflex radius

SS STRAIGHT RUNNING CHAINS

48

P51-52
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



802 Stainless steel double hinge chains

Main Appication: transportation for glass bottles,
and heavy load items

Mat.: Stainless steel
Max.speed:50m/min, lubrication, 30m/min,dry.
Best for wines trans, lubrication suggested
Working load : 3500N, Max transportation length: 15mtr
Sprockets are the same as chains 821

Travel

Code Width/mm Weight/(kg/m) Backflex radius

SS STRAIGHT RUNNING CHAIN

49

P52-53
Ref. 

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



Stainless steel chains with rubber inserts

Main Appication: inclined transportation

Mat.: Plates-stainless steel; Inserts-Natural rubber

Travel

Code Width/mm Rubber Width Rubber thickness

SS STRAIGHT RUNNING CHAIN

Best for paper cartoon trans

Rubber insert surface

With rubber

With rubber

50

P51-53
Ref.

P191-215
Ref.

P238-241
Ref.

P226-237
Ref.



812 Sprockets
Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength, can be used in heavy load transport
Bore tolerance :

Code Teeth No. PD OD Bore/mm

Mat: Reinforced PA+fiberglass, plastic injection moulding
Apply for fixed shafts, easy to install
Bore tolerance :

Code Teeth No. PD OD Bore/mm

OD

PD

PD

OD

SS STRAIGHT RUNNING CHAIN

51



812 Sprocket

Mat.: CS, Machined, high precision, matching well
Apply for normal work load transport

Code Teeth No PD OD Bore/mm

802 Idler

Mat.: Mat.: Polyamide PA6, Machined, high precision, 

Apply for normal work load transport

Bore tolerance :

Code PD Bore/mm

SS SIDEFLEX CHAINS

52



802 Idlers

Mat.: Polyamide PA6, Machined, high precision, matching well
Good strength, can be used in heavy load transport
Bore tolerance :

Code Teeth No. Bore/mmD

Sprockets

Mat.Polyamide PA6, Machined,high precision , matching well

Good strength, can be used in heavy load transport

Bore tolerance :

Code Teeth No. PD OD Bore/mm

OD

PD

SS STRAIGHT RUNNING CHAIN
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881M Magnetic sideflex chains

Main Appication: transportation for various of glass bottles,
and heavy load items

Mat:  Stainless steel

Max.speed: 50m/min, lubrication, 30m/min, dry.
lubrication suggested

Working load: 2250N, Max transportation length: 15m

Travel

Width/mmCode Weight/(kg/m) Backflex radius Sideflex radius

SS SIDEFLEX CHAINS
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Main Appication: transportation for various of glass bottles,
and heavy load items

Mat:  Stainless steel

Max.speed: 50m/min, lubrication, 30m/min, dry.
lubrication suggested

Working load: 2250N, Max transportation length: 15m

881 Stainless steel sideflex chains

Width/mmCode Weight/(kg/m) Backflex radius Sideflex radius

Travel

SS Sideflex Chain 
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Width/mmCode Weight/(kg/m) Backflex radius Sideflex radius

Main Appication: transportation for various of glass bottles,
and heavy load items

Mat:  Stainless steel

Max.speed: 50m/min, lubrication, 30m/min, dry.
lubrication suggested

Working load: 2250N, Max transportation length: 15m

881TAB  Stainless Steel sideflex chain

Travel

SS Sideflex Chain 

0
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P53
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881SSTAB Stainless Steel sideflex 
chain with top rubber 
Main application :  All kinds of transportation . 

transpotation of cartons. 

Rubber material:Nitrile Butadiene Rubber

Mat.: Stainless steel

Ref. P216 Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P53

Code Width/mm Weight/(kg/m) sideflex radiusBackflex radius

SS Sideflex Chain
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T-100 Flat top Modular belts
Main application: all kinds of glass bottles 
and packaging machine

Application :heavy load transpotation ,favourable exhaust ventilation effect

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP
Load: POM 17280N/M
Color: gray, coffee
Weight: POM: 12.50kg/m2

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Standard Width

Standard Width

T-100 Flush grid Modular belts

Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP

Load: POM 17280N/M

Color: gray, coffee Weight:11.9kg/m2

Open area: 11%

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P115

Modular blet
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Application :Single module Dynamic Transfer 
System for left- or right-hand self-clearing transfers to 
avoid dead plates at 90° transfers

T-100 DTS

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP

Load: POM 2630N/M

Color: gray, coffee Weight:1.7kg/m2

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P115

Modular blet
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T-100 perforated Modular belts with friction 

Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP

Load: POM 17280N/M   Open area: 8%

Color: white , coffee  Weight:13.3kg/m2

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P115

Standard Width

T-200 Flush grid Modular belts

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP
Load: POM 10500N/M   
Color: blue

Weight:5.77kg/m2
Open area: 28%

Main application: all kinds of glass bottles and packaging machine

Main Application :mostly used for inclined conveyors

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P115

Standard Width Non standard width

Modular blet
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Flat Top Modular belts
Main application: all kinds of glass bottles,packaging machine

Load: POM 10500N/M
Color: blue

Standard Width Non-standard Width

Non-standard Width,starts from 152.4mm,with 25.4mm increments.

Refer: Refer: Refer: Refer:

Modular belts
Main application: food,beverage,pharmacy,chemical,

mold parts and packaging machine conveyor

Load: POM 10500N/M
Color: coffee
Open area: 16%
Weight: POM 5.96kg/m2

Standard Width

Non-standard Width
Note: Non-standard Width, starts from 76.2mm, with 19mm increments

Tr
av

el

Tr
av

el

MODULAR BELTS

Mat: POM. Work temp: -40°C ~ +90 °C

Mat: POM. Work temp: -30°C ~ +90 °C
Pin Mat: PP

Pin Mat: PP
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P115 P191-215 P238-241 P226-237

P116

Refer:

P191-215

Refer:

P238-241

Refer:

P226-237

Refer:



T-300 Modular belts with Flights
Application: food and packaging conveying elevator

Standard height of flight: 25mm, 25mm,30mm,40mm,50mm,75mm

Tr
av

el

T-300 Modular belts with positrack

Positrack can keep the position and more stable
Side indent of the positrack : B=38.1+9.5*N

Tr
av

el

MODULAR BELTS
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T-300 Modular belts with positrack and flights
Positrack can keep the position and more stable
Side indent of the positrack : B=38.1+9.5*N
Standard height of flight: 20, 25, 30, 50,75mm

L M H K W B

Tr
av

el

T-400 Modular belts

Color: Coffee or Blue

Work Load: (POM)10500N

Weight: POM 6.66kg/m2

Tr
av

el

Non standard widthStandard Width

Non standard width , starts from 152.4, with 19mm increments

MODULAR BELTS

Application: Light conveying,plastic & glass bottle,
packaging machine conveyor

Mat: POM. Work temp: -30°C ~ +90 °C
Pin Mat: PP
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P116

Refer:

P191-215

Refer:

P238-241

Refer:
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Refer:



T-400 Modular belts with Flights

Standard height of flight: 20mm, 25mm, 30mm, 40mm, 50mm,75mm

Tr
av

el

T-400 Modular belts with positrack

Positrack can keep the position and more stable
Side indent of positrack : B=38.1+9.5*N

Tr
av

el

Application: food and packaging machine elevator conveying

Application: food and packaging elevator conveying

MODULAR BELTS
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T-400 Modular belt with friction surface

Load: POM,10500N/M
Color:  coffee

Tr
av

el

T-400 Modular belts with positrack and flights

Standard positrack: B=38.1+9.5*N
Standard height of flight: 20,25,30,40,50,75mm

Application: Food & packaging elevator converyor

Application: Light conveying,plastic & glass bottle,
packaging machine conveyor

MODULAR BELTS

Mat: POM. Work temp: -40°C ~ +90 °C
Pin Mat:PP
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P116
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T-400 Raised Rib Modular belts

T-400 Modular belts with flights + gap 

Mat: POM. Work temp: -30°C ~ +90 °C

Height of flights: H=25, 50、30、40、50、75

Pin mat.: PP
Load: POM 10500N/M   
Color: coffee

Application: Light conveying,plastic & glass bottle, packaging 
machine conveyor

Application:  For sorting Conveyor system 

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P116

Modular blet
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T-400 Modular belts with flights + holes

Height of flights: H=25, 50、30、40、50、75

Application:  For sorting Conveyor system 

Standard Width

Non standard width

Modular blet
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T-400 Modular belts with strengthened 

Pin of flights : Plastic or Stainless steel 

Application: mostly used for bottle capper 

T-500 Modular belts

Mat: PP. Work temp: +1°C ~ +98 °C, acidproof
Load: POM 23400N/M  Open area: 34%   
Color: gray    Weight:PP 12.50kg/m2

Main application: large sterilization machines, and 
accumulative table for bottles

Standard Width

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P117

Modular blet
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T-500/T-600 Strengthen Modular Belts
Main application: large sterilization machines,

and accumulative table for bottles

Pin/connecting joint: stainless steel
Connecting joint load: 2500N/Pcs
Work load: PP 23400N/M Open area: 34%
Color:Grey,         Weight:

Connecting joint

Connecting joint

Connecting joint Connecting joint

Connecting joint
Pin

Standard Width

Tr
av

el
T-600 Modular belts

Color: Grey,
Work Load: (PP) 23400N/M

Weight: PP 9.78kg/m2
Open area: 38%

Standard Width

Tr
av

el

MODULAR BELTS

Main application: large sterilization machines,
and accumulative table for bottles

Mat: PP. Work temp: +1°C ~ +98 °C, acidproof

Mat: PP. Work temp: +1°C ~ +98 °C, acidproof
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T-700 Modular belts

Color: Coffee
Work Load :(POM) 10500N/M (PP)5840N/M
Weight(Pom): 9.06kg/m2

Tr
av

el

Standard Width

MODULAR BELTS

Application: Light conveying,plastic & glass bottle,
cartoon, packaging machine conveyor

Non standard width
Non standard width, starts from 304.8mm, with 8.4mm increments

 

Mat: POM. Work temp: -30°C ~ +90 °C
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T-700 Flush Grid Modular belts

Load: POM 10500N/M  Open area: 14%   

Color: coffee   Weight:PP 8.78kg/m2

Application :heavy load transpotation ,favourable 
exhaust ventilation effect

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P117

Standard Width

T-700 DTS

Load: POM 1600N/M  

Color: coffee   Weight:1.2kg/m2

Application :Single module Dynamic Transfer 
System for left- or right-hand self-clearing transfers 
to avoid dead plates at 90° transfers
Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P117

Modular blet
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Modular belt

Application: Material sideflexing converyor
Side Flex  , Pitch: 25.4mm ,thickness:13mm.
The smallest Inner Radius is 2.7 times * W

T-800

Materail: POM Color:White

Open Area:42% Load:17280N/M

Weight:7.60kg/m2 Standard Width:228.5±12.7N

Inner Radius = 2.7
multiply width

Direction

Schematic Diagram :
Outside Lock

Schematic Diagram:
Inner Lock

State at the turn

Risk Warning ! Pls pay more attention on the Inner Radius.
Pls check carefully when you connect the  separated belts 

Keep the locks are same in one direction.
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Main Application :All kinds of glass bottles and packaging machine
Mat: POM. Work temp: -30°C ~ +90 °C

Pin Mat: PP
Work Load: 28000N/M
Color  : Drak Green

T-1000 Flat Top

T-1000 Flat Top with Right Angle

Standard Width

Direction

Direction

Modular belt
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T-1000 Flush grid Modular Belts

Load: POM 17280N/M   Open Area:30%

Color: coffee   Weight:5.5kg/m2

Main Application :All kinds of glass bottles and 
packaging machine

Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P118

Standard Width

Standard Width

T-1000 Flat top Modular belts with rollers

Load: POM 17280N/M 

Color: dark green   roller color:yellow

Application:All kinds of transpotation .
Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P118

Modular blet
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Modular blet

T-1000 limited type . W=83.8

T-1000 Flat top with positrack

Load: POM 17280N/M  

Weight:0.63kg/m2

Main Application :All kinds of glass bottles and 
packaging machine
Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP   color:dark green

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P118

CodeName Width/mm

Standard Width
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Modular blet

T-1000 Raised Rib modular belts 

Load: POM 17280N/M     Open area: 38%
Color:dark green   Weight:9.55kg/m2

Application:All kinds of transpotation . 

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Comb refer 
page 215 
,code 850

Ref. P118

Standard Width

T-1000 Modular belts with flights 

Application: for inclined conveyors

Height of flights: H=10, 25、40、50
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Application: Material sideflexing converyor
Side Flex  , Pitch: 50mm ,thickness:15mm.
The smallest Inner Radius is 2.2 times * W

T-1100

Materail: PP Color:White

Open Area:43% Load:14000N/M

Weight:8.84kg/m2 Standard Width:200+100N

Inner Radius = 2.2
multiply width

Pitch:50mm

Schematic Diagram :

Inner Lock
Schematic Diagram :

Outside Lock

State at the Turn

Risk Warning ! Pls pay more attention on the Inner Radius.
Pls check carefully when you connect the  separated belts 

Keep the locks are same in one direction.

Pin Materail is SS 304  or SS 202. 
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Refer:



Modular blet

T-1200 Modular Belts

Load: POM 17280N/M 
Color: dark green  

FT  FT  with Right Angle

FG FG with Right Angle

Weight:FT6.35kg/m2
Weight:FG5.76kg/m2

Main Application :glass & plastic bottles,conveyor

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P119-200

Standard Width

Non standard width



Modular blet

T-1200 Limited type .W=83.8

Load: POM 17280N/M  

Weight:0.67kg/m2

Main Application :All kinds of glass bottles and 
packaging machine
Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP   color:dark green

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. 
P119~120

CodeName Width/mm
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T-1300 Modular belts
Application: glass and plastic bottles, conveyor machine

Pin: PA6, stainless steel
Work load: POM,17000N/M
Color: coffee

T-1300 Flat Top Modular belts

T1300 Perforated Flat Top Modular belts

Tr
av

el
Tr

av
el

Standard Width

MODULAR BELTS

Mat: POM. Work temp: -30°C ~ +90 °C
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Refer:



T-1400 Modular Belts
Application: glass & plastic bottles, conveyor machine

Pin: POM,PP
Work load: POM,10500N/M
Color: blue

T-1400 Flush Grid Modular Belts Open area:14%

T-1400 Flat Top Modular belts

Standard Width

Non standard width

Non standard width, starts from 76.2, with 12.7mm increments

MODULAR BELTS

Mat: POM. Work temp: -30°C ~ +90 °C
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SHANG HAI LILAI CHAIN CO.,LTD 

T-1500

mm

680 765

340

850

425
935

1020

510 595

255

R

255+85N

W=255+85*N

MODULAR BELTS

Main Application :All kinds of glass bottles and packaging machine
Mat: POM. Work temp: -40°C ~ +90 °C
Pin Mat: Nylon PA6 , Roller Mat: Stainless Steel
Work Load: 28000N/M
Color of Belts/ roller : Drak Green

Standard Width

Modular belts
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P191-215

Refer:
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Refer:

P226-237

Refer:



Application: Material sideflexing converyor
Side Flex  , Pitch: 25.4mm ,thickness:13mm.
The smallest Inner Radius is 2.7 times * W

 T-1600Flush Grid

Materail: POM Color:Blue

Open Area:55% Load:15000N/M

Weight:6.8kg/m2 Standard Width:76.2*N±12.7n

Inner Radius = 3
multiply width

T-1600 Flush Grid

Risk Warning ! Pls pay more attention on the Inner Radius.
Pls check carefully when you connect the  separated belts 

Keep the locks are same in one direction.

Schematic diagram :
Outsider Lock

Schematic diagram :
inner Lock

Make sure the locks are same 

Modular belt
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Application: Material sideflexing converyor
Side Flex  , Pitch: 25.4mm ,thickness:13mm.
The smallest Inner Radius is 2.7 times * W

T-1600 Flat Top

Risk Warning ! Pls pay more attention on the Inner Radius.
Pls check carefully when you connect the  separated belts 

Keep the locks are same in one direction.

T-1600 Flat Top
Materail: POM Color:Blue

Lock Mat: PP lock color:Yellow

 Load:7010 N/M Weight:6.8kg/m2

Inner Radius = 3
multiply width

Standard W:228.+76.2N

Non Standard Width:152.4*N+12.7*n

Schematic diagram :
Outsider Lock

Make sure the locks are same 

Schematic diagram :
inner Lock

Modular belt
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Modular blet

T-1600 Flush grid with roller 

Load: POM 15000N/M 
Color: blue   roller color:white

Application:The unique roller design to reduce the 
friction of itself whichmakes conveying more stable .  
Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P122

Standard Width

T-1600TAB Flush grid 

Load: POM 15000N/M   Open area: 55%

Color: blue  white   weight:6.8kg/m2

The TAB design will enable the conveying more stable   

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P122

Standard Width Non standard width
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Modular blet

T-1600 Flat top with rubber 

The installation of the T-1600 with hook 

Pin mat.: PP   Load: POM 7010N/M 

Color: blue   rubber color:black  weight:5.6kg/m2

Application:Application: For all kinds of cartons ,pack-
ages inclined conveyors.The surface rubber  increases the 
friction and protects products above 

Mat: POM+rubber. Work temp:+1°C ~ +80 

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P122

Standard Width Non standard width
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Modular blet

T-1600 Flush grid with flights 

Application: for inclined conveyors
Height of flights: H= 25、50

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P122

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P122

T-1600 Flush grid with flights +sidewalls
Application: for inclined conveyors

Height of flights: H= 25、50

Standard Width

Non standard width
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T-1600  with hook ( SS Pin)

Materail: POM Color:Blue

Lock Mat: PP lock color:Yellow

 Load:24000 N/M Weight:13kg/m2

Inner Radius = 3
multiply width

Standard W:310.+76.2N

Non Standard Width:310+12.7*nOpen Area:55%

Application: Material sideflexing converyor
Side Flex  , Pitch: 25.4mm ,thickness:13mm.
The smallest Inner Radius is 2.7 times * W

T-1600 with Hook

Risk Warning ! Pls pay more attention on the Inner Radius.
Pls check carefully when you connect the  separated belts 

Keep the locks are same in one direction.

Make sure the locks are same 

Ref the schematic diagram 

Schematic diagram :
Outsider Lock

Schematic diagram :
inner Lock

Modular belt
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Modular Belts

T-1700 Modular Belts with stoppers
Main Application: Carton side flexing conveyor
open area:50%.  

Standard Width B=82.8+25.4*N K=304.8+25.4*N
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Main application: for food,tyre,and packaging conveyor

Mat:PP. Work temp: -30°C ~ +90 °C
Roller : White
Pin Mat:Nylon PA6 & SS
Word Load: 26160N/M .Open Area:18%

Roller Direction

Roller Direction

Standard Width: W=254+50.8*N

Application: glass bottles, conveyor machine
Mat: POM. Work temp: -30°C ~ +90 °C
Pin: PP ,Nylong PA6

Work load: POM,10500N/M
Color: blue,coffee

T-1900
Modular Belts

T-1800 Modular belts

W= 76.2NStandard Width 

W= 76.2N+12.7*nNon Standard Width

MODULAR BELTS Modular belt
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P226-237
Ref.
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Ref.

P191-215
Ref.
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P124
Refer
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Ref.
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Ref.
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T-2000 Flat Top Modular Belts

Application: canning conveyor

Load: POM 17280N/M; PP 8080N/M.
Open area: 39.5% Color: white

Standard Width

Non-standard Width

Length of belt

P is pitch.

Standard Width

Tr
av

el
Tr
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T-2000 Flat Top Modular Belts

Standard Width

P is pitch.

Length of belt

Non-standard Width

Standard Width

Color: white
Load: POM 17280N/M; PP 8080N/M

Application: cans,cartoon,bottles packaging conveyor

MODULAR BELTS

Mat: POM. Work temp: -30°C ~ +90°C

Mat: POM. Work temp: -30°C ~ +90°C
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Modular blet

T-2000 flights 

Mat: POMWork temp:-30°C ~ +90 °C

Application: for inclined conveyors

T-2000 sidewalls

Mat: POM  Work temp:-30°C ~ +90 °C

Height of sidewalls: H=50

Application: for inclined conveyors

Code

Code

Flat top

Flat top

Flush grid 

Height of flights

Height of flights

Width/mm

Width/mm
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T-2000 Flat top with flights Modular Belts
Application: cans, boxes and bottles conveyor

Height of flights: 5, 10, 15,25,50

Standard Width

Non standard width

Length of belt

Tr
av

el

Length of belt

Non standard width

Standard Width

Application: light weight elevating conveyor

T-2000 Flush Grid with flights Modular Belts

MODULAR BELTS

Refer
P77

Ref.
P156-158

Ref.
P149-155

Ref.
P121-139

Height of flights: 5, 10, 15,25,50
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Modular blet

T-2000 modular belts with flights and sidewalls

T-2000 Flat top with flights and sidewalls

T-2000 Flush grid  with flights and sidewalls

Height of flights and sidewalls: H=50 

Application: for inclined conveyors

Standard Width

Non standard width
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Modular blet

T-2000 Flat top with flights and sidewalls + gap

Height of flights : H=20、25、30、40、50

Application: for inclined conveyors

Standard Width

Non standard width
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Modular blet

T-2100 Modular belt 

Load: POM 10500N/M    
Color:coffee    Open area: 25%

Application: pharmaceutical industry, packaging machines 
Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP   

T-2100 Modular belt 

Load: POM 10500N/M    Open area: 25%
Color:coffee     Weight:0.39kg/m2  

Application: pharmaceutical industry, packaging machines 
Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P125

Standard Width

Non standard width

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P125
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Modular blet

T- 2200 modular belts with top rubber     

Features: bottom of the belt with lubricating 
oil ,low voice. High elasticity natural rubber
Hardness of Surface:65   Work Load:16000N/M

For Food,Beverage & packaging conveyor

Open Area:2%   Weight:9.53kg/m2

Work temp: -30°C ~ +90 °C  Pin mat.: PP  
Mat: POM with silicone oil . Top Green Rubber

 

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P125

Standard Width

Standard Width

T-2200 DTS 

Load: POM 16000N/M    Color:blue

Single module Dynamic Transfer System for left- or 
right-hand self-clearing transfers to avoid dead plates at 
90° transfers
Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P125
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Modular blet

T-2200 Flat top Modular Belts

Installation of the transfer plate 

For Food,Beverage & packaging conveyor

Load: POM 16000N/M 

Color:blue/dark green   Weight:8.6kg/m2

Mat: POM. Work temp: -30°C ~ +90 °C

Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P125 Ref. P212

Standard Width
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Modular blet

T-2200 Flat top with rubber 
Application: For all kinds of cartons ,packages inclined 
conveyors . The surface rubber  increases the friction and 
protects products above 

T-2200 Flat top with distant rubber 

Application: For all kinds of cartons ,packages inclined 
conveyors . The surface rubber  increases the friction and 
protects products above 

Load: POM 16000N/M 

Color:dark green   color of rubber : green  Weight:9.53kg/m2

Mat: POM+rubber . Work temp: -30°C ~ +80 °C
Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P125

Standard Width
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Modular blet

T-2300 Modualr Belts 

comb refer code871 
page205 

Application: For small cans, cartons,bottle conveyor

Color:blue

Mat: POM     Work temp: -30°C ~ +80 °C

Sprockets are same as T-1000

Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P118 Ref. P205

T-2300 Modualr Belts 

Color:blue

Mat: POM     Work temp: -30°C ~ +80 °C

Sprockets are same as T-1000

Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P118 Ref. P215
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Modular blet

T-2400 Modular belt 

The versatile roller can be turning 360 degree ,most 
appliction is for sorting packaging conveyor 

Mat: POM     Work temp: -30°C ~ +80 °C

Pin mat.: PP   

Roller mat.: POM/SS304 

Color:coffee/white    Weight:9.2kg/m2
Load: POM 16000N/M 

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P126

Standard Width
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Modular blet

T-2500 Flat top Modular belt 
Application: pharmaceutucal industry ,especially small 
bottles
Mat: POM     Work temp: -30°C ~ +90 °C
Pin mat.: POM     Color:coffee
Load: POM 5250N/M  Weight:6.1kg/m2

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P126

Standard Width

Standard Width

T-2500 Flush grid  Modular belt 

Application: pharmaceutucal industry ,especially small 
bottles

Mat: POM     Work temp: -30°C ~ +90 °C

Pin mat.: POM     Color:coffee

Load: POM 5250N/M  Open area:7%

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P126
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Modular blet

T-2600 Modular Belt
Main Application:heat shrinkable film、carton convey-
ing and packaging conveying.

Belt material：（POM），Working Temp:-30℃～+90℃；

Pin mat.: POM     

Working load：POM 11900N/M; Open area：12.5%。

Color:Belt/roller：Dark Green/yellow；Weight：7.71kg/m2.
Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P127

Standard Width
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T-2700 Side Flex Modular belt 

They are designed for packaging industry’s
most demanding applications,requiring high
speed and heavy loads curves

Material : Sp POM

Pin material : PBT .

Code Width mm Weight kg/m Ri（ inner Radius ) 

T-2700-255 255 3.24 472.5

Rm( Central Radius)

600

T-2700-340 340 3.97 630.0 800

T-2700-425 425 4.70 787.3 1000

T-2700-510 510 5.43 945.0 1200

T-2700-595 595 6.16 1102.5 1400

T-2700-680 680 6.90 1260.0 1600

T-2700-765 765 7.63 1417.5 1800

T-2700-850 850 8.36 1575.0 2000

Standard width W=255+85*N。

850 255+85*N765680595510425340255mm

100 101 102 103 105

106 107 108 109 110 111 112 113 114
115

116 117 119118 120 121 122 123 124 125

75

direction
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T-2700 Side Flex Modular belt 

They are designed for packaging industry’s
most demanding applications,requiring high
speed and heavy loads curves

Material : Sp POM

Pin material : PBT .

T-2700-SR340 340 3.91 330.0 500

T-2700-SR425 425 4.70 387.5 600

T-2700-SR510 510 5.43 545.0 800

T-2700-SR595 595 6.17 702.5 1000

T-2700-SR680 680 6.90 860.0 1200

T-2700-SR765 765 7.63 1017.5 1400

T-2700-SR850 850 8.36 1175.0 1600

Standard width W=340+85*N。

850 340+85*N765680595510425340mm

100 101 102 103 104

106 107 108 109 110 111 112 113 114
115

116 117 119118 120 121 122 123 124 125

第226～237页第238～241页第191～215页第127～128页

75

direction

Code Width mm Weight kg/m Ri（ inner Radius ) Rm( Central Radius)

105



Modular blet

106



Features Value

Bearing design more
stable,prevention of
rotating

Outer module with high
strength

SR design special inner module
-Inner Radius can be 1.2

Hook design

100 101 102 103 104 105

106 108 109 110 111 112 113 114
115

116 117 119118 120 121 122 123 124 125

Bearing design to 
reduce the abrasion 
when turning

For L、U、C type conveyor

Small radius
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Modular blet

T-2800 Fixed radius Conveyor 

Belt material：（POM），Working 
Temp:-30℃～+100℃；
Pin mat.: φ4 Stainless steel   
Working load：POM 11900N/M;
Max speed :48m/min, lubrication 30m/min dry
Color:gray

Standard Width

Material of belt PA6

~
48 meters/minutes

CS or SS
200 to 100 mm ( 206 increments) 

Material of frame

Width
Inner radius

Max speed 
Temp :

Working load 
Sideflexing angle
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Modular blet

Advantage 

Stable , durable .

Inner R is fixed whatever each width 
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Modular blet

T-2800 fixed radius conveyor

Belt width outer radius 

Inner 
radius  
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Modular blet
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Modular blet

T-2900  Modular belt
Application: For all kinds of cartons ,packages 
inclined conveyors . The surface rubber  increases 
the friction and protects products above 

Load: POM 8640N/M  Sprockets same as T-1500

Color:blue   Weight:8.4kg/m2

Mat: POM+Rubber. Work temp: -30°C ~ +80 °C

Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P121

Standard Width
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Modular blet

T-3000 Modular belt 
Application: for shrinkage packaging conveyor 

Load: POM 36000N/M 
Color:coffee   Weight:26.7kg/m2

Mat: POM. Work temp: -30°C ~ +90 °C
Pin mat.: PP   

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P128

Standard Width Non standard width

T-3100 Modular belt 

Load: POM 28000N/M  PP: 16000N/M 
Color:coffee/white   

Mat: POM. Work temp: -30°C ~ +90 °C
PP. Work temp: +1°C ~ +98 °C

Weight:POM 26.7kg/m2   PP  5.7kg/m2

Pin mat.: PP   

Standard Width Non standard width

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P129
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Keep the sprockets running in the center

DJ-100 Modular belt

Keep the sprockets running in the center

Modular belt

Main application: light conveyor such as 
bottles,boxes and etc 
Mat: POM. Work temp: -40°C ~ +90 °C
Pin: PP
Work load: POM,430N/M
Color: coffee

Distance of flight

114

P129
Refer

P191-215
Ref.

P238-241
Ref.
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Ref.



SHANGHAI LILAI CHAIN CO.,LTD

R

R

T-100 Sprockets 
Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

Code Teeth No.  PD  OD  Bore/mm 

Code Teeth No.  PD  OD  Bore/mm 

Mat.: Reinforced PA, plastic injection moulding

Bore tolerance : 

T-200 Sprockets 

 PD 

 OD 

 P
D 

 OD 

MODULAR BELTS
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SHANGHAI LILAI CHAIN CO.,LTD

R

T-300/T-400 Sprockets 

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance: 

T-300/T-400 Sprockets 
Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance: 

Code Teeth No.  PD  OD  Bore/mm 

Code Teeth No.  PD  OD  Bore/mm 

 PD 

 OD 

 PD 

 OD 

MODULAR BELTS

Good  strength,durable for heavy load transport
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SHANGHAI LILAI CHAIN CO.,LTD

R

T-500/T-600 Sprockets 
Mat.: Reinforced PA+fiber, plastic injection moulding

Bore tolerance: 

Code Teeth No.  PD  OD  Bore/mm 

Code Teeth No.  PD  OD  Bore/mm 

Mat.: Polyamide PA6, Machined, high precision, matching well
Bore tolerance: 

Code Teeth No.  PD  OD  Bore/mm 

Mat.: Polyamide PA6, Machined, high precision, matching well
Bore tolerance: 

T-700 Sprockets 

T-800 Sprockets 

Travel

 PD 

 OD 

 PD 
 OD 

 PD 
 OD 

MODULAR BELTS
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Modular blet

T-1000 Sprocket

T-1000 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No PD OD Bore/mm

Code Teeth No PD OD S Bore/mm

Mat.: PA6, plastic injection moulding
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Modular blet

T-1100 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

T-1200 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No PD OD Bore/mm

Code Teeth No PD OD S Bore/mm

119



Modular blet

Code Teeth No PD OD Bore/mm

T-1200 Sprocket
Mat.: PA6, plastic injection moulding

T-1300 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No PD OD Bore/mm
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Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-1400 sprocket

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-1500 sprocket

Code Teeth No. PD OD Bore/mm

Code Teeth No. PD OD Bore/mm

Modular belt

OD 

OD

PD

PD
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Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-1600 sprocket

Code Teeth No. PD OD Bore/mm

Code Teeth No. PD OD Bore/mm

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-1600 double sprocket

Modular belt

OD 

OD

PD

PD
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Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-1700 Sprocket

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-1800 Sprocket

Code Teeth No. PD OD Bore/mm

Code Teeth No. PD OD Bore/mm

Modular belt

OD 

PD
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Modular belt

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-1900 Sprocket

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-2000 Sprocket

Code Teeth No. PD OD Bore/mm

Code Teeth No. PD OD Bore/mm

OD 

OD

PD

PD
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Modular belt

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-2100 Double Sprocket

Mat.: Polyamide PA6, Machined, high precision, matching well

Bore tolerance : 
Good strength,durable for heavy load transport

T-2200 Double Sprocket

Code Teeth No. PD OD Bore/mm

Code Teeth No. PD OD Bore/mm

OD 

OD

PD

PD
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T-2400 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

T-2500 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No PD OD S Bore/mm

Code Teeth No PD OD S Bore/mm

Modular blet
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T-2600 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

T-2700 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No PD OD S Bore/mm

Code Teeth No PD OD S Bore/mm

Modular blet

127



T-2700-SR Sprocket

T-2700 Sprocket

Modular blet

Code

Code

Teeth No

Teeth No

PD

PD

OD S Bore/mm

Bore/mm

T-3000 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No PD OD Bore/mm
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Modular blet

Code Teeth No OD Bore/mmPD

T-3100 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

DJ-100 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No OD Bore/mmPD
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SHANGHAI LILAI CHAIN CO.,LTD

R

Color: blue

Work Load: (POM) 17280N/M
Weight: (POM) 7.93kg/m2Open area: 38%

S900 Y002 Raised Rib Modular belts 

Standard Width 

Tr
av

el

Work Load: (POM) 17280N/M 
Weight: (POM) 7.69kg/m2

S900 Y003 Flat Top Modular belts 

Color: Brown, white ,blue 

Tr
av

el

Standard Width 

Non standard width, starts from 152.4, with 8.4mm increments

Non standard width , starts from 152.4, with 8.4mm increments

MODULAR BELTS

Mat: POM. Work temp: -30°C to 90°C

Application: Light duty load,water filtering,
packaging converyor

Application: Mid pitch load,cans, boxes, bottles converyor
Mat: POM. Work temp: -30°C to 90°C

130

P148

Refer:

P191-215

Refer:

P238-241

Refer:

P226-237

Refer:

P148

Refer:

P191-215

Refer:

P238-241

Refer:

P226-237

Refer:



SHANGHAI LILAI CHAIN CO.,LTD

R

Color: Brown
Work Load: (POM) 17280N/M 

Weight: (POM) 7.62kg/m2Open area: 6.7%

S900 Y004 Perforated Flat Top 
Modular belts 

Standard Width 

Standard Width 

Work Load :(POM) 17280N/M 

Weight: (POM) 5.79kg/m2
Open area: 38%

S900 Y005 Flush Grid 
Modular Belts 

Color: blue, brown, white

Tr
av

el
Tr

av
el

Non standard width , starts from 152.4, with 8.4mm increments

Non standard width, starts from 152.4, with 8.4mm increments

MODULAR BELTS

Mat: POM. Work temp: -30°C to 90°C

Application: Canning conveyor

Mat: POM. Work temp: -40°C to 90°C

Application: vacuum empty cans conveying system

Refer:
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SHANGHAI LILAI CHAIN CO.,LTD

R

Application: Mid pitch conveyor for boxes, bottles and cans 

S900 Y003 Flat top with flights 
Modular Belts 

Height of flights: H=25, 50

Tr
av

el

Tr
av

el

Standard Width 

Application: vacuum empty cans conveying system

S900 Y004 Perforated Flat top with flights Modular Belts 

Height of flights: H=25, 50

Standard Width 

Non standard width , starts from 152.4, with 8.4mm increments

Non standard width, starts from 152.4, 
with 8.4mm increments

MODULAR BELTS
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SHANGHAI LILAI CHAIN CO.,LTD

R

Application: conveying for light items 

S900 Y005 Flush Grid with flights 
Modular Belts 

Height of flights: H=25, 50

Tr
av

el

Travel

Standard Width 

S900 Y005 Side Wall 
Application: Side wall for S900. 
Height of Sidewall: H=25, 50

Non standard width, starts from 152.4, with 8.4mm increments

MODULAR BELTS

Mat: POM. Work temp: -40°C ~ +90 °C
PP. Work temp: +1°C ~ +98 °C, acidproof
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S900 Y003 Flat Top with Flights and Sidewalls

Height of flights and sidewalls: H=25, 50

Tr
av

el
Standard Width

Non standard width

Non standard width, starts from 152.4, with 8.4mm increments

Non standard width, starts from 152.4, with 8.4mm increments
Non standard width

Standard Width

S900 Y004 Perforated Flat top with flights and sidewalls

Height of flights and sidewalls : H=25, 50

Tr
av

el

MODULAR BELTS

Application: Mid pitch conveyor for boxes, bottles and cans 

Application: vacuum empty cans conveying system
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S900 Y003 Flat Top with Flights and Sidewalls

Height of flights and sidewalls: H=25, 50

Application: Mid pitch conveyor for boxes, bottles and cans 

Standard Width

Non standard width

MODULAR BELTS

Color:Blue.  Rubber Color:Dark
Work Load: (PP) 8080N/M ,Pin Mat:PP

Weight: (POM) 7.93kg/m2

Mat: PP + Rubber
Application: bottles, cans and etc transporation

900Y-003 with Rubber insert

Melt Pin

Standard Width 

Non-Standard Width

135
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Modular blet

900Y-003 Flat top Modular belts + flights 
Main application:  all kinds of  d conveyor for washing 
fruits and vegetables
Height of flights: H= 25、50

900Y-003 with rubber insert

Application: bottles, cans and etc transporation
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Color: blue

MODULAR BELTS

900 Series Y-006
Application: small box, bottles, cans and packaging convey
Mat: POM. Work temp: -30°C ~ +90 °C

900-Y-006-28

900-Y-006-37

900-Y-006-46

137
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Application: For food transportation, packing machines

Widely apply in canning industry conveying.

Color: blue

Work Load: (POM) 17280N/M 
Open area: 38% Weight: (POM) 5.79kg/m2

Standard Width

Non-standard WidthTr
av

el

Note:N,n will increase as integer multiplication
due to different material shrinkage, 
actual will be lower than standard width

A-1 Modular belts

Back

Standard Width

Non-standard Width

Tr
av

el

Color: White, blue ;
(PP) 8800N/M
 (PP) 6.89kgs/m2

MODULAR BELTS

Transfer Modular BeltsS900

Note:N,n will increase as integer multiplication due to different material shrinkage, 
actual will be lower than standard width

Mat: POM. Work temp: -30°C to 90°C

Material:PP. Work temp: +1°C to 98°C, acidproof

Refer:
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Modular Belts
Apllications: For food transportation ,
as well as in packing machines

Color: White , blue ;Open area:0%Color: White , blue
Work Load:  (PP) 8800N/M
Weigh: (PP) 7.29kgs/m2

Back

Tr
av

el

Standard Width

Non standard width
Non standard width , starts from 152.4, with 16.9mm increments

Modular Belts Flights
Apllications: inclined transportation for food

Color: White , blue
Work Load: PP 8800N/M
Standard height of flights: 32,50,76,100mm

Back

Tr
av

el

Standard Width

Non standard width
Non standard width , starts from 152.4, with 16.9mm increments

MODULAR BELTS

Material:PP. Work temp: +1°C to 98°C, acidproof

Material:PP. Work temp: +1°C to 98°C, acidproof
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Work Load:  PP 8800N/M
Color: White , blueOpen area:18%

Back

Modular Belts

Standard width

Non standard width
Non standard width , starts from 152.4, with 16.9mm increments

tra
ve

l

Hook Shape Modular Belts
Applications: inclined transportation for food

Work Load:  PP 8800N/M
Color: White Height of the flight:100mm

front

Back

tra
ve

l

Standard width

Non standard width
Non standard width, starts from 152.4, with 16.9mm increments

MODULAR BELTS

Application: For food transportation, packing machines
Material:PP. Work temp: +1°C to 98°C, acidproof

Material:PP. Work temp: +1°C to 98°C, acidproof
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Open area:23%;Color:white, blue

Back

travel

Standard width

Non standard width
Non standard width, starts from 152.4, with 16.9mm increments

Modular beltsModular belts flights

Modular belts flights

Back

travel

Standard width

Non standard width
Non standard width, starts from 152.4, with 16.9mm increments

MODULAR BELTS
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MODULAR BELTS

Side walls for Modular belts A
Standard height: 32,50,76,102

Color: White and blue

(A-1)+(A-3) Modular belts
with Flights and Sidewalls

Open area: 23%; Color : White and blue

Flights Sidewalls

Back

Travel

Side indent

Standard Width

Non standard width
Non standard width , starts from 152.4, with 16.8mm increments

Side indent M=21+8.5*n

Travel
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Modular blet

(A-2)+(A-3) Modular belts + gap 

Standard Width

Standard Width

Non standard width

Non standard width

A-4  Modular belt with rubber

Load: POM 22000N/M   PP  8800N/M

Weight: POM 12.1kg/m2   PP  7.9kg/m2 
Color: blue  white   Backflex radius ：75mm

Mat: POM+rubber. Work temp: -30°C ~ +80 
Mat: PP+rubber. Work temp: +1°C ~ +80 °C
Pin mat.: PP

Main application:   Food,Beverage & packaging conveyor

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. 
P148~149
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(A-1)+(A-3) Modular belts
Flights Sidewalls

Back Travel

Standard Width

Non standard width
Non standard width , starts from 152.4, with 16.9mm increments
Side indent M=21+8.5*n

Modular belts

Work Load:  (PP) 8800N/M
Color: White, blue

Back

Tr
av

el

Standard Width

Non standard width
Non standard width , starts from 152.4, with 16.9mm increments

MODULAR BELTS

Application: For food transportation, packing machines
Material:PP. Work temp: +1°C to 98°C, acidproof
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B-2 Modular Belts

Work Load: (PP) 8800N/M
Color: White, blue ; Open area:18%

Material:PP. Work temp: +1°C to 98°C, acidproof
Application: For food transportation, packing machines

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P149

Standard Width

Non standard width

(B-1)+(B-3) Modular belts 

Height of flights: H= 25.4、32、50、76、102

Modular blet
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(B-2)+(B-3) Modular belts 

Height of flights: H= 25.4、32、50、76、102

Standard Width

Non standard width

B-4 Modular belts 

Load: POM 22000N/M   PP  8800N/M

Weight: POM 11.2kg/m2   PP  7.3kg/m2 

Color: white   Backflex radius ：75mm

Mat: POM. Work temp: -30°C ~ +90 °C

Mat: PP. Work temp: +1°C ~ +98 °C
Pin mat: PP. Open area:20%

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P149

Standard Width Non standard width

Modular blet
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B-5 Modular belts 

B-1 Modular belts with top roller 

Load: POM 22000N/M   PP  8800N/M

Weight: POM 13.6kg/m2   PP  9.1kg/m2 
Color: white   Backflex radius ：75mm

Mat: POM. Work temp: -30°C ~ +90 °C

Mat: PP. Work temp: +1°C ~ +98 °C

Mat: PP. Work temp: +1°C ~ +80 °C

Pin mat: PP. 

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P149

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P149

Standard Width

Standard Width

Non standard width

Load: 8800N/M
Color: white   

Roller mat: POM.    Pin mat:PP

Modular blet
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Modular blet

Sprockets for 900 series Modular belts

Bore tolerance :
Mat.: PA6, plastic injection moulding

Code Teeth No ODPD Bore/mm

Code Teeth No ODPD Bore/mm

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport
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Sprockets for A series Modular belts

Bore tolerance :
Mat.: PA6, plastic injection moulding

Code Teeth No ODPD Bore/mm

Code Teeth No ODPD Bore/mm

Sprockets for B series Modular belts

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Modular blet
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SHANGHAI LILAI CHAIN CO.,LTD

R

Main application is for kinds of sideflexing conveyor

Temperature range: -30°~90°
Plates material: POM,

 Color: brown

Roller base chain: standard 12A roller chain 
Material: carbon steel(CS) or stainless steel(SS)
Max speed: 50m/min lubrication 30m/min dry

Working load: 3200N (mat.: CS),  1600N (mat.: SS)
Max conveying length: 30m (mat.: CS), 24m (mat.: SS)
Supply unit:1.524mtr (5ft)

code
CS SS

Plastic Snap-on Sideflexing Chains 
1873

Travel

Plates width
mm

Weight
kg/m

Min. RadiusBackflex R

SNAP ON CHAINS 1873

150

P270
Refer

P191-215
Refer

P224
Refer

P238-241
Refer

P226-237
Refer



SHANGHAI LILAI CHAIN CO.,LTD

R

Plastic snap-on sideflexing chains
Main application: for vertical conveying of 
cans, glass bottles, etc..
Moulded rubber material: polyether block amide
Plates material: stainless steel or carbon steel
Roller base chains: standard 12A roller chains, 
Material: stainless steel or carbon steel
Max speed: 50m/min lubrication, 30m/min dry

Working load: 3200N (mat.: CS), 1600N (mat.: SS)
Max conveying length: 30m (mat.: CS), 24m (mat.: SS)
Supply unit:1.524mtr (5ft)

Travel

SNAP ON CHAINS 1873
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SHANGHAI LILAI CHAIN CO.,LTD

R

Main application is for vertical conveying of 
bottles, cans elevating or turning etc.

Plastic snap-on sideflexing chain
 1873-D

Plates material: POM, 
Rubber material: Natural rubber
Roller plates chains: standard 12A roller chains, 
Material: carbon steel or stainless steel
Max speed: 50m/min lubrication
30m/min dry
Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)

code
CS SS

Plates width
mm

Rubber width
mm

Weight
kg/m

Min. RadiusBackflex R

Supply unit:1.524mtr (5ft)

Travel

SNAP ON CHAINS 1873

500
500

500
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SNAP ON CHAINS 1873

Plastic snap-on sideflexing chain
1873-G4

Main application is for vertical conveying of

Plates material: POM,

Roller base chains: standard 12A roller chains,
Material: carbon steel or stainless steel
Max speed: 50m/min lubrication, 30m/min dry
Working load: 3200N (mat.: CS), 1600N (mat.: SS)
Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
Supply unit:1.524mtr (5ft)

Travel
Back

code Plates width
mm

Rubber width
mmCS SS

Weight 
kg/m

Backflex R Min. Radius

93.2 84

bottles, cans elevating or turning etc.

Rubber material: Natural rubber

500
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Max speed: 50m/min lubrication, 30m/min dry

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)

Supply unit:1.524mtr (5ft) (mat.:SS)

Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Main application is for vertical conveying of  bottles, cans elevating or turning etc.

Plates material: POM,Rubber material: Natural rubber
Roller base chains: standard 12A roller chains 
Material: carbon steel or stainless steel

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P270

Plates width Rubber width Weight Backflex Radius Sideflex Radiuscode
CS SS

Ref. P224

1873
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SNAP ON CHAINS 1873

Plastic Snap-on Sideflexing Chains
1873

Main application is for kinds of sideflexing conveyor
Temperature range: -40°~90°
Plates material: POM,
Color: brown
Roller base chain: standard 12A roller chain
Material: carbon steel(CS) or stainless steel(SS)
Max speed: 50m/min lubrication 30m/min dry
Working load: 3200N (mat.: CS), 1600N (mat.: SS)
Max conveying length: 30m (mat.: CS), 24m (mat.: SS)
Supply unit:1.524mtr (5ft)

roller chains

code
SSCS

Plates width
mm

Weight
kg/m

Backflex R Min. Radius

610

155

P270
Refer

P191-215
Refer

P224
Refer

P238-241
Refer

P226-237
Refer



SNAP ON CHAINS 1873

1873  Plastic snap-on sideflexing chain with bearings

Main application in spiral conveyors.
Plates material: POM; color coffee
Base chain: 12A roller chains, Material: CS or SS
Max speed: 80m/min lubrication, 50m/min dry
Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
Supply unit:1.524mtr (5ft)

roller chains

Code
CS SS

Plates width
mm

Weight
kg/m

Backflex R Min. Radius

bearing

610
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SNAP ON CHAINS 1873

1873  Plastic snap-on chain with Rubber with bearings

Main application in spiral conveyors.
Plates material: POM; color coffee
Base chain: 12A roller chains, Material: CS or SS
Max speed: 50m/min lubrication, 30m/min dry
Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
Supply unit:1.524mtr (5ft)

Roller chain

Rubber

Code
CS SS

Plates width
mm

Weight
kg/m

Backflex R Min. Radius

610HF1873-K2000-Z HF1873ss-K2000-Z
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Plates width Rubber width Weight Backflex Radius Sideflex Radiuscode
CS SS

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P270 Ref. P224

Max speed: 50m/min lubrication, 30m/min dry

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)

Supply unit:1.524mtr (5ft) (mat.:SS)

Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Main application is for vertical conveying of  bottles, 
cans elevating or turning etc.

Plates material: POM-Blue,Rubber material: EPDM 
（Ethylene Propylene Diene Monomer）
Roller base chains: standard 12A roller chains 
Material: carbon steel or stainless steel

Plastic snap-on sideflexing chain

1873
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Plates width Weight Backflex Radius Sideflex Radiuscode
CS SS

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P270

1873 Plastic snap-on sideflexing chain with 
rubber and bearings

Max speed: 50m/min lubrication, 30m/min dry

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
Supply unit:1.524mtr (5ft) (mat.:SS)

Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Main application: spiral conveyors, Sideflexing Conveyor

Plates material :PP (Black) ,Rubber material: Natural 
Rubber (Green)

Bearing material:POM (Yellow）， 6200Z （ Steel)

Roller base chains: standard 12A roller chains 
Material: carbon steel or stainless steel

1873
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3873 Seamless Snap on Sideflexing Chains with rollers

Main application in catering industry sideflexing conveyors

Plates material: POM; color coffee,temperature range: -40°~90°
Roller base chains: standard 12A roller chains,
Material: carbon steel or stainless steel

Max speed: 50m/min with lubrication; 30m/min dry
Working load: 1600N (mat.: CS), 1200N (mat.: SS)
Max conveying length: 24m (mat.: CS), 18m (mat.:SS)
Supply unit:1.524mtr (5ft)

Travel

roller chains

SSCS
Plates width

mm
Weight
kg/m

Backflex R
mm

Min. Radius
mm

3873 SERIES CHAINS

Code
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3873 CHAINS

3873 Seamless Snap on Sideflexing Chains with bearings

Main application in catering industry sideflexing conveyors
Plates material: POM;color blue,temperature :-40° °
Roller base chains: standard 12A roller chains,
Material: carbon steel or stainless steel
Max speed: 50m/min with lubrication; 30m/min dry
Working load: 1600N (mat.: CS), 1600N (mat.: SS)
Max conveying length: 30m (mat.: CS), 24m (mat.:SS)
Supply unit:1.524mtr (5ft)

Plates material: POM; color coffee, temperature: -30°~90°

The plates with bearings can be divided into left and right.

Travel

roller chains
Bearing

SSCS
Code Plates width

mm
Weight
kg/m

Backflex R
mm

Min. Radius
mm
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Plates width Weight Backflex Radiuscode
CS SS

Sideflex Radius

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P270

Plates width Weight Backflex Radiuscode
CS SS

Sideflex Radius

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P270

3873Seamless Snap on Sideflexing Chains 
with Bearing

Max speed: 50m/min lubrication, 30m/min dry

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)

Supply unit:1.524mtr (5ft) (mat.:SS)

Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Main application in spiral conveyors.

Plates material :POM (coffee）, Work temp: -30°C ~ +90 °C
Roller base chains: standard 12A roller chains 
Material: carbon steel or stainless steel

3873Seamless Snap on Sideflexing Chains with 
top rubber and  Bearing

Max speed: 50m/min lubrication, 30m/min dry

Max conveying length: 30m (mat.: CS), 24m (mat.:SS)

Supply unit:1.524mtr (5ft) 
(mat.:SS)

Working load: 3200N (mat.: CS), 1600N (mat.: SS)

Main application in spiral conveyors.
Plates material :POM (coffee) ,Rubber material: 
Natural Rubber (Green)
Roller base chains: standard 12A roller chains 
Material: carbon steel or stainless steel

1873
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Plastic snap-on sideflexing chain
843

Plates material: POM,

Roller base chains: standard 12A roller chains,
Material: carbon steel or stainless steel
Max speed: 80m/min with lubrication; 50m/min dry
Working load: 1600N (mat.: CS), 1200N (mat.: SS)
Max conveying length: 24m (mat.: CS), 18m (mat.:SS)
Supply unit:1.524mtr (5ft)

Main application is for high speed straight running conveyor

Main application is for high speed straight running conveyor

843 CHAINS

Code
CS SS

Plates width
mm

Weight
kg/m

Backflex R

Travel

mm

Plates material: POM;color blue,temperature :-40° °Plates material: POM; color coffee, temperature: -30°~90°
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843

845G series

Max speed: 50m/min lubrication, 30m/min dry

Max conveying length: 24m (mat.: CS), 18m (mat.:SS)

Supply unit:1.524mtr (5ft) (mat.:SS)

Working load: 1600N (mat.: CS), 1200N (mat.: SS)

Plates material :POM (coffee）, Work temp: -30°C ~ +90 °C
Roller base chains: standard 08A roller chains 
Material: carbon steel or stainless steel

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P266 Ref. P215

Weight Backflex Radiuscode width
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1843

1843TAB series

Max speed: 50m/min lubrication, 30m/min dry

Max conveying length: 24m (mat.: CS), 18m (mat.:SS)

Supply unit:1.524mtr (5ft) (mat.:SS)

Working load: 1200N (mat.: SS)

Plates material :POM (coffee）, Work temp: -30°C ~ +90 °C

Roller base chains: standard 08A roller chains 
Material:  stainless steel

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P266 Ref. P223

Weight Backflex Radiuscode width Sideflex Radius
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PLASTIC CHAINS

Plastic chains
Main application is for low noise, lightweight,
non-magnetic, anti-static conveyors, used
in chemical and medicine industries.
Chain mat.: POM, Temp.: -30° ~90° color: white

Pin material: stainless steel or PP(for 60P)
Working load: 440N (40P plastic chain),
880N (60P plastic chain)
Supply unit:1.524mtr (5ft)

Back

code W mm W1 mm

Plastic chains with rubber
Main application is for low noise, lightweight,

Chain material: PP, color: white,blue
Temperature range: +1° ~+98°, acidproof
Pin material: reinforced PP or  stainless steel 
Supply unit:1.524mtr (5ft)

40P/60P

non-magnetic, anti-static conveyors, used
in chemical and medicine industries.
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843

Ref. P270 Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P266

code width

40P double row 

Pin mat:stainless steel

Supply unit:1.524mtr (5ft) 

Working load: 1760N 

Mat:POM (coffee）, Work temp: -30°C ~ +90 °C

Main application is for low noise, lightweight,non-magnetic, 
anti-static conveyors, usedin chemical and medicine industries

40P/60P-B plastic chain

Pin mat:stainless steel Supply unit:1.524mtr (5ft) 

Working load: 40P-B  1760N   60P-B  880N

Weitht: 40P-B  0.52kg/pc   60P-B  1.09kg/pc

Mat:POM (white）, Work temp: -30°C ~ +90 °C

Main application is for low noise, lightweight,non-magnetic, 
anti-static conveyors, usedin chemical and medicine industries
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PLASTIC CHAINS

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P169

code width

60P ( High temprature resistance )

Pin mat:stainless steel

Supply unit:1.524mtr (5ft)    Weitht:1.13kg/pc

Working load: 880N 

Mat:POM (white）, Max Work temp:  +150 °C
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PLASTIC CHAINS

Plastic roller chains

Advantages: short pitch, low noise, lighweight,
corrosion resistance, diamagnetic. 
widely used in eletronic, food,
medicine, chemical industries
Supply unit:1.524mtr (5ft)

code

Sprockets for 60P Plastic chains
Mat.: Polyamide PA6, Machined, high precision ,
matching well
Good strength, can be used in heavy load transport
Bore tolerance:

PD
OD

Code Teeth No. PD OD         Bore/mm
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SHANGHAI LILAI CHAIN CO.,LTD

R

 Aluminium foil and paper packed beverage.
Main application is for straight conveying of various

 kinds of
Plates material: POM, color: Dark Green, 
roller Mat.: POM, Work temp: -30°C~90°C  color: bule
Pin material: stainless steel
Working load: 2400N, max. conveying length: 12m

Code Roller width WeightWidth Backflex R

 821 PRR
 Straight running chains

Travel

Sprockets are the same with chains 821 

PLASTIC ROLLER CHAINS 

5.3

6.6
7.9

Refer
P14
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SHANGHAI LILAI CHAIN CO.,LTD

R

 Aluminium foil and paper packed beverage.
Main application is for side-flex conveying of various
 kinds of

Plates material: POM, color: Dark Green, 

Pin material: stainless steel
Working load: 3200N, max. conveying length: 12m
Sprockets are the same with chains 882TAB

LBP882TAB Sideflex chains

Min. radius

4.8

Code Roller width WeightWidth Backflex R
kg/m

Travel

PLASTIC ROLLER CHAINS 

roller Mat.: POM, Work temp: -30°C~90°C  color: bule
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SHANGHAI LILAI CHAIN CO.,LTD

R

 Aluminium foil and paper packed beverage.
Main application is for sideflex conveying of various
 kinds of
Plates material: POM, color: brown, 

Pin material: cold-rolled austenitic stainless steel
Working load: 3200N, max. conveying length: 12m

882PRR-TAB Sideflex chains

Sprockets are the same with chains 882TAB

Travel

Min. radiusCode Roller width WeightWidth Backflex R

PLASTIC ROLLER CHAINS 

kg/m

roller Mat.: POM, Work temp: -40°C~90°C  color: bule
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PLASTIC ROLLER CHAINS

822 series

Pin mat:φ8mm stainless steel

Mat:POM (purple）, Work temp: -30°C ~ +90 °C

For shrinkage packaging conveyor 

823 series

Pin mat:φ8mm stainless steel

Mat:POM (purple）, Work temp: -30°C ~ +90 °C

For shrinkage packaging conveyor 

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P174

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P174

Weight Backflex Radiuscode width Load

Weight Backflex Radiuscode width Load Sideflex Radius
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PLASTIC ROLLER CHAINS

822/823 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

883 Sprocket

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

822/823 Idler

Bore tolerance :

Mat.: Polyamide PA6, Machined, high precision, matching well

Good strength,durable for heavy load transport

Code Teeth No PD OD Bore/mm

Code Teeth No PD Bore/mm

Code Teeth No PD OD Bore/mm
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883

883 series

Pin mat:stainless steel

Mat:POM (coffee）, Work temp: -30°C ~ +90 °C

For all kinds of tabacoo transpotation

Working load: 2670N 

883 series

Pin mat:stainless steel

Mat:POM (coffee）, Work temp: -30°C ~ +90 °C

For all kinds of tabacoo transpotation

Working load: 2670N 

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P174

Weight Backflex Radiuscode width Sideflex Radius

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P174

Weightcode width Sideflex RadiusWeightcode width Sideflex RadiusWeight Backflex Radiuscode width Sideflex Radius
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SHANGHAI LILAI CHAIN CO.,LTD

R

 L-1 Case chains
Main application is for transportation of plastic bottles,

 cans and cartons in e.g. dairy and brewery
Material: POM, color: brown, white, green
Pin material: stainless steel
Working load: 3330N
Max conveying speed: 40m/min lubrication
20m/min dry

code Width Weight Backflex R Min. radius

 RT-1400 Tetra pack chains 
Main application is for transportation of cans, plastic bottles, 

Material: POM, color: white, temp.: -30°~90°
Pin material: cold-rolled austenitic stainless steel
Max speed: 40m/min with lubrication, 20m/min dry
Working load(25°): 2100N, max conveying length: 15m

code width weight backflex R min. radius

Travel

Travel

Sprockets are the same with chains 880

75

CASE CHAINS

cans and cartons in e.g. dairy and brewery

kg/m
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SHANGHAI LILAI CHAIN CO.,LTD

R

1701 Case chains
Main application is for transportation of plastic bottles,

 cans and cartons in e.g. dairies and breweries.
Material: POM, color: coffee, white, green
Pin material:stainless steel
Working load: 3330N
Max speed: 40m/min with lubrication; 20m/min dry

Code Width Weight Backflex R Min. Radius

1701TAB Case chains
Main application is for transportation of plastic bottles,
 cans and cartons in e.g. dairies and breweries.

Material: POM, color: white
Pin material: stainless steel
Working load: 3330N
Max speed: 80m/min with lubrication;40m/min dry

Travel

Travel

Code Width Weight Backflex R Min. Radius

CASE CHAINS
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CASE CHAINS

1701 with Steel surface

Pin mat:stainless steel
Supply unit:20pc/m

Surface mat:SS304
Mat:POM (white）, Work temp: -30°C ~ +90 °C

High temperature resistance , wear resistance .

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Ref. P189

Weight Backflex Radiuscode width Sideflex Radius

1701TAB rotate plate
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CASE CHAINS

1702/1702M Case Chains

Main application is for transportation of plastic bottles,
cans and cartons in e.g. dairies and breweries.
Material: POM, color: white
Pin material: stainless steel
Working load: 3330N
Max speed: 80m/min with lubrication;40m/min dry

Travel

Travel

Code Width
mm

Weight
kg/m

Backflex R Min. Radius
mm mm mm

Refer
P149-155
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CASE CHAINS

1400/1400TAB Case chains

Main application is for transportation of heavy cartons etc.

Material: POM, color: white

Pin material:stainless steel
Working load: 6400N

Max speed: 50m/min with lubrication; 25m/min dry

Travel

Travel

Code Width Weight Backflex R Min. Radius
mm mmmmkg/m
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SHANGHAI LILAI CHAIN CO.,LTD

R

 2600/2600TAB Case chains

Main application is for transportation of heavy cartons etc.
Material: POM, color: white
Pin material:stainless steel
Working load: 4800N
Max conveying speed: 30m/min with lubrication; 
20m/min dry

Travel

Travel

Code Width Weight Backflex R Min. Radius

CASE CHAINS
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Phillips head screwsM6*16

M6*16 Phillips head screwsTravel

Travel

Crecent Chains

Main application is for food processing, assembly line
and for transportation of 360° conveying
Material: POM, color:white ,temperature range: -40°~90°
pin material: cold-rolled austenitic stainless steel

CASE CHAINS

Working load(25°): 4800N, max conveying length: 15m

Max speed: 30m/min with lubrication; 20m/min dry

Code Width Weight Min. radius
mm mmkg/m

Refer
P118

Refer Refer
P156-158

Refer
P149-155P121-139
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CASE CHAINS

sushi conveyor chain with steel surface

Max speed: 30m/min lubrication, 20m/min dry

Supply unit:SY-63-K325  16pc/m    SY-76-K450  13pc/m

Working load: 4800N   Max conveying length: 30m

Plates material :POM , Work temp: -30°C ~ +90 °C

Pin mat:SS304

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P189Ref. P188

Weightcode width Sideflex Radius
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CASE CHAINS

Stainless steel sushi  chain

Max speed: 30m/min lubrication, 20m/min dry

Supply unit:10pc/m

Working load: 3000N   Max conveying length: 15m

Material :SS304 , Roller mat:PA

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215

Discuss with 
technical team

Weightcode width Sideflex Radius
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Main application is for transportation of heavy cartons etc.
Material: POM, color: white
Pin material:stainless steel
Working load: 4800N
Max conveying speed: 30m/min with lubrication;
25m/min dry

Main application is for transportation of heavy cartons etc.
Material: POM, color: white
Pin material:stainless steel
Working load: 4800N
Max conveying speed: 30m/min with lubrication; 
20m/min dry

CASE CHAINS

1703 Case Chains

2600 Case Chains with plat form

Direction

Direction

Code Width Backflex RWeight Min. Radius

Code Width Backflex RWeight Min. Radius

185

P189
Refer

P191-215
Refer  

P238-241
Refer

P226-237
Refer

P188
Refer

P191-215
Refer  

P238-241
Refer

P226-237
Refer



CASE CHAINS

1704 chain

1704 chain---plate available

Pin mat:φ8mm stainless steel

Mat:POM (blue）, Work temp: -30°C ~ +90 °C

Cover mat:PA6+GF30%(yellow）, Work temp: -40°C ~ +120 °C

Weight Backflex Radiuscode width Load
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CASE CHAINS

1705 chain

Pin mat:φ8mm stainless steel

Mat:POM (gray）, Work temp: -30°C ~ +90 °C

Working load: 2670N 

Sprocket same as 1701

Ref. 
P238~241

Ref. 
P226~237

Ref. 
P191~215Ref. P189

Weight
Backflex Radiuscode width Sideflex Radius
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CASE CHAINS

Sprockets for rt 1400
Material: PA6, machined
Tolerance:

Code No.of T OD mm PD mm d mm OD

PD

OD

PD

Sprockets for 1400/1400TAB
Material: PA6, machined
Tolerance:

Code No.of T OD mm PD mm d mm

Code No.of T OD mm PD mm d mm

OD

PD

Sprockets for 2600/2600TAB
Material: PA6, machined

Tolerance:
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CASE CHAINS

Code No.of T OD mm PD mm d mm

Material: PA6,machined,maching well.
Sprockets for L-1,1701,1701TAB,1702,1702M are the same.

Tolerance:

L-1 1701/1701TAB 1702/1702M Sproket

OD

PD

Sprockets for S-76-K450

Material: PA6, machined
Tolerance:

Code No.of T OD mm PD mm d mm

PD

OD
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SS Straight Running roller chan

Main application :High Speed of conveyor line 

Mat: SS 304 Roller chain . POM roller 

Pin Material:SS301
Max Load: 160KG per sq meter
matched with 08A-1 sprockets
1.524M /meter 

Roller E  867

Direction 

Roller E
Item  Code

Two rows

Four rows

Five rows

Three rows

W3 d3 W2 W1 C weight
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Code          Item            Material           Color 

small bracketc
small

 bracket Reinforced
 PA FV brass

polyamide black

Code          Item            Material           Color 

Code          Item            Material           Color 

Reinforced
 PA FV brass

polyamide

Reinforced
 PA FV brass

polyamide

fixed bracket

adjustable
bracket

black

black

Knob

Gasket

Knob
eye bolt

Body

COMPONENTS
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Code          Item           Material           Color

Code          Item           Material           Color

Code          Item           Material           Color

large bracket
reinforced polyamide

PA FV brass black

COMPONENTS

super large
 bracket

reinforced polyamide
PA FV brass black

Middle 
bracket

reinforced polyamide
PA FV black

hexagon socket screw
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COMPONENTS

Code         Item           Material            Color

Code         Item           Material            Color

Code         Item           Material            Color

Code         Item           Material            Color

Code         Item           Material            Color

Code         Item           Material            Color

cross clamp  black Reinforced
polyamide PA FV

cross clamp  black Reinforced
polyamide PA FV

cross clamp  black Reinforced
polyamide PA FV

cross clamp  black Reinforced
polyamide PA FV

cross clamp  black Reinforced
polyamide PA FV

connecting  black Reinforced
polyamide PA FV joint
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COMPONENTS

Code          Item           Material          Color

Code          Item           Material          Color

Code          Item           Material          Color

Code          Item           Material          Color

Code          Item           Material          Color

flat steel

guide rail 
clamp

reinforced polyamide
PA FV black

guide rail 
clamp

reinforced polyamide
PA FV black

guide rail 
clamp

reinforced polyamide
PA + SS black

guide rail 
clamp

reinforced polyamide
PA FV +SS black

guide rail 
clamp

reinforced polyamide
PA FV +SS black
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Code Item Material Color

816 double guide
rail clamp

reinforced polyamide
PA FV + SS

817

Code Item Material Color
double guide

rail clamp
reinforced polyamide

PA FV + SS

Code Item

815D double guide
rail clamp

Material
reinforced polyamide

PA FV + SS

Color

black

black

black

COMPONENTS

Stoper PC Green

Code Item Material Color

Code Item Material Color

Code Item Mat Bore color weight
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Code Item Mat Bore color weight Code Item Mat Bore color weight

Code Item Mat Bore color weight Code Item Mat Bore color weight

Code Item Mat Bore color weight
Code Item Mat color weight

White

B-2
B-2/B

Reforced PA6

Reforced PA6 Black

Black

B-3
B-3/B

Reforced PA6

Reforced PA6 Black

Black

B-4
B-4/B

Reforced PA6

Reforced PA6 Black

Black

B-5
B-5/B

Reforced PA6

Reforced PA6 Black

Black

B-6 WhiteNylon+rubber

COMPONENTS
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Code Item Mat color weight

Hinge Reforced PA6 Black823 0.11

Code Item Mat color weight

Hinge Reforced PA6 Black824 0.055

Code Item Mat color weight

Hinge Reforced PA6 Black824-C 0.033

Code Item Material Color
825 reinforced 

polyamide + SS
articulated

feet black

M
L1
D

Note: Base D100 with fixed hole

Code Item Material Color

826 articulated
feet

reinforced 
polyamide + SS black

M
L1
D

Note: Base D100 with fixed hole

Code Item Material Color
829 fixed feet  reinforced 

polyamide + SS black

M
 L1
 D

COMPONENTS
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Code Item Material Color Weight
830 SS 

Base Rubber blackM16*100
supports 1.35 KG

Code Item Material Color Weight
831 SS 

Base Rubber blackM16*100
supports 2.17 KG

Code Item Material Color Weight
828 SS 

Base Rubber blackM16*100
supports 3.45 KG

COMPONENTS
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Code  Item Material Color Bore
834 support

 base bipod
reinforced 
polyamide black d= 50.8o

Code  Item Material Color Bore
835 support

 base bipod
reinforced 
polyamide black d= 50.8o

Code  Item Material Color Bore
836 support

 base bipod
reinforced 
polyamide black d= 50.8o

COMPONENTS
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Code Item Material Color Bore
833 connect-

ing joint
reinforced
 polyamide black d=o50.8

Code Item Material Color Bore
838 frame 

supports
reinforced 

polyamide PA black d=o50.8

 Item Material Color Bore
839 bracket reinforced

 polyamide PA black
Code

d=o50.8

Code Item  Material Color
screw polyamide PA black/white

More spec. needs to be discussed.

Code Item Material Color Bore
832 reinforced 

polyamide black d= 50.8oframe 
supports

Code  Item Material Color 
expansion plugs

 for tube
reinforced 

polyamide PA + SS black841

Round threaded
tube ends

COMPONENTS
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Code  Item Material Color 
connecting

 joint
reinforced 
polyamide black connecting 

Item Code Material 
reinforced 
polyamide

Color
 blackjoint

Match with 914A 916A 920A Chain Guide

Code  Item Material Color 
 blackreinforced 

polyamidehandle 

Code Item Material Color
lock reinforced 

polyamide + spring black

Code  Item Material Color 
handle reinforced

 polyamide  black

Code  Item Material Color 
reinforced 

polyamide + SS  black

Square

COMPONENTS

Drip Tray
Supports
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Code  Item  Material Color
 connecting 

joint
 reinforced
 polyamide black

Code  Item  Material Color
expansion 

plug F Tube
 reinforced
 polyamide black

Code  Item Material Color  W  L  A
transfer plate

transfer plate
POM
POM

grey 
grey 

clip board A

Code  Item  Material Color
 reinforced
 polyamide black

Code  Item  Material Color
clip board B  reinforced

 polyamide black

Code  Item  Material Color
clip board C  reinforced

 polyamide black

Match with 914A 916A 920A Chain Guide

For 50*50*1 Tube

COMPONENTS

Square threaded
tube ends

P852

28 teeth
for T-500
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Code  Item Material Color  W  L  A
finger plate
finger plate

 POM 
POM 

grey 
grey

Code Item Material Color
connecting 

joint 
reinforced

 polyamide  black

Code  Item Material Color  W  L  A
finger plate POM  grey/blue

Code  Item Material Color
connecting 

joint  reinforced PA  black

Code  Item  Material D1  D2 Color
Shaft bush

Shaft bush
Shaft bush
Shaft bush
Shaft bush

reinforced PA
reinforced PA

reinforced PA
reinforced PA
reinforced PA

black
black
black
black
black

Code  Item Material  D2 color
Shaft bush Reinfoced PA black
Shaft bush
Shaft bush
Shaft bush
Shaft bush

Reinfoced PA

Reinfoced PA
Reinfoced PA
Reinfoced PA

black
black
black
black

Gasket

 D2 

Gasket

COMPONENTS

12 teeth
for T-600 belt

for 900 series

T type

18 teeth
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Code  Item  Material Color
modular transfer POM

purple 
with coffee roller plate

Code  Item  Material Color
modular transfer
 roller plate POM purple 

with coffee

Code  Item  Material Color
modular transfer

 roller plate POM purple 
with coffee

Code  Item  Material Color
reinforced

 polyamideRoller 60P white

Roller 60P match with bearing 61801ZZ

Code  Item  Material ColorBore
 black
 black

roller w/rubber

roller w/rubber

reinforced

reinforced
 polyamide

 polyamide

Code  Item  Material Bore d
reinforced polymide

brass ss

O-ring rubber seal

knob
eye bolt

knobeye bolt

COMPONENTS
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Code  Item Material ColorDia D*d*L
blue
blue

 POM 
 POM 

roller Aroller A
roller B

Code  Item Material Color

 POM white/greenroller D

Code  Item Material Color
white/blue POM roller E

Code  Item Material Color

white/blue POM roller C

COMPONENTS

Code  Item Material Color weight

white POM roller C

Code  Item Material Color weight

blue POM 28.5
T-2300 
Transfer plate871
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Bearing Houses

Mat: Nylon+SS , With the open cap or close cap

Mat: Nylon+SS , With the open cap or close cap

Housing No.

Housing No.

Description Mat
adjustable wrench A

adjustable wrench B
Zinc Alloy

A type

B type
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Components

code Item Material weight 
Stainless Steel Connecting joint

code Item Material weight 

Brackets Stainless Steel 

Thickness: 1.5mm

Head 

Nylon

code Item Material weight 

Thickness: 1.5mm

code Item Material weight 

Stainless Steel Connecting joint

Stainless Steel Connecting joint

Thickness: 1.5mm
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KNOBS nylon+CS

ss brackets

MaterialNamecodecode

code

Name

Name Material weight

code

code Name

Name

Material

SS

short head

code Name Material

long head

code

Material

weight(KG)

weight(KG) weight(KG)

Components

Star Knob  Nylon+Steel

Stainless Steel

code Name

Material weight(KG)

Nylon+CopperTwist

weight(KG)

Stainless Steel

weight(KG)
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code name material

code name material

code

70*140 SS Brackets

Weight(KG)

Stainless Steel

Weight(KG)

70*70 SS Brackets Stainless Steel

SS Twist

Code

Hexagon socket bolts and washers

short head

Code

SS Brackets

Components
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articulated feet 
D60X144

Stainless 
Steel304

fixed feet 
D60X117

Stainless 
Steel304

fixed feet 
D80X114

Stainless 
Steel304

articulated feet 
D80X98

Stainless 
Steel304

articulated feet 
D100X146

Stainless 
Steel304

Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight g

fixed feet 
D100X114

Stainless 
Steel304

Code  Item Material  Color  Weight g

COMPONENTS

natural 
color

natural 
color

natural 
color natural 

color

natural 
color

natural 
color
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COMPONENTS

Code  Item Material  Color  Weight kg
connecting 
joint-A

reinforced 
polyamide black

Code  Item Material  Color  Weight kg
connecting 
joint-B

reinforced 
polyamide black

Code  Item Material  Color  Weight kg
connecting 
joint-C

reinforced 
polyamide black
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COMPONENTS

Code  Item Material  Color  Weight kg/m

Code  Item Material  Color  Weight kg/m

Code  Item Material  Color  Weight kg/m Code  Item Material  Color  Weight kg/m

transfer plate A UPE+SS304 green/white

transfer plate B

transfer plate C

UPE+SS304

UPE+SS304

green/white

green/whitetransfer plate UPE green

Note: match with modular belts which Pitch
is under 12.7mm
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knobM6X16 black

Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight g

Code Code Item  Dmm  dmm Lmm ItemMaterial Material Color  Color Weight g  Weight g

Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight g
reinforced 
polyam-
ide+SS304

knobM8X30 black
reinforced 
polyam-
ide+SS304

knobM8X20 black
reinforced 
polyam-
ide+SS304

guide rail 
clamp E

protecting 
cover

protecting 
cover

protecting 
cover

protecting 
cover

protecting 
cover

protecting 
cover

rubber

rubber

rubber

rubber

rubber

rubber

stainless steel red/ 
black
red/ 
black
red/ 
black
red/ 
black
red/ 
black
red/ 
black

knobM6X20 black
reinforced 
polyam-
ide+SS304

natural 
color

COMPONENTS
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Code  Item Material  Color  Weight g Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight gCode  Item Material  Color  Weight g

Code  Item Material  Color  Weight g

900-Y-006-28 
transfer plate cross clamp

cross clamp A

PC blue stainless 
steel 304

natural 
color

stainless 
steel 304

natural 
color

Code  Item Material  Color  Weight g

cross clamp E stainless steel 304
natural 
color

900-Y-006-37 
transfer plate PC blue

900-Y-006-46 
transfer plate PC blue

COMPONENTS
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Code  Item Material  Color  Weight g Code  Item Material  Color  Weight g

Code  Item Material  Color  Weight g

transfer plate 
T-1000

roller with 
rubberPC PE+ rubberdark green gray

Code  Item Material  Color  Weight g
transfer plate 
T-2300

frame 
support-95PC stainless 

steel 304blue

Code  Item Material  Color  Weight g
transfer plate 
845G coffee

natural 
color

Code  Item Material  Color  Weight g
frame 

support-130
stainless 
steel 304

natural 
color

COMPONENTS
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Material: UHMW-PE, color: black

Radian:
Straight track and corner track
are suitable for both 

 and 
SS881TAB-K325/450

 880TAB-K325/K450

Specifications of corner track

Item  Code R W T

single-row track

double-row track

three-row track

four-row track

single-row

double-row

three-row

four-row

single-row

double-row

three-row

four-row
single
row

double
row
single
row

double
row

Work Temp.:

TRACKS

Corner track for 880 TAB/881 TAB
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Corner track for 882TAB

Material: UHMW-PE, color: black
Work Temp.:
Radian:

single-row track

double-row track

Specifications of corner track

Item  Code R W T

single
row

double
row

single
row

double
row

single-row

double-row

single-row

double-row

single-row

double-row

TRACKS
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Corner track for 880 Series

Material: UHMW-PE, color: black
Work Temp.:
Radian:

single-row track

double-row track

three-row track

four-row track

Specifications of corner track

Item  Code R W T

three-row

four-row

three-row

single-row

double-row

single-row

double-row

four-row

TRACKS
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Material: UHMW-PE, magnet, screw

 880M SeriesCorner track for

Work Temp.:

Radian:

single-row track

double-row track

Specifications of corner track

single-row track

double-row track

Item  Code R W T
single-row

double-row

three-row

four-row

single-row

double-row

three-row

four-row

single-row

double-row

TRACKS
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880TAB-RT Corner track for

Material: UHMW-PE, color: black
Work Temp.:

Radian:

single-row track

double-row track

three-row track

Specifications of corner track

Item  Code R W T
single

single

row

row

row

row

row

row

double
three

double

three

TRACKS
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heavey load chains 1050
 Corner track for

single-row track

double-row track

three-row track

four-row track

Specifications of corner tracks

Item  Code R W T
single-row

double-row

three-row

four-row

Material: UHMW-PE, color: black
Work Temp.:

Radian:

TRACKS
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small radius sideflexing chain
 Corner track for

Material: UHMW-PE, color: black
Work Temp.:

Radian:

single-row track
double-row track

63 small radius sideflexing chain

83 small radius sideflexing chain

103 small radius sideflexing chain

146 small radius sideflexing chain

Specifications of corner track

Code Item R W
63-single-row track
63-double-row track
83-single-row track

83-double-row track
103-single-row track

146-single-row track
146-double-row track

103-double-row track

TRACKS
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TRACKS

 Corner track for small radius 
sideflexing chain

Work Temp.:

Radian:

single-row track double-row track

single-row track double-row track

Material: UHMW-PE, color: black

Specifications of corner track

82.6-C double row track

82.6-C single-row track

103-2C double row track

103-C2 single-row track

1843TAB-K125 
single-row track
1843TAB-K125 
single-row track
1843TAB-K125 
single-row track
1843TAB-K125 
double-row track
1843TAB-K125 
double-row track

Specifications of corner track

 Corner track for 1843TAB 

Work Temp.:

Radian:

Material: UHMW-PE, color: black

Item Code R W T

Item Code R W T
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  1873 Corner track for

Material: UHMW-PE, color: black
Work Temp.:

Radian:

single-row track

double-row track

Specifications of corner track

Item  Code R W T
single
row

double
row

single
row

double
row
single
row

double
row
single
row

double
row

single
row

double
row
single
row

double
row

TRACKS
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vertical chains Corner track for

Material: UHMW-PE, color: black
Work Temp.:

Radian:

end view

Out Side

Specifications of corner track

Code  R/L WItem

Enter Side

single-row track

enter side track
out side track

TRACKS
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Code  Item Material  Color  L
chain guide

chain guide greenUHMW-PE

UHMW-PE
SS

A-alloy

green 3M/pc
3M/pc

Code  Item Material  Color

 reinforced PA blackchain inlet
guide shoe

Stainless Steel A-alloy

Code  Item Material  Color
 reinforced PA blackchain inlet

guide shoe

Code  Item Material  Color  L
3M/pcgreen

black
chain guide UHMW-PE

A-alloyC Type

Code  Item Material  Color  L
chain guide

chain guide greenUHMW-PE

UHMW-PE
SS green

A-alloy

3M/pc

3M/pc

Code  Item Material  Color  L
chain guide UHMW-PE

SS white 3M/pc

Stainless Steel A-alloy

914 914

round

SIDE GUARDS

53
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Code  Item Material  Color  L
chain guide green

 white 3M/pcL type
UHMW-PE

SS

Code  Item Material  Color  L
chain guide green

 whiteL type
UHMW-PE 3M/pcA-alloy

Stainless SteelL type L type A-alloy

Code  Item Material  Color  L
chain guide  UHMW-PE

A-alloy 3M/pc white
green

20

Code  Item Material  Color L
chain guide  UHMW-PE

A-alloy 3M/pc white
green

50

Code  Item Material  Color  L
chain guide  UHMW-PE

A-alloy 3M/pcgreen38

Code  Item Material  Color  L
chain guide  UHMW-PE

A-alloy 3M/pcgreenB

SIDE GUARDS
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Code Item Material
Guide rods SS

 Item  Material Rollers ProfileCode L mm
 PA+SS 1036 white blackroller side guide

Code Item Material
CSconnecting

joint

 Item  Material Rollers ProfileCode L mm

1 row

2 row

 PA+SS 1036 white blackroller side guide

 Item  Material Rollers ProfileCode L mm
 PA+SS 1036 white blackroller 

side guide

3 row

Code  Item  Material Color L
black
black
black

2M/pcs
2M/pcs
2M/pcs-PE

chain
guide

UHMWchain

SIDE GUARDS
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Code  Item  Material Rollers Profiles

4 row

L mm
 PA+SS 1036 white blackroller side guide

Code  Item  Material Rollers ProfilesL mm
 PA+SS 1000 green blackroller

 side guide

906

Code  Item  Material Rollers Profiles
 PA+SS green blackroller

 side guide

Code  Item  Material Rollers Profiles
 PA+SS green blackroller

 side guide

2 row

1 row

SIDE GUARDS

Inner Turn

with SS profile 
or Aluminum profile

Code  Item  Material L mm Weight/kg

SS304

Aluminum
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 Item  Material Rollers ProfileCode
green blackroller

 side guide

3 row

 Item  Material Rollers ProfileCode
POM+SS PA+POM white blackroller side guide

1 row turning

 Item  Material Rollers ProfileCode
PA+POM white blackroller side guide

1 row turning

 Item  Material ProfileCode Width
white
white
white

UHMV-PE + SS

UHMV-PE + SS

UHMV-PE + SS

T side guide
T side guide
T side guide

Note:T type length 3M/Pc

SIDE GUARDS
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SHANGHAILILAICHAINCO.,LTD

R Side Guards

chain guideUHMW-PE
SS blue 3M/pc

Code

Item Material Color 

L

CodeItem

Material

Color L
UHMW-PE
SSchain guide blue3M/pc

Code

Item

Material

Color 

L

chain guide UHMW-PE
SS blue 3M/pc

Code LMaterialItem Color 

chain guide UHMW-PE
SS blue 3M/pc
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SIDE GUARDS

Code  Item Material  Color  Weight kg/3M

roller
 side guide white

Code  Item Material  Color  Weight kg/3M
roller

 side guide green

Code  Item Material  Color  Weight kg/3M

roller
 side guide

reinforced 
polyam- 
ide+rubber

reinforced 
polyam- 
ide+POM

reinforced 
polyam- 
ide+POM

black/green



SIDE GUARDS

Code  Item Material  Color  Weight kg/3M

roller
 side guide
roller

 side guide

Alumi-
num+POM
Alumi-

num+rubber

white

green/black

Code  Item Material  Color  Weight kg/3M

roller
 side guide
roller

 side guide

Alumi-
num+POM
Alumi-

num+rubber

white

green/black

Code  Item Material  Color  Weight kg/3M

roller
 side guide
roller

 side guide

Alumi-
num+POM
Alumi-

num+rubber

white

green/black



SIDE GUARDS

Code  Item Material  Color  Weight kg/3M

Code  Item Material  Color  Weight kg/3M

Code  Item Material  Color  Weight kg/3M

roller
 side guide
roller

 side guide

Alumi-
num+POM
Alumi-

num+rubber

white

green/black

roller
 side guide

roller
 side guide

green

green/black

reinforced 
polyam- 
ide+POM

reinforced 
polyam- 
ide+rubber



SIDE GUARDS

Code  Item Material  Color  Weight kg/3M

Code  Item Material  Color  Weight kg/3M

roller
 side guide

933 chain inlet
guide shoe

green/black

black

reinforced 
polyam- 
ide+rubber

reinforced 
polyam- ide



SIDE GUARDS

Code  Item Material Material Color L

chain guide chain guide

chain guide

blue 3M/PC

L

3M/PC

3M/PC

UHMW-PE
SS

Code  Item Material  Color L

chain guide blue green3M/PCUHMW-PE
SS

Code  Item Material  Color  Weight g
chain inlet
guide shoe blackPE+SS

Code  Item  Color

Material LCode  Item  Color

Alumi-
num+POM

POM+SS30
4

nature 
color/white



Wear Strip

Wear Strip Standard Length : 10m/roll; 20m/roll; 50m/roll; N*50m/roll
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Wear Strip

Wear Strip Standard Length : 10m/roll; 20m/roll; 50m/roll; N*50m/roll
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Wear Strip

Wear Strip Standard Length : 10m/roll; 20m/roll; 50m/roll; N*50m/roll
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Wear Strip

Wear Strip Standard Length : 10m/roll; 20m/roll; 50m/roll; N*50m/roll
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Tensioners

Tensioner type A
Max Load

Tensioner type B

Max Load

Tensioner type B

Tensioner type C

Max Load
 Beside Picture is only for 24B-1 . 
 Can be made for each code

Match  Chain  Code 

Match  Chain  Code 

242


	Section one : Talbe top chains
	Series 805
	Series 810
	Series 820
	Series 821
	Series 880TAB
	Series 882TAB
	Series 880
	Series 880M
	Series 880TAB-RT
	Series 1060
	82.6-R150
	Series flexible chains 
	table top chains with rubber
	Series 812
	Series 802
	SS chain with rubber 
	Series 881M
	Series 881
	Series 881TAB

	Section two : Modular belts
	Series T-100 (P=25.4)
	Series T-200 (P=15.2)
	Series T-300 (P=19.05)
	Series T-400 (P=19.05)
	series T-500 (P=57.15)
	Series T-600 (P=57.15)
	Series T-700 (P=19.05)
	Series T-800 sideflex (P=25.4)
	Series T-1000 (P=25.4)
	Series T-1100 sideflex (P=50)
	Series T-1200 (P=25.4)
	Series T-1300 (P=38.1)
	Series T-1400 (P=12)
	Series T-1500 (P=25.4)
	Series T-1600 sideflex (P=25.4)
	Series T-1700 sideflex (P=38.1)
	Series T-1800 (P=50.8)
	Series T-1900 (P=12.7)
	Series T-2000 (P=27.94)
	Series T-2100 (P=12.7)
	SeriesT-2200 (P=12.7)
	Series T-2300 (P=25.4)
	Series T-2400 (P=25.4)
	Series T-2500 (P=9)
	Series T-2600 (P=15.5)
	Series T-2700  sideflex (P=31.75)
	Series T-2800 sideflex (P=27.94)
	Series T-2900 (P=25.4)
	series T3000&3100 (P=25.4)
	Series 900 (P=27.2)
	Series A (P=50.8)
	Series B (P=50.8)

	Section three : Snap on gripper chains
	Series 1873
	Series 3783
	series 843
	series 1843TAB

	Section four : Roller top
	Series 821PRR
	Series LBP882-TAB
	Series 882PRR-TAB
	Series 822&823

	Section five : Case chains
	L-1
	Rt1400
	1701/1701TAB
	1702/1702M
	1400/1400TAB
	2600/2600TAB
	Sushi chains 
	1703
	1704
	1705

	Section six  : Components
	Brackets 
	Level feet
	SS level feet 
	Base feet 
	Track
	Guide
	wear strip 




